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At the beginning of the 20th century, researchers began
harnessing the capabilities of electricity and magnetism. Today
we are standing in a similar position as we contemplate the
emergence of light—matter interactions at the nanoscale and how
it will continue its exponential growth over the coming years.
This research field, also called nanophotonics or nano-optics, is
a subject of rapidly increasing scientific importance: control-
ling light-matter interactions beyond the diffraction limit. In
contrast to optics, which is the concept of light rays, including
absorption, transmission and reflection, photonics is the concept
of light science, including emission, detection, amplification
and control of light. Photonics offers a wide range of applica-
tions in different areas ranging from sensing and imaging, to
solar cells and optical communication [1]. It is no surprise that
many consider photonics to be the technology revolution of the
21st century.

Laser processing of thin-film multilayer structures has been one
of the initial research directions in photonics [2]. This tech-
nique has been employed for many applications, including but
not limited to the fabrication of polycrystalline silicon (poly-Si)
thin-film transistors or MEMS/NEMS devices, as well as bio-
medical engineering [3,4]. Subsequently, with advances in
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photolithography, the microscale structure of materials began to
attract much research interest due to their unique capability to
interact with an applied electromagnetic wave in the radio fre-
quency and terahertz regions [5]. This part of the spectrum has
unique properties, such as being non-ionizing and subject to
considerably less Rayleigh scattering [6]. In the last decade, by
exploiting the rapid progress in computational and characterisa-
tion techniques, together with advances in techniques for the
fabrication nanostructures, researchers performed detailed
studies on the light—matter interaction in the visible and near-in-
frared region for nanostructures with dimensions on the order of

(or even smaller than) the wavelength [7].

Metallic nanoparticles have been most heavily studied particles
to bridge the gap between conventional optics and highly inte-
grated nanophotonic components via stimulating the oscillation
of free electrons on the surface, so-called surface plasmons [8].
Stimulated by the flourishing field of plasmonics, many novel
effects have been suggested and even demonstrated, including
super-scattering, clocking, control of the scattering direction,
artificial antiferromagnetism, etc. [9]. Meanwhile, inverse plas-
monics, that is, apertures in metallic films, has also been the

subject of ongoing research [10]. Although many plasmonic ap-
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plications have faced fundamental limitations (due to the ohmic
losses in metals), the knowledge is still valuable for developing

new strategies for light-matter interactions on the nanoscale.

High refractive index dielectric [11] and semiconductor [12]
nanostructures have been recently exploited as an alternative to
plasmonics [13]. Dielectrics and semiconductors benefit from
negligible resistive losses. This advantage allows excitation at
large light intensities for significant concentration of light at the
nanoscale, which is not limited to interfaces. Such nanostruc-
tures have multipolar characteristics of both electric and mag-
netic resonant modes that could aid in the engineering of light
behaviour at the nanoscale. Among various applications of
dielectric nanostructures, metasurfaces, composed of a single or
a few stacked layers of subwavelength nanostructures/particles,
are growing in popularity [14]. This is because metasurfaces
can offer a diverse range of applications, including sensing and
optical tuning, dispersion engineering and polarization manipu-
lation [14].

Recently, it has been demonstrated that light-matter interac-
tions at the nanoscale can even be induced via sub-nanometer
materials [15,16], for example, graphene [17]. The interaction
of graphene with electromagnetic radiation is fascinating due to
the two-dimensional confinement of electrons and the excep-
tional band structure of graphene. Graphene has a simple band
structure with zero band gap, but its optical response is
nontrivial. Subsequently, other two-dimensional (2D) materials,
such as transition-metal dichalcogenides (TMDCs) or hexago-
nal boron nitride (hBN) [10] have also emerged as interesting
platforms for nanophotonics. TMDCs, with their intrinsically
broken inversion symmetry in crystal structure, have shown
many advanced optical properties with potential applications
such as in valleytronics. On the other hand, hBN has promising
hyperbolic properties as well as the ability to host a range of
single photon emitters (SPEs) for quantum photonic applica-
tions.

In summary, the field of photonics is ever growing and the life
of people will be greatly influenced by the developments in this
area. This Thematic Series can guide readers in understanding
the physics of light matter—interaction with various kinds of
nanostructures, including metallic (plasmonic), dielectric and
semiconductor, 2D, as well as hybrid nanostructures [18].
Meanwhile, readers can become more familiar with the cutting

edge advances in this respect.
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In this research, a numerical model is introduced for simulation of laser processing of thin film multilayer structures, to predict the

temperature and ablated area for a set of laser parameters including average power and repetition rate. Different thin-films on Si

substrate were processed by nanosecond Nd:YAG laser pulses and the experimental and numerical results were compared to each

other. The results show that applying a thin film on the surface can completely change the temperature field and vary the shape of

the heat affected zone. The findings of this paper can have many potential applications including patterning the cell growth for bio-

medical applications and controlling the grain size in fabrication of polycrystalline silicon (poly-Si) thin-film transistors (TFTs).

Introduction

Laser processing of thin-film multilayer structures has been
studied since the early 1990s [1]. However, the field has been
largely neglected by researchers and there have been very few
studies in this area [2-4]. On the other hand, it has many inter-
esting applications that can introduce new possibilities to the art
of laser processing. One of the most interesting applications is
the fabrication of polycrystalline silicon (poly-Si) thin-film
transistors (TFTs). In this method, a thin film of amorphous
silicon (a-Si) is deposited on a glass substrate, where it is
processed by a UV laser beam. Since a-Si has a very high

absorption at UV spectrum, it can be recrystallized into poly-Si
by the laser beam without causing any considerable tempera-
ture change in the substrate [5-7]. There are also various laser
doping techniques such as spin coating the Si layer with a phos-
phorus- or boron-containing liquid before laser processing the
surface for n- and p-type TFTs respectively [8]. Another impor-
tant application is mask repairing for MEMS/NEMS device fab-
rication [4]. There are also many potential applications in bio-
medical engineering. It’s been proven that laser processing a

metallic surface can significantly improve the biocompatibility
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in the ablated area and living cells can adhere better to the sur-
face [9-13] whereas, the heat affected zone becomes less
biocompatible and cells will avoid that area [14]. Therefore, the
growing pattern of the cells can be controlled by laser process-
ing of the surface which has many potential applications in bio-
medical engineering. As will be shown in this paper, the shape
and size of these zones can be controlled by applying a thin-
film layer on the surface. Altering the electrical properties of the
surface for biosensor fabrication is one of the applications that
has not been fully explored yet.

Modelling this process can be helpful in many ways. For
instance, controlling the grain size of the resulting poly-Si layer
is vital in the process of fabricating poly-Si TFTs [6,7]. This
can be only obtained by controlling the temperature and
cooling rate of the thin film during laser processing. As the
process occurs over a very short time it’s difficult to measure
the temperature, and a proper thermal model can be the most
useful tool for controlling the temperature. Another possible ap-
plication is finding the best laser parameters and layer thick-
ness for controlling the size of heat affected zone and ablated
zone for patterning the cell, as mentioned in the previous para-
graph.

Despite the necessity for thermal modelling of this process,
there have been very few efforts in this area so far. In previous
works, only simple one-dimensional models were used to calcu-
late the temperature of different thin-film structures without
considering the phase change [4,15].

There are many models for laser processing of bulk materials
[16-21]. There are some analytical solutions to the one- or two-
dimensional heat conduction equation to predict the tempera-
ture. An example can be found in the work of Hendow and
Shakir, who solved the 2D equation to calculate the tempera-
ture field after irradiating the surface with two consecutive
pulses [16]. Another example is the work of Chen et al. who
solved the same equation for repetitive laser pulses [17]. There
are also many numerical models that provide us with much
more information about the process. Weidmann et al. carried
out a numerical analysis by solving the 2D equation. They used
Arhenius equation for estimation of the speed of ablation to
predict the ablated area [18]. Sinha numerically solved the 2D
heat equation assuming phase changes by changing the size of
computational cells during ablation [19]. In some models
plasma shielding was taken into account as an effective factor.
An example can be seen in the work of Marla et al. who solved
the 1D equation for temperature-dependent properties [20].

In this paper, a transient 3D model, which has been previously

proven capable of precisely predicting the temperature and abla-

Beilstein J. Nanotechnol. 2017, 8, 1749-1759.

tion zone for a bulk material [21], has been modified and used
for a thin-film multilayer structure. In this model, the physical
and thermal properties are assumed to be a function of tempera-
ture and space; plasma shielding and phase change are taken
into account. The temperature field and ablated area will be for
Si substrates that are coated with different thin-film layers at
various laser parameters. Finally, a comparison will be made

between the numerical and experimental results.

Results and Discussion

The samples were processed with different laser parameters
(power and frequency) and the hole profiles were captured
using the 3D optical profiler from at least ten different points

for each sample.

Laser processing of Si substrate (bulk

material)

The melting and boiling points of silicon are 1414 °C and
3538 °C respectively and the heats of fusion and vaporization
are 1788 and 13637 kJ/kg [22]. After introducing all the physi-
cal properties and the plasma absorption of the silicon, the nu-
merical analysis was carried out and calculated and measured
profiles were compared to each other.

As can be seen in Table 1, the numerical and experimental
results are in good agreement. The results for varying frequen-
cies at 5 W are presented in Figure 1. The holes on the surface
of the specimen that was processed at 75 kHz and 5 W were
very shallow and it was difficult to capture a precise profile
using the 3D optical profiler. This was mainly due to the noise
captured by the equipment (there were some fluctuations around
0.2-0.3 pum on their surfaces). However, the 2D images of the
sample’s surface verify the formation of these shallow holes on
the surface. This is in agreement with the calculated depth
(0.4 pm).

Table 1: Measured and calculated data for the ablation cross-section
for uncoated Si samples.

Power Frequency Averaged Calculated Accuracy

(W) (kHz) measured depth (um) (%)
depth (um)

5 25 1.6 1.8 87.5

5 50 1.4 1.5 92.9

5 75 - 0.4 -

10 50 22 2.1 95.6

15 50 1.9 1.9 100

Figure 2 shows the profiles for varying laser power at the repe-
tition rate of 50 kHz. The hole profiles were successfully calcu-

lated and are in accordance with experimental results.
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Figure 1: 2D profiles of uncoated Si samples processed at 5 W. Results obtained from measurements when using (a) 25 kHz and (b) 50 kHz are
compared to the ones calculated through the numerical model at (c) 25 kHz, (d) 50 kHz and (e) 75 kHz.
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Figure 2: 2D profiles of uncoated Si samples processed at 50 kHz. Results obtained from measurements when using (a) 5W, (b) 10 W and (c) 15 W

are compared to the ones calculated through the numerical model at (d) 5 W, (e) 10 W and (f) 15 W.

The diameters of the holes at low frequencies and high powers
are slightly larger in the experimental results. The laser-driven
shock wave and the flow of the molten silicon, which were not
considered in the model, can explain the smaller calculated hole

diameter.

Figure 3 shows the temperature contour at the end of the pulse
on the surface and cross-section of the silicon sheet for a repeti-
tion rate of 50 kHz and a power of 5 W. The melting point is
highlighted and shows a molten zone formed around the ablated
area. The pressure difference caused by the shock wave can
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push away the molten material and make both molten and
ablated zones slightly larger. At low frequencies and high
powers, the peak power of the laser pulses would be larger,
which results in a stronger shock wave. The fluid dynamics of
the molten material is not in the scope of this paper and was not
considered in the model.

Laser processing of Al-Si thin-film substrate

The melting and boiling points of aluminum are 660 °C and
2470 °C respectively and aluminum has a latent heat of fusion
of 397 kJ/kg and a latent heat of vaporization of 10,800 kJ/kg

[22]. The measured and calculated ablation depths are presented
in Table 2. The surface profiles at different frequencies and 5 W
are shown in Figure 4. By applying a thin aluminum film to the
surface, the ablation depth was significantly increased at 75 kHz
compared to bare silicon samples. This can be explained by the
smaller latent heat of vaporization and lower boiling tempera-
ture of aluminum, which means more material can be ablated
using the same amount of energy. This can be further verified
by the deeper holes at 25 and 50 kHz. The other reason is the
lower plasma absorption of aluminum compared to silicon
based on the calculated plasma absorption functions. Since the
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Figure 4: 2D profiles of Al coated Si samples processed at 5 W. Results obtained from measurements when using (a) 25 kHz, (b) 50 kHz and
(c) 75 kHz are compared to the ones calculated through the numerical model at (d) 25 kHz, (e) 50 kHz and (f) 75 kHz.

Table 2: Measured and calculated data for the ablation cross-section
for Al coated Si.

Power Frequency Averaged Calculated Accuracy
(W) (kHz) measured  depth (um) (%)
depth (um)

5 25 2.1 2 95.2

5 50 2 2 100

5 75 1.5 1.6 93.3

10 50 2.4 2.5 95.8

15 50 3.7 4.1 89.2

single pulses are studied here, the processing time is extremely
short and the material plume mainly contains the particles of the
material of the thin film, which results in completely different
plasma absorption functions for the three samples. Similar
conclusions can be made from Figure 5 for various powers,
and the holes are generally deeper in the aluminum coated
samples. Furthermore, the predicted hole diameters are
smaller than the actual values at low frequencies and high
powers. This is because the stronger shock waves push the
molten material away to the edges, which is not considered in
the model.

At the interface of the two layers (1 um away from the surface),
the diameter of the hole can be seen suddenly decreasing in the
silicon layer. This diameter change was apparent in the numeri-
cal results; however, it is not as obvious as in the experimental

data. This can be explained by the results shown in Figure 3,

which shows the maximum temperature at the end of the pulse
on the surface and at the cross-section of the sample at 50 kHz
and 5 W. In these contours, the melting points of aluminum and
silicon are highlighted (660 and 1414 °C). It can be clearly seen
that the molten zone in aluminum is slightly larger than silicon.
Consequently, the molten aluminum is pushed away to the
edges by the laser-driven shock wave. As mentioned in the
previous section, the shock wave and fluid dynamics of the
molten material are neglected in this model, which makes the
predicted diameter reduction smaller compared to the actual

profile at high pulse energies.

Laser processing of Au-Si thin-film structure

The variations of specific heat of gold with temperature are
unknown. Consequently, ¢, was kept constant at 129 J/kgK in
the model. The melting point, boiling point, latent heat of
fusion, and latent heat of vaporization are 1064 °C, 2970 °C,
64 kJ/kg and 1,736 kl/kg respectively [22]. The calculated and
measured hole profiles are shown in Figure 6 and Figure 7 and
measured and calculated depths are shown in Table 3. It is
evident that the holes became slightly deeper at high powers
compared to bare silicon samples. This can be explained by the
reasons stated in the previous section. Based on the calculated
plasma absorption functions, the absorption is lower for gold-
coated samples, and again, the shock wave pushed away the
molten material (Figure 3), resulting in deeper and wider holes.
However, the molten zone is very small for gold coated sam-
ples, which means the deeper holes created on the gold coated

surface are mainly caused by the lower plasma absorption.
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are compared to the ones calculated through the numerical model at (d) 5 W, (e) 10 W and (f) 15 W.
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The results presented in this paper can be manipulated for cell
patterning applications. Figure 3 depicts that, the size and shape
of the heat affected zone and ablated area can be significantly
altered by applying a thin film on the surface. As mentioned

earlier these are the areas that become less and more biocompat-
ible respectively. As a result, controlling the size of these areas
makes the concept of patterning the cell growth by laser pro-

cessing even more attractive.
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Table 3: Measured and calculated data for the ablation cross-section
for Au coated Si.

Power Frequency Averaged Calculated Accuracy
(W) (kHz) measured depth (um) (%)
depth (um)
5 25 2.1 2.1 100
5 50 2.2 23 95.5
5 75 1.8 1.7 94.4
10 50 2.1 2.2 95.2
15 50 3.6 3.9 91.7
Conclusion

The model introduced in this paper is able to precisely predict
the ablation depth and temperature field of the thin-film coated
samples processed by a single nanosecond pulse. Silicon sub-
strates coated with gold and aluminium thin films and pure
silicon sheets were treated by single nanosecond laser pulses
and experimental and numerical results were compared. This
model can be extremely helpful in the fabrication of poly-Si
TFTs by predicting the temperature and cooling rate during the
laser processing step for controlling the grain size. Moreover, it
was proved that, by applying a thin film of different materials
with different thicknesses on the surface the shape and size of
the heat affected zone can be controlled. The model can be
further modified in future studies for laser processing of thin
film coated materials along a linear pattern by introducing the

scanning speed and movement of the laser beam.

Experimental Setup

Materials

In this paper, three different samples (wafer by University
Wafer, Inc.) were processed by the laser beam at different
powers and repetition rates:

1. Single crystalline silicon wafer <100>

2. c-silicon wafer <100> coated by an aluminum layer with
the thickness of 1 pm.

3. c-silicon wafer <100> coated by a very thin gold layer
with a thickness around 100 nm.

The thin films were deposited on the surface of the samples
using physical vapor deposition technique and the samples were
purchased with thin-film coating and were directly used for
laser processing.

Laser processing of thin-film structures

All the specimens were processed by an neodymium-doped
yttrium aluminum garnet (Nd:YAG) nanosecond laser system
(Bright Solutions SOL-20). Frequency and power can be
directly controlled by changing the level of emission, whereas
the pattern, line distance, and scanning speed are controlled
using the EZCAD® software. The wavelength of the laser beam
was 1064 nm and the pulse duration was extracted from perfor-
mance curves provided by the manufacturer. An iris diaphragm
reduced the diameter of the output beam from 9 mm to 8§ mm.

The beam then went to the galvo scanner (JD2204 by Sino-
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Galvo), which has an input aperture of 10 mm and beam dis-
placement of 13.4 mm. The scan lens of the galvo scanner
focused the beam on the surface of the samples. The theoretical
focused beam spot diameter was calculated to be around 20 pm
and a Gaussian profile was assumed for the laser beam.

All the numerical analysis and experiments in this paper were
carried out on single pulses. The laser pulses cannot be easily
isolated due to limitations of the equipment. To isolate the
single pulses, the scanning speed was set at its maximum value
(around 1000 mm/s) and if the repetition rate was relatively
low, the distance between the locations of two neighboring
pulses on the surface would be long enough to remove the
effect of the neighboring pulses. Therefore, a dotted pattern
appears on the surface and each dot corresponds to a single
pulse on the surface (Figure 8).

Three-dimensional (3D) optical profiler

A Zeta-20 Optical Profiler (Zeta Instruments) was used to
obtain surface profiles of the samples for quantitative
topography measurements. This optical profiler can capture 2D
and 3D images of a surface, which allows us to see the profile
of the holes generated by the laser beam on the surface of the
samples.

Numerical model

Heat transfer model

Since nanosecond pulses (where the pulse duration is in the
nanosecond range) are studied in this paper, the whole process
is in the hot-ablation domain. Therefore, the process can be
modelled using regular laws of heat transfer and thermody-
namics. A 3D transient model that was previously proven
to be accurate for laser processing of the bulk materials [21]
was customized for a multilayer structure and used in this

paper.

In this model, the 3D heat conduction equation (Equation 1) is
solved for a cubic domain considering varying thermal proper-
ties that are a function of temperature. This domain is dis-

(a)
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cretized into interactive cubic cells, which can become smaller
or be taken out of the system during the ablation process.
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This equation was discretized and solved using the
Douglas—Gunn method [23], where each time step is broken
into three sub-steps, and at each sub-step, tridiagonal systems
are solved implicitly in one of the spatial directions. By intro-
ducing &% operator and « for each spatial direction (Equation 5
and Equation 6), the difference equations for each sub-step can
be written as follows (Equation 2 to Equation 4):
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Figure 8: (a) Isolated pulse on the surface of silicon, (b) Isolated pulse on the surface of silicon coated by aluminum thin film, (c) Isolated pulse on the

surface of silicon coated by gold thin film.
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Convection, radiation and laser irradiation are the boundary
conditions at the surface. The laser beam has a Gaussian profile.
On the back side, insulation boundary conditions are assumed.
Convection and radiation are the boundary conditions of the
other sides.

The flowchart of the computational code is shown in Figure 9.
As can be seen, after calculating the temperature at the first two
sub-steps, the temperature is calculated at the last sub-step.
Whenever the calculated temperature passes the melting point
or boiling point, the phase change algorithms are called and the
last sub-step is repeated until convergence.

Phase change and ablation algorithms

Phase change and ablation algorithms were only applied in the
last sub-step and at all the points where 7713 or 77123 were
higher than the boiling point, they were reduced to the boiling

temperature.

In the evaporation algorithm, the ablative energy (Equation 7)
was calculated whenever the temperature of one or more cells
was higher than the boiling temperature. In this equation, N is
the number of cells with a temperature higher than boiling
point.
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Figure 9: The computational flowchart at each time step.
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If the ablative energy was enough to evaporate the top cell on
the surface, then the cell was removed and its boundary condi-
tions were transferred to the new top cell. Boundary conditions
were updated for all the neighbouring cells and the laser energy
was reduced by pAzL,/At. Otherwise, if the energy was not
enough, the cell became smaller (Az was reduced by Ablative
energy x At/(pLy)) and the laser energy was decreased by the
ablative energy. The last sub-step was repeated until conver-
gence (Ablative energy = 0). Figure 10 shows the phase change
flowchart for evaporation. Similar algorithms are considered for
melting and solidification. As depicted in Figure 10, if the
calculated temperature is above the boiling point, it will be de-
termined if the whole cell should be removed or only its size
must be reduced based on the described method. Then, the tem-
perature is recalculated and this process is repeated until all the
temperatures are below the boiling point.

Plasma shielding and power loss

A plasma absorption coefficient was introduced for the plasma
shielding effect (Equation 8) [21].
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Qplasma = Fmax (1 - exp(—cw)) ()]

Opmax 18 the maximum absorption that corresponds to the highest
possible pulse power. v is non-dimensionalized pulse power,
which is defined as the ratio of the pulse peak power to the
highest possible peak power that can be generated by the
laser beam. o, and ¢ are calculated from the experimental
results.

Nomenclature

Table 4: Mathematical nomenclature.

p density (kg/m?3)

Cp specific heat (J/kgK)

T temperature (K)

t time (s)

k thermal conductivity (W/mK)

h convective heat transfer coefficient (W/m?2K)
o Stefan—Boltzmann constant (W/m2K#)
€ emissivity

a absorption

At time step (s)

L¢ latent heat of fusion (J/kg)

L, latent heat of vaporization (J/kg)

A optical thickness

Oplasma plasma absorption

hablation ablation depth (m)

E, energy absorbed by plasma (J)

Omax maximum plasma absorption

Y non-dimensionalized pulse power
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We propose and design photonic crystal cavities (PCCs) in hexagonal boron nitride (hBN) for diverse photonic and quantum appli-

cations. Two dimensional (2D) hBN flakes contain quantum emitters which are ultra-bright and photostable at room temperature.

To achieve optimal coupling of these emitters to optical resonators, fabrication of cavities from hBN is therefore required to maxi-

mize the overlap between cavity optical modes and the emitters. Here, we design 2D and 1D PCCs using anisotropic indices of

hBN. The influence of underlying substrates and material absorption are investigated, and spontaneous emission rate enhancements

are calculated. Our results are promising for future quantum photonic experiments with hBN.

Introduction

Hexagonal boron nitride (hBN) has recently emerged as an
interesting platform for nanophotonics. This is mainly due to its
promising hyperbolic properties [1,2] as well as the ability to
host a range of single photon emitters (SPEs) that are of great
interest for a myriad of nanophotonics and quantum photonic
applications [3-10]. However, to further study light matter inter-
actions based on the hBN SPEs, and to realize integrated
nanophotonics systems, coupling of the emitters to optical cavi-
ties is essential [11-15].

Typically, SPEs can be coupled to optical cavities using two

general approaches. The cavity is either made from the material

that hosts the emitter (monolithic approach), or the emitter is
coupled to a cavity made from a foreign material — also known
as a hybrid approach [16]. The former process is preferred when
attempting to maximize the field overlap between the emitters
and the cavity modes, and is often employed when using mate-
rials that are amenable to scalable nanofabrication protocols,
such as gallium arsenide or silicon [17,18], and more recently
diamond and silicon carbide [19,20]. The hybrid approach is
easier from the fabrication point of view but is inherently
limited by the fact that the electric field maxima of optical
modes are situated within the cavities, and optimal coupling

therefore remains a challenge.
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The optical properties of hBN make it an attractive candidate
for a monolithic cavity system. In particular, hBN has a wide
bandgap of =6 eV which makes it transparent in the visible
spectral range that contains the zero phonon lines (ZPLs) of a
range of ultra-bright emitters [21]. Furthermore, hBN has prop-
erties which are desirable for micro-resonators such as a high
chemical stability and an excellent thermal conductivity
[22,23].

In this work, we propose to use hBN for the fabrication of
photonic crystal cavities (PCCs). We design two dimensional
(2D) PCCs and show that they have high quality-factor
(Q-factor) resonances in the visible spectral range, which
overlap with the ZPLs of SPEs in hBN [24]. We further opti-
mize the structures and model 1D nanobeam photonic crystals
that exhibit a Q-factor in excess of =~20,000. In the light of
recent progress in direct-write etching of hBN [25], our results
are promising for realization of high Q cavities and monolithic
coupled systems made from this material.

Results and Discussion
We begin with a 2D photonic crystal that contains a line defect
cavity. The L3 cavity has been widely investigated because it
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1705

600 T———————1—————— €

(d) -614.65

5004 <

(@)]

C

5 4001 -614.4%

© >

<8 300- g
@] P

L 614.2°C

200+ <

[}

100+ 3

614.00C

6 8 10 12 14 16 18
Number of photonic crystal layers, H

Beilstein J. Nanotechnol. 2018, 9, 102—108.

was the first to exceed an experimental Q-factor of 10,000
[26,27]. In this study, we used a commercial finite-difference
time-domain (FDTD) software package (Lumerical Inc.). The
3D FDTD simulation domain for 2D (1D) photonic crystal was
7pumx 7 pm x 1.2 pm (11 pm x 2 pm x 2 pm) which is discre-
tised using uniform spatial and temporal grids of 15 nm and
0.03 fs. Birefringence of hBN is accounted for in our study by
including both ordinary (nx = ny = 1.72) and extraordinary
(n = 1.84) indices in the 3D FDTD method models. Figure 1a
shows the shape and the size of typical hBN flakes prepared by
scotch-tape exfoliation [9]. The lateral flake size varies from a
few micrometers to few tens of micrometers while thickness
varies from few tens of nanometers to a few micrometers,
which is sufficient for the fabrication of practical photonic
crystal cavities. The parameters used to define an L3 cavity are
shown in Figure 1b. The cavity consists of a free-standing slab
with a triangular photonic lattice with periodicity ‘a’. The air
hole radius in the mirror region and the radius of two side air
holes are fixed at 0.33a and 0.224, respectively. By tuning the
periodicity ‘a’, one can tune the resonant wavelength whilst
preserving the Q-factor. In this study, we used ¢ =270 nm and
¢t =280 nm to place the fundamental mode within the typical
emission range of SPEs in hBN (550—700 nm). Two air holes at

: : ' . . . £
(e) 750 =
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Figure 1: (a) Optical image of exfoliated hBN flakes. (b) Schematic of a 2D photonic crystal with an L3 cavity. The geometric parameters are the
following: the period ‘a’, the radius of air holes ‘7, the radius of two side air holes ‘riy’, the shift distance of the side air holes ‘d’, the thickness of the
hBN slab ‘t and the number of photonic crystal layers ‘H'. (c) Three-dimensional FDTD simulation of the electric field intensity profile of the funda-
mental mode of the L3 cavity. Q-factor and the resonant wavelength calculated as a function of (d) the number of photonic crystal layers ‘H’, and

(e) the shift distance of the two side air holes ‘d’.
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the side of the cavity (yellow circles in Figure 1b) are de-
creased in size to reduce radiation losses [28]. For the purpose
of design simplicity, we adopt tuning of the side air holes as the
only means used to increase the O-factor. Lastly, the number of
photonic crystal layers comprising the cavity is denoted by ‘H’
which act as a photonic mirror and the thickness of the hBN
slab by ‘#’. The electric field intensity pattern of the L3 cavity
calculated using 3D FDTD simulation is shown in Figure 1c.
This is the lowest energy mode in the L3 cavity which is the
most widely studied of high-Q 2D photonic cavities.

To optimize the design, we start by increasing the number of
photonic crystal layers H, in order to increase the photonic mir-
ror strength and to reduce the in-plane loss of the cavity. As
shown in Figure 1d, the Q-factor of the mode starts to saturate
at H = 12 because the Q-factor is limited not only by the
in-plane component, but also by radiation loss. Considering
both the Q-factor and scaling of the simulation time with
domain size, we fixed H at 12 for subsequent modelling.
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Radiation losses can be reduced by optimizing the side air hole
positions, as is shown in Figure 1e, which reveals that the cavity
QO-factor is greatest at a shift distance of 60 nm. Note that the
mode resonance red shifts with increasing side hole separation
due to an effective increase in cavity length.

Photonic crystal cavities with line defects can be described as
Fabry—Pérot resonators [29]. Hence, the Q-factor can be en-
hanced by increasing the cavity length as for a Fabry—Pérot
resonator [30], which can be tuned by varying number of
missing air holes. Figure 2a shows the O-factors of L3, L7, and
L11 cavities with a slab thickness of 280 nm. The electric field
intensity profiles of L7 and L11 are also shown in the figure
(and that of the L3 cavity is shown in Figure 1c). The Q-factor
of the fundamental mode increases with effective cavity length.
For the L11 cavity, we additionally calculated the effect of the
thickness of the 2D photonic crystal slab as is shown in
Figure 2b. The simulated slab thickness is varied up to 300 nm
since that is a realistic thickness of typical hBN flakes prepared

, T . —632
3000- =
(c) 1 630 E
25004 <
1 628 &
5 2000+ A )
B ] < ()
& 626 &
81500- g
10004 624 E
1 (@]
500+ r622 8
] o

' r . 21620

1.0 11 1.2 1.3

Refractive index

Figure 2: (a) Q-factors of various 2D photonic crystal cavities with an increasing number of linear defects, and the electric field intensity profiles of L7
and L11 cavities. Q-factor and resonant wavelength plotted as a function of (b) the slab thickness and (c) the refractive index of an underlying sub-

strate.
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by the scotch tape exfoliation method. Thicker slabs exhibit

stronger light confinement, which results in higher Q-factors.

We also modelled the effect of the refractive index of an under-
lying substrate, as is shown in Figure 2c. Because the refractive
index of hBN is relatively low compared to that of typical semi-
conductors, the increase in substrate index greatly degrades the
QO-factor of the L11 cavity (and a similar effect is expected for
the other cavities as well). This is, however, not a significant
problem as the transfer of hBN flakes onto holey substrates is a
straightforward process. Furthermore, use of aerogel material
that is currently commercially available is another option to
achieve low index substrates. We note that the overall O-factor
is lower than in typical semiconductor 2D photonic crystals due

to the relatively low refractive index of hBN.

Next we investigate one dimensional nanobeam photonic
crystal structures. 1D PCCs are advantageous in that they can
easily have full photonic bandgap between the first and the
second lowest photonic energy bands even when the effective

index contrast is low [31]. The combination of a high Q-factor
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and a low refractive index enables a broad range of applica-
tions such as flexible photonic crystal devices and high figure of
merit sensors [32]. Figure 3a shows the electric field intensity
profile of the fundamental mode. The cavity is designed by
modulating the periodicity whilst fixing the air hole radius [33].
The structure consists of a total of 31 air holes, 15 of which are
modulated to create a cavity in the center, and the remaining 8
on each end act as photonic mirrors. In Figure 3b, we set the
periodicity in the mirror region to 260 nm while the air hole
radius and the nanobeam width are fixed at 70 nm and 300 nm,
respectively. By increasing the thickness of the slab from
200 nm to 300 nm, the O-factor increases, as is seen in
Figure 3b, and Q-factors in excess of 20,000 can be realized.
These values are achieved even without optimization of the
remaining structural parameters, and are over an order of mag-
nitude greater than the maximum Q-factor of a low-index
2D cavity. Next, we fix the thickness at 280 nm and tune the
structural parameters to further increase the Q-factor of the
mode. Figure 3¢ shows the O-factor plotted as a function of the
nanobeam width ‘w’, showing that the O-factor has a maximum
at a width of 320 nm [34]. Introducing a substrate to the
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Figure 3: (a) Calculated electric field intensity distribution for a 1D photonic crystal cavity. 3D FDTD simulation of Q-factor versus (b) slab thickness,
(c) nanobeam width ‘w’, and (d) refractive index of the substrate, respectively.
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nanobeam degrades the O-factor as is shown in Figure 3d. A
free-standing structure is preferred, as in the case of the

2D photonic crystals presented earlier.

We also consider the absorption losses in the cavity. Figure 4a
shows the effect of the absorption by the cavity material. Many
FDTD modelling studies of semiconductor photonic crystals
include only the real part of the complex refractive index as a
structural input which assumes that the material is transparent in
the simulated wavelength regime. However, in the case of prac-
tical situations in which the cavity material exhibits finite
absorption, the imaginary part should also be accounted for.
The Q-factor of the fundamental mode in a free-standing
nanobeam with a beam-width (w) of 320 nm and a slab thick-
ness () of 280 nm is calculated as a function of the imaginary
refractive index. An increase in imaginary refractive index (i.e.,
an increase in material absorption) causes the Q-factor to de-
crease significantly. Note that realistic Q-factor is determined
by 1/0=1/Qigeal T 1/Qaps (Qideal: O-factor with lossless materi-
al, Oaps: O-factor with absorption losses) [35], which indicates
the material loss restricts the maximum Q-factor that can ob-
tained through experiment. Therefore, including imaginary
refractive index for Q-factor calculation provides practical
QO-factors.

Finally, we discuss the expected Purcell enhancement due to
coupling of emitters to cavity modes. Figure 4b shows the spon-
taneous emission rate (ysp) of a quantum emitter in the
nanobeam cavity relative to an emitter in free space (yosp). The
Purcell enhancement (ysp/yosp) was found at any given spatial
position by calculating the radiated power enhancement of the
quantum emitter relative to that in free space. Because the
fundamental mode of the nanobeam has a maximum in the high
index region, the Q-factor is calculated across the dashed line
(y-axis) shown in the inset (i.e., along the width of the
1D PCC). The dipole emitter in the simulation is y-polarized to
match the polarization of the optical mode. The Purcell en-
hancement has a maximum in the center of the nanobeam where
the electric field intensity is the greatest. The expected Purcell
enhancement is greater than 100 over a range of more than
200 nm along the y-axis, as is seen in Figure 4b, which relaxes
the experimental conditions to precisely position the SPE in the
cavity. For a realistic case, with a SPE that exhibits a ZPL at
670 nm that is on resonance with the cavity mode, even moder-
ate O values of 20,000 (=20 GHz linewidth), will yield a Purcell
enhancement of =530. To realize the high Purcell enhancement
experimentally, techniques for precise positioning of SPEs to
the maximum intensity of the cavity mode are required. Two
different approaches can suggest solutions to this problem. The
first is to find pre-existing single emitters and post-fabricate

optical cavities around them. The other approach is to determin-
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Figure 4: (a) Q-factor of the fundamental mode in a 1D photonic
crystal cavity versus the imaginary refractive index coefficient of the
material. (b) Spontaneous emission rate enhancement of a dipole
emitter plotted as a function of distance across the 1D photonic crystal
nanobeam cavity.

istically create emitters in desired locations. Recent studies of
hBN single emitters show promising results for both ap-
proaches [36,37].

Conclusion

In summary, we described and optimized a number of 2D and
1D PCC designs in free-standing and supported hBN layers.
Linear defect cavities were studied as representatives of
2D photonic crystals. Period modulation of a 1D nanobeam was
used to achieve a theoretical QO-factor in excess of 20,000
simply by modulating the beam width of the structure. The
effect of the imaginary refractive index on the QO-factor of a
nanobeam was simulated, as was the Purcell factor, showing a
strong interaction between a dipole emitter and the optical
mode. The designs and analyses of the hBN photonic cavities

presented in this work will pave a way to a broad range of ap-
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plications enabled by integrated photonic circuits based on
2D materials.
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Novel types of optical hybrid metasurfaces consist of metallic and dielectric elements are designed and proposed for controlling the

interference between magnetic and electric modes of the system, in a reversible manner. By employing the thermo-optical effect of

silicon and gold nanoantennas we demonstrate an active control on the excitation and interference between electric and magnetic

modes, and subsequently, the Kerker condition, as a directive radiation pattern with zero backscattering, via temperature control as

a versatile tool. This control allows precise tuning optical properties of the system and stimulating switchable sharp spectral Fano-

like resonance. Furthermore, it is shown that by adjusting the intermediate distance between metallic and dielectric elements, oppo-

site scattering directionalities are achievable in an arbitrary wavelength. Interestingly, this effect is shown to have a direct influence

on nonlinear properties, too, where 10-fold enhancement in the intensity of third harmonic light can be obtained for this system, via

heating. This hybrid metasurface can find a wide range of applications in slow light, nonlinear optics and bio-chemical sensing.

Introduction

Metasurfaces are thin and flat surfaces that are created using
subwavelength optical antennas with various optical properties
patterned at interfaces [1,2], enabling control over the polariza-

tion, phase, amplitude, and dispersion of light. Metasurfaces are

growing in popularity as their optical properties can be adapted
to a diverse set of applications along the electromagnetic spec-
trum [3] including dispersion engineering [4], polarization

manipulation [5,6], pulse shaping [7], sensing [8,9] and tuning

460


https://www.beilstein-journals.org/bjnano/about/openAccess.htm
mailto:mohsen.rahmani@anu.edu.au
https://doi.org/10.3762%2Fbjnano.9.44

[10]. The first generation of metasurfaces mostly consisted of
plasmonic nanostructures [11-13], which utilize the interaction
between light and metallic nanoparticles to generate surface
plasmon resonances, inducing a strong electromagnetic field on
the metallic surface. They benefit from a large tunability and
capability to significantly enhance the near-field intensity, and
have remarkable advantages in controlling optical responses
[14-18].

All-dielectric, high refractive index metasurfaces are the second
generation of metasurfaces [19]. Besides their CMOS compati-
bility and low optical losses compared with plasmonic metasur-
faces, all-dielectric metasurfaces offer ability to efficiently
manipulate light at the nanoscale based on the simultaneous
control of electric and magnetic Mie resonances [19]. Subse-
quently, the capability to control electric and magnetic reso-
nances, offers a unique platform to engineer and tune the direc-
tionality of light emission [20,21]. Kerker et al. demonstrated
that light scattering can be completely suppressed in certain
directions from a subwavelength scatterer when the electric and
magnetic responses are of the same order (¢ = p) [22]. This
causes destructive interference in the backward propagation
direction and is known as the first Kerker condition. Within
dielectric metasurfaces, it has been shown that an overlap of the
electric and magnetic dipole resonances can generate a relative-
ly broad spectral band Kerker condition [20,23,24].

In order to achieve high-performance compact optical devices
with novel functionalities for applications in modern nanopho-
tonics, tunability of metasurfaces is required, which has become
a rapidly growing area of research. These tuning capabilities
have been introduced via various techniques, such as phase-
change media based antennas [25-27], the use of liquid crystals
[28-30], doping [31,32], stretchable substrates [33,34], and elec-
tromechanical tuning of the resonator dimension [35], etc.
Many of these techniques introduce permanent alterations to the
system or the environment, which makes them irreversible, an
undesirable characteristic. This allows for an active metasur-

face tuning mechanism that is reversible and reconfigurable.

Recently, a new technique for reversible tuning of metasurfaces
has been proposed, which is based on the thermo-optical coeffi-
cient of materials [36,37]. This technique seems quite promis-
ing as it varies the temperature of the structure in an easy and
reversible way. The large thermo-optical coefficient of
dielectrics allows for active control of the devices optical prop-
erties by heating. This tunability can be done in a reversible and
dynamic way using a parameter that is controlled externally.
This tunable device then allows for flat optical components that
are adjustable, like beam shapers and lenses [29]. Importantly,
thermal tuning is only applicable to dielectric metasurfaces, as
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the low thermo-optical coefficient of most of noble metals, such
as gold [38], makes plasmonic metasurfaces insensitive to vari-

ation in temperature.

Hybrid metal—dielectric nanostructures allow for combining the
thermo-optical properties of both plasmonic and all-dielectric
nanoantennas, simultaneously. Here, by taking advantage of dif-
ferent thermo-optical properties of metallic and dielectric meta-
surfaces, we propose a novel hybrid metasurface that provides a
unique platform to tune the excitation of electric and magnetic
modes and their interference in parallel. This leads to a unique
capability to tune the Kerker condition in the near-IR, i.e.,
Kerker interference can be turned on and off in a completely re-
versible way. It is worth noting that this capability is not achiev-
able with either dielectric or metallic metasurfaces alone,
because electric resonance of metallic metasurfaces are essen-
tially insensitive to heating, and magnetic and electric reso-
nances of dielectric metasurface shift together during heating,
with negligible change in the interference regime.

Results and Discussion

Our proposed technique to dynamically control the interference
of the magnetic and electric resonances provides higher flexi-
bility in tailoring the scattering of light in nanostructures. By
employing an additional degree of freedom; coupling between
plasmonic and dielectric resonances, we are able to engineer the
excitation of the resonant responses over the whole system. Our
well-designed hybrid metasurface (see Figure 1) can stimulate
or avoid the Kerker condition, on demand. This unique capa-
bility can help to realize directional emission from metallic and
dielectric nanoantennas. Our design consists of a periodic lattice
of silicon cylinders with rectangular gold bars stacked above
them, separated by a thin film of SiO,. This metasurface is de-
signed to stimulate a sharp interference between silicon and

Figure 1: Diagram of the metasurface. The geometrical parameters
are Ly = 100 nm, Ly =600 nm, L, =200 nm, t =200 nm, d =400 nm,
h =400 nm, g =60 nm, pq =850 nm, pp =850 nm.
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gold lattice resonance around a wavelength of 1235 nm (see
Figure 2a). It is an arbitrary wavelength, which can be chosen
by a proper design. The reasoning for the NIR range is to avoid
absorption in the silicon. The reason behind choosing gold
nanobars, rather than simple gold discs, is the following: the
system relies on the lattice separation of silicon discs, using
gold discs provides limited options for designs as the only
degrees of freedom are the diameter and height of the discs.
However, employing bars can address this issue by providing
one more degree of freedom using the height, width and length
of the bars.

The thermal dependence of the energy gap with temperature for

silicon can be described by the following relation [39]:
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where Eg(0) = 1.1557 eV is the energy gap at zero temperature,
and o = 7.021 x 107 ¢V/K and p = 1108 K are parameters
fitted from experimental data in [39]. The relation between the
variation of refractive index change and the temperature for
silicon is given by Tripathy as [40]

n=ng (1 + oce_BZEg) , )

where ng = 1.73, a = 1.9017, and p = 0.539 (eV) L. Figure 2a
shows the corresponding thermal dependence of variation of the
energy gap and refractive index with temperature in silicon, re-
spectively, [37]. Subsequently, we employ the thermal depen-
dence of silicon to further explore the thermal tunability of the

designed hybrid metal-dielectric nanostructures.

Figure 2b demonstrates the transmission characteristics of each
element in the hybrid metasurface, including silicon disk lattice,

1 :
% (p) —Sionly

—One Au bar

80 ---Two Au bar

60

40

~

0 N ) ~ -
1000 1200 1400 1600 1800
Wavelength (nm)

100
(d) —20°C
30 —300 °C
§
B
Z 40
E
F
20
0
1150 1200 1250 1300 1350
Wavelength (nm)

Figure 2: (a) Bandgap energy (blue curve) and variation of refractive index (dark curve) versus temperature change for bulk silicon [40]. (b) Transmis-
sion of silicon only (black), one gold bar (red), and two gold bars (blue) in the wavelength range 1000 to 1800 nm at room temperature. (c) The trans-
mission of the silicon with one gold bar at room temperature (20 °C) and 300 °C, respectively. (d) The transmission of the silicon with two gold bars at

room temperature (20 °C) and 300 °C, respectively.
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one-gold-bar lattice, and two-gold-bar lattice, respectively. The
polarization of the incident beam is along y direction (along
the gold bar lengths). A grating resonance in the spectrum
occurs around 1235 nm at the grating diffraction edge
(A=n xD=1.45x 850 nm=1232.5 nm) due to the construc-
tive diffractive feedback among neighbouring antennas. There-
fore, as can be seen, all these components, separately, exhibit a
sharp resonance at the target wavelength.

Figure 2c and 2d show the transmission spectra of the hybrid
metasurfaces with one gold bar and two gold bars, respectively.
As it has been recently demonstrated, heating the system causes
a variation in the refractive index of silicon nanostructures
which further leads to a systematic shift in the resonances of the
system [37]. However, in our design, due to the employment of
the thermo-optical properties of both silicon and gold simulta-
neously, the hybrid metasurface shows a remarkable variation
in optical scattering properties. Figure 2¢ shows a small Fano-
like resonance which can be switched on and off near the wave-
length 1235 nm, via heating. Interestingly, such effect can be
enhanced significantly when adding a second gold bar on the
top of each silicon element (see Figure 2d). As a result, around
70% tunability of transmission can be achieved in this wave-
length via heating process.

In order to get a physical insight in this phenomenon, we have

studied the mode decomposition of the hybrid system consisting
of a pair of Au bars [41-43]. As can be seen in Figure 3a, before
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heating, in the wavelength range between 1150 and 1350 nm,
the total scattering (Q) is determined mainly by the resonant ex-
citations from magnetic dipole (MD) and magnetic quadrupole
(MQ), and a small portion of excitation from electric quadru-
pole (EQ) and electric dipole (ED). These optically induced
responses in the metasurface can be reflected from the transmis-
sion spectra shown in Figure 2c, where the transmission is

suppressed in this range (black curve).

After heating, the scattering properties can be tuned drastically
and a significant Fano-like resonance appears. The correspond-
ing multipoles excitation after heating (at 300 °C) is shown in
Figure 3b. As can be seen, rather than shifting the resonances in
silicon metasurfaces as demonstrated recently [37], our hybrid
design allows significant changes in the resonant excitation
magnitude due to the variation of the magnetic—electric cou-
pling during heating. All modes experience a drastic change
around 1235 nm, where a clear interference between electric
and magnetic modes (EQ, MQ, and ED, MD) takes place. Inter-
estingly, after heating, around 1235 nm, EQ and MQ experi-
ence a comparable magnitude that enables Kerker scattering
condition and suppress the backward scattering of light. This
produces the Fano-like shape in the transmission spectrum (see
Figure 2c,d).

By considering the response of a single unit cell, based on the

excitation of the electric and magnetic multipole moments

inside it, we further visualize the associated far field pattern
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Figure 3: Scattering cross section (a) before and (b) after heating, including zoomed in on Kerker condition in the heated scattering cross section

sample. Far-field radiation pattern (c) before and (d) after heating.
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from such a single element. Taking the working wavelength
being 1235 nm, as an example, Figure 3¢ and Figure 3d show
the results before and after heating, respectively. Before
heating, the forward and backward scattering are almost the
same, which corresponds to a low transmission from the meta-
surface based on the scattering properties of resonant nanoparti-
cles and metasurfaces [44,45]. However, after heating the sam-
ple to 300 °C, most of the scattered field is in the forward direc-
tion, and the backward scattering is suppressed. High scattering
directionality is achieved based on the Kerker scattering condi-
tion. Similar to Huygens’ metasurfaces [23], a high transmis-
sion can be observed in the spectra of the hybrid metasurface
(see Figure 2c¢).

Interestingly, heating not only provides a reversible change in
the optical properties, but also a dynamical one. Figure 4 shows
the transmission spectrum during the heating process. As can be
seen, there is a further redshift with increasing temperature, pro-
viding unique control on the light scattering from such hybrid
metasurface. Take A = 1235 nm as an example, Figure 4b shows
the related transmission with increasing temperature during the
heating process. In this case, the system exhibits zero transmis-
sion at room temperature, and after heating the sample to
300 °C, high transmission from the metasurface can be
achieved. However, with further heating the sample to 600 °C,
the transmission at such wavelength can be suppressed again

through the same system.

Both plasmonic and dielectric modes exhibit intense near-field
distributions [8,9,46]. It is well-known that the near-field asso-
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ciated with plasmonic and dielectric resonances of the indi-
vidual particles extends some distance away from it [47,48].
These characteristics make the modes very sensitive to the envi-
ronment [8,9,46]. Therefore, the interference between adjacent
resonators within our hybrid system strongly depends on the
environment near the nanostructures, such as the volume and
refractive index. By employing this sensitivity, we further
control the optical response of the metasurface by engineering
the interactions between plasmonic and dielectric resonances
through tuning the geometry of the intermediate SiO; layer. By
altering the design slightly, one can make the metasurface be-
have differently in response to heat. Figure 5 shows the effect of
the intermediate SiO; layer between silicon and gold structures.
It demonstrates the importance of this layer in obtaining differ-
ent and even reversible behaviour using the exact same silicon
and gold nanostructures. Figure Sa demonstrate the case with
t = 150 nm, where the heating from 20 °C to 600 °C causes only
an enhanced transmission with a slight shift. However for the
case of = 250 nm (Figure 5b), such a heating gradient, can
cause a clear fluctuation, where the system experiences an
increase (solid red) and then a significant decrease (dashed red)
at 1235 nm. Figure Sc illustrates an even larger disparity be-
tween the two elements where the minimum no longer exist and

the resonance only grows when heated.

By utilizing such well-designed Fano-like resonance, further
study was done on its effects on the nonlinear process, focusing
on the third harmonic generation. Figure 6 shows the third
harmonic conversion efficiency and the related electric near-
field distributions in the silicon disk for a plane wave with
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Figure 4: (a) The transmission spectrum during the heating process. (b) The transmission at 1235 nm during the heating process.
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Figure 5: The transmission spectrum for three different SiO thick-
nesses (a) t = 150 nm, (b) t =250 nm and (c) t = 300 nm.

Apw = 1235 nm at Ip = 1 GW/cm2. As can be seen from
Figure 6a, the efficiency of third harmonic generation can be
enhanced by one order of magnitude due to the emergence of
the Fano-like resonance during the heating process, from ~107°
to more than 4 x 107> The calculated electric near-field distri-
butions at the fundamental and harmonic wavelengths are
depicted in Figure 6b and 6¢ for the sample at room tempera-

ture and Figure 6d and 6e after heating the sample to about
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275 °C, respectively. With the emergence of the Fano-like reso-
nance during the heating process, strong field localization and
enhancement inside the silicon disk occurs as a result of the ex-
citation and interferences between optically-induced electric
and magnetic multipoles (see Figure 3a and 3b). The enhance-
ment of the electric field further stimulates the nonlinear
response, as can be clearly seen from the comparison between
the electric near-field distributions at the harmonic wavelengths
before and after heating the sample (Figure 6¢ and 6e). It is
worth noting that while gold bars show a significant effect on
the linear properties of the system after heating, the THG from
gold bar is negligibly small compared to THG from silicon disk.
It is because the light of the hybrid resonance is generally

confined inside the silicon disk rather than the gold bars.

Conclusion

We have designed a hybrid metal-dielectric metasurface,
composed of silicon disk and gold bar lattices, with a reversible
switching capability of the Kerker scattering condition. The
tunability is achieved by the active control on the excitation and
interference between the electric and magnetic resonances
through heating the metasurface. It is shown that the Kerker
condition, based on high order multipoles (EQ and MQ), can be
easily switched on and off by simply heating the system.
Furthermore, through adjustment to the distance between the
metallic and dielectric elements, scattering directionality can be
switched at arbitrary wavelengths. We further investigated the
THG process in such hybrid meta-dielectric metasurface, and
have achieved multi-fold enhancement of THG based on the
well-designed hybrid resonance during the heating process. Our
hybrid metasurface provides much more flexibility for the
control of light scattering, which serves as an important step

towards tunable flat optics.

Methods

Here, we study the transmission properties of the nanostruc-
tures using rigorous coupled-wave analysis (RCWA) method
[49,50] which has been widely used for modelling periodic
optical structures due to its fast converging and accurate far-
field calculations. We characterize the optical properties of the
sample during the heating process based on the refractive index
variations of the material at different temperatures, which has
been measured experimentally [37].

The nonlinear process of our sample is emulated using the finite
element method solver in COMSOL Multiphysics in the fre-
quency domain. We assume an undepleted pump approxima-
tion and simulate the linear process firstly, and then obtain the
nonlinear polarization inside the sample and employ it as a
source for the electromagnetic simulation at the harmonic wave-
length [43].
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Figure 6: (a) Third harmonic generation efficiency (normalized by the incident pump for each unit cell) during the heating process pumped at the
wavelength of 1235 nm. (b) and (c) show the electric near-field distributions at fundamental (left) and harmonic (right) wavelengths in the silicon disk
at room temperature, respectively. (d) and (e) show the related calculations after heating the sample at 275 °C.
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Abstract

Background: Two-dimensional (2D) transition-metal dichalcogenides (TMDCs) with intrinsically crystal inversion-symmetry
breaking have shown many advanced optical properties. In particular, the valley polarization in 2D TMDCs that can be addressed
optically has inspired new physical phenomena and great potential applications in valleytronics.

Results: Here, we propose a TMDC—nanoantenna system that could effectively enhance and direct emission from the two valleys
in TMDCs into diametrically opposite directions. By mimicking the emission from each valley of the monolayer of WSe; as a
chiral point-dipole emitter, we demonstrate numerically that the emission from different valleys is directed into opposite directions
when coupling to a double-bar plasmonic nanoantenna. The directionality derives from the interference between the dipole and
quadrupole modes excited in the two bars, respectively. Thus, we could tune the emission direction from the proposed
TMDC-nanoantenna system by tuning the pumping without changing the antenna structure. Furthermore, we discuss the general
principles and the opportunities to improve the average performance of the nanoantenna structure.

Conclusion: The scheme we propose here can potentially serve as an important component for valley-based applications, such as

non-volatile information storage and processing.

Introduction
The inversion-symmetry breaking and quantum confinement in ~ pseudospin is associated with the degenerate energy extrema in
monolayer TMDCs offer unprecedented opportunities to momentum space [3]. In monolayer TMDCs that have a hexag-

explore valley-based physics and applications [1-3]. The valley  onal lattice structure valleys of degenerate energy locate at the
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corners of the hexagonal Brillouin zone: the K and K’ points
[4,5]. In analogy to spintronics, the valley pseudospin could
also be used as non-volatile information storage and processing,
which is known as valleytronics [6-10]. In particular, mono-
layer TMDCs with direct bandgap at the K and K’ points [11]
make it possible to control the valley degree freedom entirely
optically. Optical pumping of excitons of a specific valley po-
larization has been demonstrated by polarization-resolved
photoluminescence (PL) measurements [12-14], where the
chirality of the PL emission is the same as the pumping light,
since different valleys are addressed by the angular momentum
of the excitation. Hence, one can switch the chirality of the PL
emission from left to the right (and the other way around) by
changing the polarization states of the pump beam. It can be
envisioned that the dynamic excitation and control of carriers in
different valleys is crucial for future valley-based information
technologies and applications.

Inspired by such opportunities, a valley-based light emitting
diode with controllable emission polarization [15], valley Hall
effect [16], and valley-dependent photogalvanic effect have
been explored. Excitonic valley coherence [17], valley- and
spin-polarized Landau levels [18] and valley Zeeman effect [19-
22] have also been studied in monolayer TMDCs. Different
schemes to control the valley pseudospin in 2D TMDCs have
been developed, including optical [23,24], magnetic [25,26] and
electrical [17,27] control.

On the other hand, to facilitate device integration, it is prefer-
able that light emission from 2D TMDCs can be controlled at
the nanoscale. Recent advances in resonant metallic nanostruc-
tures, referred to as plasmonic nanoantenna, have shown great
flexibility and capability for manipulation of the radiation of
closely placed emitters [1,3,28]. Plasmonic nanoantenna could
significantly modify the emission rate, the radiation pattern and
the polarization of emission when their plasmonic modes are
excited [29-31]. In particular, localized emitters could effec-
tively excite the higher-order modes of the nanoantenna, which
are usually only weakly coupled to free-space plane waves
[32,33] but can dramatically modify the radiation of the emit-
ters. Importantly, the near-field and far-field interference of the
multiple plasmonic modes present in the nanoantenna offer an
unprecedented capability to control all aspects of the emission
of localized emitters [33-35]. While the radiation enhancement
of emitters by multipolar antennas has been widely studied
[33,36,37], the control of the directionality of emission is less
explored. Although previous studies [38-42] have shown
several designs for spin-dependent directional emission, these
schemes are extremely sensitive to the position of the emitter to
the nanoantenna, e.g., the directionality of emission would be

reversed if the emitter is placed on the opposite side of the
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antenna. As such, the currently proposed schemes can not be
employed to control the emission of delocalized chiral emitters,
such as emission from exciton from the two valleys of a 2D
TMDC material.

Here, we propose a plasmonic TMDC—-nanoantenna system that
can effectively route light emission from different valleys of
TMDC:s into opposite directions. Our nanoantenna can support
electric dipole and electric quadrupole resonances, which can be
excited, with engineered phases and amplitudes, by the chiral
point-dipole emitters corresponding to each valley. Based on
the phase-locked excitation and interferences of these reso-
nances, we have shown that the scattering direction of the
TMDC-nanoantenna system is valley-locked. Since the differ-
ent valleys in TMDC can be addressed optically by circularly
polarized optical pumping, we then can tune the emission direc-
tion of this coupled system by simply changing the circular po-
larization states of the pumping light. We believe that our
scheme could provide useful insight for design of novel compo-
nent such as couplers and routers in future valley-based infor-

mation processing devices.

Results and Discussion

Concept

At resonances, the far-field radiation of the nanoantennna could
be expanded into multipolar series. Equation 1 shows the first
three terms, including the contribution of the electric dipole p,
the electric quadrupole Q and the magnetic dipole m [43]:

2 ik,r .
)= ()] 2 = n)

. 1)
+—(m><n)..},

Vd

where k is the vacuum wavenumber and k, is the wavenumber
in the surrounding medium. v, is the speed of light in the medi-
um, n is the unit vector in the direction of emission, r is the co-

ordinate vector, r = |r].

From Equation 1, we can see that the far-field radiation is
in-phase with the electric dipole moment, while there is a /2
phase difference for the electric quadrupole. Thus, there is natu-
rally a m/2 relative phase difference between the electric dipole
and quadrupole contribution to the far-field emission, when
their corresponding charges oscillate in phase. In this case, the
parallel electric field components of electric dipole and electric
quadrupole emission will interfere with each other depending
on their relative phase and amplitude. When the amplitudes of
the far-field components are comparable, the interference will

be constructive in one direction and destructive in the other, for
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n/2 or 3n/2 phase difference between the electric dipole and
quadrupole. On the other hand, the far-field interference is
prevented if the phase difference is 0 or @. Our design is based
on this interference property, to tailor the emission directions
from different valleys.

The basic idea of our concept for splitting the emission from the
two valleys of the TMDCs via near-field coupling to a plas-
monic nanoantenna is schematically shown in Figure 1a. When
the coupled TMDC—nanoantenna system is excited by light of
different circular polarizations, the emission from the two
valleys (K and K') will be emitted into opposite directions, as
depicted by the two red arrows. The general concept of such
valley splitting relies on the interference of multipolar modes
excited in the nanoantenna, namely an electric dipole and an
electric quadrupole, as shown in Figure 1b. When the parallel
electric dipole and quadrupole are excited simultaneously with
comparable amplitudes, the radiation direction will depend on
the phase difference between the dipole and quadrupole, as dis-
cussed above. Thus, by changing the relative phase between the
dipole and quadrupole from +n/2 to —1/2, we could effectively
tune the radiation direction from one (solid arrow) to the other
(dashed arrow).

Design and implementation

Since the emission from the TMDC monolayer solely comes
from the in-plane exciton or trion charge carriers [44], the
TMDC emitters could be practically modeled as chiral point-
dipole emitters placed in the vicinity of the photonic structure
[45]. To emulate such chiral emitters, corresponding to the two
valleys in the TMDC monolayer, in our simulations we use two
in-plane but orthogonal point dipoles that oscillate with n/2
phase difference (to emulate the rotation of the dipole). When a
+m/2 or —m/2 phase difference is applied between these two
emitters, we can emulate left or right chiral emitters [46] from
carriers in the K and K’ valleys [47].

(b)

E
8

PN laWaN
Pa¥a! MM
fiandanténha

.

)

P.=|P.Je“

Beilstein J. Nanotechnol. 2018, 9, 780-788.

To achieve such a functionality, we need to construct an
antenna that supports both an electric dipole and an electric
quadrupole of the same strength and at the same operation
wavelength. We hence start with a simple plasmonic nanoan-
tenna consisting of two gold bars of different length. Different
plasmonic modes could be excited in such a double-bar antenna
when a localized emitter is placed in its proximity. The excita-
tion of plasmonic modes depends on a couple of factors, includ-
ing the antenna size, as well as the emitter position and orienta-
tion. By choosing proper size parameters, either the electric
dipole mode or the “dark” quadrupole mode of the antenna
can be excited predominantly by the point-dipole source. We
choose a short bar with length L, = 104 nm and width
W}, =25 nm, and a long bar with length Ly =310 nm and width
Wq =70 nm. The height of the two bars is the same, 40 nm. A
view of each bar of the antenna is shown in Figure 2a and
Figure 2b, respectively. Two electric dipoles oriented along X
(Dy) and Y (Dy) are placed 5 nm above the antenna in Z direc-
tion. The point-dipole emitters are 25 nm away from the bar
antenna in Y direction. To mimic a practical experimental
arrangement, the antenna is placed on top of a glass substrate.
Electrical probes are located at the end of each gold bars to
detect the electric phase and amplitude.

We start by studying the individual responses of each antenna
bar, when excited by a local dipole emitter, orientated parallel
or perpendicular to the bar. We perform numerical calculations
using finite-integral frequency-domain simulations (CST
Microwave Studio) with open boundary conditions. To avoid
unphysical sharp edges, we model the gold bars having rounded
corners with a radius of curvature of 5 nm. The permittivity of
the gold in the visible and near-infrared spectral region is

modeled based on experimental data from [48].

The intensity of the electric field along X direction (/) and phase
information (@) at the probe position when the structure is

QXX= | ()XX|eI(pq

E E
o
QX
>
I )
p%\\
Y00

E E

N Electric dipole Electric Quadrupole

Figure 1: Design principles of the directional emission from the different TMDC valleys. (a) The proposed scheme to separate emission from different
valleys through integrating with a properly designed nanoantenna. The directions of the emission from monolayer TMDCs depend on the polarization
states of the excitation when different valleys are excited. (b) The working principle of the nanoantenna is based on the interference between the elec-
tric fields radiated from an electric dipole and an electric quadrupole; the direction of constructive interference depends on their relative phase.
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Figure 2: Characteristics of the bar antenna excited by an electric dipole emitter. (a, b) Schematic of the simulation setup for the short bar (a) and the
long bar (b) antenna, respectively. The red arrows represent point-dipole emitters with X or Y orientations. The red spots represent electric probes.

(c, d) The electric field intensity (/) and phase (@) at the position of the probe when point-dipole emitters oriented along X and Y are used as an excita-
tion source for the short and long bar, respectively. The subscript h and v represents the field induced by the point-dipole emitter along X and Y direc-
tions, respectively. We only show phase information for the short bar excited by a X-orientated emitter (¢n) and the long bar excited by a Y-oriented
emitter (¢,). The field intensity is normalized to the larger one for emitters with different orientations. (e, f) Polar plot of the total (Pp) and azimuthal
components (Pg) of the far-field power distribution when the short bar is excited by a X-oriented dipole (e) and the long bar is excited by a Y-oriented

dipole (f), respectively. The direction of 6 is illustrated by arrows.

excited by local point-dipole emitters of different orientations,
for short bar and long bar, are shown in Figure 2c and
Figure 2d, respectively. For better comparison, we normalize
the field intensity to the stronger one. As seen, for the short bar
(Figure 2c), the field induced by the X-oriented point-dipole (/)
dominates in the wavelength range of 700-750 nm. In contrast,
the excited field from the Y-oriented point-dipole (/) domi-
nates for the long bar in the same wavelength range (Figure 2d).
Importantly, both of the electric field intensities show a reso-
nant peak at the same wavelength of 715 nm.

The phase information detected by the probes corresponds to
the phases of the oscillating charges, which defines the phases
of the dipole and quadrupole moments. The phase information
under the dominant excitation, labeled as ¢y and ¢, are shown
in Figure 2c,d with dashed lines. We could observe that the two
resonant modes are in phase. To further investigate the nature of
the excited modes in each gold bar, we monitor the far-field ra-
diation pattern of the X-oriented emitter coupled to the short bar
and the Y-oriented emitter coupled to the long bar. The radia-
tion patterns at the resonant wavelength are shown in Figure 2e

and Figure 2f, respectively. Due to the existence of the high-
index substrate, most of the emitted power goes into the lower
half space. In the case of a X-oriented emitter and a short-bar
antenna (Figure 2e), the radiation pattern shows a typical
dipole-emission profile. In the case of a Y-oriented emitter and a
long-bar antenna, the emission shows a typical quadrupole
profile (Figure 2f). In the same polar plots, we show both the
total radiated power (P — blue circles) and the azimuthal power
component (power contributed from azimuthal electric field, Py
— red circles). As seen from Figure 2e and Figure 2f, in both
cases the azimuthal component (Py) is the dominant polariza-
tion component, which is expected for both dipole and quadru-
pole radiation from bar antennas along the X direction. By
examining the vectorial near-field profiles (shown in Figure S1,
Supporting Information File 1), we further confirm that the
electric dipole mode is excited dominantly by the X-oriented
point-dipole, while the electric quadrupole mode in the long bar
is excited by the Y-oriented point dipole. Thus, the far-field ra-
diation of these dipole and quadrupole will have a phase differ-
ence of /2. Note that we have fine-tuned the geometry of the

antennas in order to have them resonate around 715 nm, which
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matches the experimentally measured emission wavelength of
monolayer WSe,. The parameters of the two bars are also opti-
mized such that the radiated electric far-fields have comparable

intensities.

After investigating the response of the individual gold bars, we
perform simulation for the combined antenna consisting of two
closely spaced gold bars coupled to a chiral point-dipole
emitter. A schematic of the antenna—emitter system is shown in
Figure 3a. The gap between the two bars is set to 50 nm and the
chiral emitter is located in the center of the gap. The chiral
emitter is again modeled as two orthogonal electric dipoles with
a relative phase of Ag, where A¢ = £90°, corresponding to right
or left circularly polarized emission, respectively. The calcu-
lated radiation patterns of the total emission (side view) are
shown in Figure 3b, for both Ap = 90° and —90°. Due to the
interference of the fields emitted from the electric dipole of the
antenna and electric quadrupole contributions, the radiation
from the chiral point-dipole is directed either to the left or to the
right, depending on its chirality. In contrast, for the case with-
out the nanoantenna, the radiation does not show preferred
directionality (shown in Figure S2, Supporting Information
File 1). Importantly, the directionality could be effectively
switched by changing the sign of the phase difference (circular
polarization state of the point dipole).

(@) (b)
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Figure 3c,d compares the polar plots of the total (Pjy) and
azimuthal power component (Pg) distributions. It is clear that
the azimuthal power component is the dominant contribution to
the radiation. This confirms that the directional emission is
indeed a result of the interference between the electric dipole
mode from the short gold bar and the electric quadrupole mode
from the long gold bar. To quantify the observed directionality,
we define the front-to-back ratio (F/B) as ratio between the total
power emitted in the forward half-space to the power emitted in
the backward half-space. The F/B value is 4.7 dB for the total
power, and 6.0 dB for the azimuthal power component, which
could be distinguished by adding a polarizer in the detection
arm of a possible experiment. The directionality for the total ra-
diation is slightly weaker than for the azimuthal component
because of contributions from higher order modes excited in the
long bar. Since the valley polarization of the monolayer
TMDCs (corresponding to the chirality of the point-dipole emit-
ters) depends on the polarization states of the pumping laser, we
could easily tune the emission directionality from our proposed
TMDC nanoantenna system just by changing the pumping po-

larization from left to right circular states.

As an important step of our study, we evaluate the emission
enhancements brought by the plasmonic nanoantenna. The radi-
ation enhancement is defined as the total power radiated by the

Side view
Ap=90° i 1
0.5
0
90
120 60

150 iAq,:goo 30

P
0 _Q A(p=-90°

180 C 0
6
\ 3 4(au)
210 330
240 300
270

Figure 3: Radiation properties of a double-bar plasmonic antenna. (a) Schematic view of the double-bar antenna. A¢ represents the phase differ-
ence between the X- and Y-oriented point-dipole emitters. A = +90°is used to mimic right or left chiral emitters, respectively. (b) Side view of far-field
pattern when Ag = +90°. (c, d) Polar plots of the total radiated power (Pp) and the azimuthal component (Pg) in the far field, respectively. We show

both cases of A = +90°.
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two orthogonal dipole emitters (defining the chiral point dipole)
coupled to the antenna, normalized to the case with no antenna.
We find that the radiation is dramatically enhanced, up to
15 times at the resonant wavelength, when the chiral emitter is
positioned in the center, between the two bars. In addition, we
test the robustness of our design with respect to the emission
wavelength. We find that the directionality is preserved in the
spectral range from 680 nm to 750 nm. This broadband
response makes our design suitable to control the emission from
monolayer TMDCs, such as WSe; in its entire emission range.
Thus, the simple nanoantenna we propose here could effec-
tively enhance the emission intensity and simultaneously tune
the valley-based emission directionality from the TMDCs.

As discussed, the modes excited in the plasmonic nanoantenna
depend on the position of the emitter. In a monolayer TMDC,
however, the emitters (e.g., excitons) can be distributed
randomly and homogeneously over the entire monolayer.
Hence, to evaluate the directionality of emission from the aver-
age distribution of emitters on top of the double-bar antenna, we
perform calculations for different positions of the point-dipole
emitters and average the radiation patterns taking into account
the contribution from the multiple emitters. Two cases have

been considered. Firstly, we investigate the average direction-
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ality when the emitters are positioned inside the gap between
the two gold bars. We calculate the emission for three different
positions inside the gap, as shown in Figure 4a and then add up
the radiated powers. The polar plot of the total power and the
azimuthal power components are shown in Figure 4b and
Figure 4c, respectively. The plots show radiation patterns,
which are similar to the radiation from the central dipole posi-
tion (Figure 3c,d). However, the front-to-back ratio decreases a
bit after the averaging. This is due to the fact that for the loca-
tions away from the center, the directionality is reduced as com-
pared to the central position. Nevertheless, the average direc-
tionality still remain relatively high, namely F/B = 3.4 dB for
the total power and 4.2 dB for the azimuthal power component.

After averaging over more positions outside the gaps (we take
nine typical positions, as shown in Figure 4d), the directionality
is reduced a little further. However, as shown in Figure 4¢ and
Figure 4f, we still observe reasonably good directionality. Thus,
we can conclude, that despite the different positions of the emit-
ters (being on both sides of the antenna) the directionality of
emission is generally preserved and it can be tuned by changing
the chirality of the emitters (the relative phase shift between the
X-oriented and Y-oriented point-dipole emitters). Therefore, the
scheme we proposed here can be used effectively to direct emis-

(c) %
120 60
30 150 G —— A@p=90° 30
—~ N@=-90°
0 180

1.5 (a.u.)

mau

120 60

30 150 G Ap= =90° 30
—Acp—-90°

YN

180
3(aU)

Figure 4: Emission pattern averaged over multiple emitters. (a) Schematic of the three emitter positions inside the gap between the two bars, used to
evaluate the average effects. (b, c) Polar plot of the total (Pp) and azimuthal component (Pg) of the far-field power distribution, after averaging over all
three positions. (d) Schematic of the nine emitter positions used in simulations. (e, f) Polar plot of the total (Py) and the azimuthal (Pg) components of

the far-field power distribution, after averaging over all the nine positions.
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sion from different valleys in monolayer TMDCs (correspond-

ing to different chiral emitters) into different directions.

We believe that with the development of material fabrication
techniques, nanostructures of TMDCs [49-51] could also be
readily fabricated, so one can control the position and size of
the TMDCs nanosheets with respect to the antenna. Thus, a
system consisting of a double-bar antenna and a TMDC nano-
sheet only inside the gap between the bars could in principle
serve as efficient light source with tunable emission directions.

To further understand our system and seek for possible ways to
improve the average directionality, we compare the total radia-
tion power for the emitters at different positions, shown in
Figure 4d. The chiral emitter placed at the central position,
results in best directionality and emits two to five times stronger
than the dipoles at other positions. The average directionality
could be better if the central position had a much stronger emis-
sion power. Indeed, directional emission from local emitters
enabled by plasmonic nanoantenna is highly sensitive to the po-
sition of the emitters [33,37]. The hotspots of the nanoantenna
presented here might affect the observed directionality too,
while the accurate effects rely on experimental studies. To
improve the directionality, we do require antenna structures
with very strong hot spots, such that the emission shows good
directionality when the emitters are located at these spots. This
might direct us to further improve our structures by introducing
antenna shapes like bow-ties [52] or split-ring-resonators [37].
However, such structures have more geometric parameters and
more higher-order modes when excited by point-dipole emit-
ters, hence the process to optimize the geometry is difficult and
time-consuming. Moreover, any complex plasmonic structures
requires more demanding fabrication efforts in practice. In
contrast, the proposed double-bar antenna has simple mode
profiles, it is easy to optimize in size and the fabrication process
is relatively straightforward.

Conclusion

In conclusion, we propose and numerically demonstrate a novel
concept to control the emission intensity and direction from dif-
ferent valleys in monolayer TMDCs using multi-mode plas-
monic nanoantennas. We design a nanoantenna based on two
gold bars, of which the dipole and quadrupole modes can be
excited dominantly at the same frequency. The interference be-
tween the dipole and quadrupole modes results in directional
emission, where the directionality of emission depends on the
phase difference between these two modes. By emulating emis-
sion from different valleys in TMDCs with chiral point-dipole
emitters of opposite chirality, we have shown that a simple two-
bar plasmonic nanoantenna represents a feasible platform to

direct the emission (left circular or right circular) from distinct

Beilstein J. Nanotechnol. 2018, 9, 780-788.

valleys into different directions. This is due to the coupling of
the chiral emitters to the two dominant plasmonic modes in the
double-bar nanoantenna. Directionality of up to 6 dB and a radi-
ation power enhancement of up to 15 times could be achieved
in this coupled system. Since the valleys in TMDCs can be
addressed optically, we can change the emission direction of
this TMDC—-nanoantenna system by simply changing the circu-
lar polarization states of the pumping light. In addition, we
discuss the reasons for the reduced directionality when aver-
aging over different positions of the emitter and propose the
possible ways to address this issue, either by structuring the
TMDC materials or by designing new plasmonic nanoantennas.
The scheme we propose here could be potentially useful in
future valley-based devices, and could in general, be applicable

for circular dichroism measurements of chiral molecules.

Supporting Information

Supporting Information File 1

Additional experimental data.

Supporting Information features vectorial near-field
profiles for the dipole-nanoantenna system, and the
radiation pattern of chiral emitters without nanoantenna.
[https://www.beilstein-journals.org/bjnano/content/
supplementary/2190-4286-9-71-S1.pdf]
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Abstract

A detailed theoretical study of the optical absorption in doped self-assembled quantum dots is presented. A rigorous atomistic strain
model as well as a sophisticated 20-band tight-binding model are used to ensure accurate prediction of the single particle states in
these devices. We also show that for doped quantum dots, many-particle configuration interaction is also critical to accurately
capture the optical transitions of the system. The sophisticated models presented in this work reproduce the experimental results for
both undoped and doped quantum dot systems. The effects of alloy mole fraction of the strain controlling layer and quantum dot
dimensions are discussed. Increasing the mole fraction of the strain controlling layer leads to a lower energy gap and a larger
absorption wavelength. Surprisingly, the absorption wavelength is highly sensitive to the changes in the diameter, but almost insen-
sitive to the changes in dot height. This behavior is explained by a detailed sensitivity analysis of different factors affecting the

optical transition energy.
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Introduction

Self-assembled quantum dots are employed as light absorbers in
many optoelectronic devices, such as quantum-dot infrared
photodetectors (QDIPs) [1,2], and intermediate-band solar cells
(IBSCs) [3,4]. The optical properties of quantum dots (QDs)
can be tuned through shape, dimensions and composition of the
dots making them attractive for optoelectronic applications.
Moreover, their sensitivity to normally incident light make them
advantageous over other nanostructures, such as quantum wells,

that are insensitive to normally incident light [2].

The absorption coefficient a(A) of quantum dots is an important
parameter that needs to be precisely designed for the proper
operation of these devices. An accurate model for the absorp-
tion coefficient a(A) is therefore crucial in the design and
prediction of the device behavior. Therefore, this study aims to
fill the gaps in current absorption models, namely the atomistic
strain and band structure calculations that are needed for accu-
rate description of the bound states. Moreover, doped devices
require evaluation of many-particle configuration interaction
(CI) calculations for a proper treatment of the optical transi-
tions. The effects of alloy mole fraction of the strain controlling
layer and quantum dot dimensions are also discussed.

Self-assembled quantum dots have around 10% lattice strain
[5]. Atomistic strain models like that of Keating [6], or anhar-
monic models [7] are typically used to determine the relaxed
atom positions. The anharmonic strain model has additional
strain parameters with anharmonic corrections added to the
harmonic model, which improves its accuracy. Without anhar-
monic corrections, the harmonic potential underestimates the
repulsion at smaller bond lengths and also fails to capture the

weakening of atomic forces at large atomic separation [8].

The anharmonic strain parameters were originally optimized to
obtain correct Griineisen parameters for accurate phonon dis-
persion calculations [7]. However, we show that the original pa-
rameter set cannot reproduce the experimental optical absorp-
tion peaks in quantum dots [9]. Using these parameters to deter-
mine strain in quantum wells does not agree with the well-
known analytical solution of strain in quantum wells. Optimiz-
ing the parameters to obtain correct biaxial strain ratios in quan-
tum wells is shown here to improve the accuracy of quantum
dot simulations as compared with experimental measurements.
The Hamiltonian is constructed with semi-empirical tight-
binding with 20-orbital sp3d5s* basis per atom, including
spin—orbit interaction (sp3d5s* SO) [10]. The absorption coef-
ficient is calculated by employing Fermi’s golden rule.

In the following sections the simulated system and the numeri-

cal tools employed in simulations are described, then the theo-
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retical aspects of the problem and optimization of the strain
model are discussed. Lastly, the results of the simulation are
presented including a sensitivity analysis of the absorption to
various quantum dot parameters.

Multi-Million-Atom Simulation

As shown in the Figure 1, the investigated QD system [11] has
a dome-shaped InAs quantum dot with a base diameter of
20 nm and a height of 5 nm. The wetting layer is two mono-
layers. The measured system has been doped with sheet doping
of two electrons per dot. The strain controlling layer is made of
Ing.15Gag g5As and is sandwiched between two layers of GaAs
each with a thickness of 1 nm. Next, there are two layers of
Alg22Gag 78As, each with a thickness of 2 nm. The rest of the
structure is made of Al ¢7Gag 93As. The dimensions of the
simulated QD systems are 60 nm x 60 nm x 60 nm. The strain
simulation contains around ten million atoms and the atomistic
grid is as shown in Figure 2.

24nm A|o,o7Gao,93AS

2nm  Alg.2:Gag.7sAs

1nm GaAs

Ino.15Gao.gsAs

Ino.15Gao.asAs
1nm GaAs

2nm  Alg.22Gag.78As

Inm

[001] 24nm Alo.o7Gag.03As

Figure 1: A schematic of the measured and simulated QD system.
The dimensions of the simulated structure are 60 nm x 60 nm x

60 nm. The quantum dot is dome-shaped InAs with a base diameter of
20 nm and a height of 5 nm, with a wetting layer of two monolayers.
The strain control layer of Ing 15Gag gsAs is sandwiched between two

1 nm layers of GaAs, and two 2 nm layers of Alg 20Gag 7gAs. The rest
of the structure is made of Aly g7Gag g3As.

The band structure calculations do not need all of atoms to be
included in the simulation, since bound states decay exponen-
tially outside the quantum dot. The band structure calculations
are performed using a 40 nm % 40 nm x 20 nm box surround-
ing the quantum dot. This box contains only 1.5 million atoms.
Well-defined and well-calibrated tight-binding models are
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Figure 2: The atomistic grid of the simulated QD showing only cations
(Al,Ga,In) to emphasize the randomness of the simulated alloys. The
number of atoms used for the strain simulation is approximately 10
million atoms, while for band structure calculations only approximately
1.5 million atoms are used.

needed to enable such large-scale device simulations. Early
works on tight-binding models started from analytical effective
mass extractions from the usually only numerically defined
model [12]. Later semi-automatic mapping methods using
genetic algortithms were introduced [13] followed by DFT-
based projection methods [14,15]. Each atom has 20 orbitals in
the sp3dSs* SO tight-binding basis. Strain and electronic struc-
ture simulations of such large systems are computationally
demanding and require highly scalable computational codes.
The code used for our simulations is the Nano Electronic
MOdeling tool in version 5 (“NEMOS5”) [16-22].

Theoretical Model

Atomistic strain model
The Harmonic Keating strain model, introduced in [6], has the
elastic energy given by

3 (03 2 2 2
B2y [t (22,

2
m,n dmn

+Zdﬁ+:,k(rmn Tk _dmn 'dmk):|’
k>n Ymn“mk

(M

where r,,, is the displacement vector from atom m to atom n for
the strained crystal as shown in Figure 3, while d,,,, is the same
vector for the unstrained crystal. The coefficient o corresponds
to the force constant of the bond length distortion, the bond-
stretching coefficient. While f is the bond-bending coefficient
that corresponds to the force constant of the bond angle (0) dis-
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Figure 3: Bond lengths and bond angle for three neighboring atoms m,
n, and k.

tortion. The difference between the dot products reduces to the
difference in cos(0).

The summation includes nearest neighbors only and the total
energy is minimized with respect to the individual atomic posi-
tions, thus relaxing the structure. The problem with the
harmonic Keating potential given by Equation 1 is that it
produces a symmetric energy profile around the equilibrium
interatomic distance and angle. Thus, the Keating model fails to
reproduce the weakening of the strain energy with increasing
bond length and underestimates the repulsive forces at close
atomic separations [7,8]. The anharmonic correction of the
Keating model proposed by Lazarenkova et al. [7,8] solves this
problem by modifying the two parameters a and B of the
Keating model and making them functions of bond length r and

bond angle 0 as given by
2 2
_ .0 Tmn dmn
QL = Lpn 1- Amn P 4
dmn

Bk = Bownk (1 — Bk (Cos(emnk )—cos (egnnk ))j @)

X(I_Cmnk L ’Z’lk _Zmz dmk J
mn m

A, B and C are anharmonic correction coefficients. 4 and C
describe the dependence of bond-stretching coefficient o and
bond-bending coefficient B on the bond length strain, while B
describes the dependence of bond-bending coefficient () on
angle deformation. The anharmonic model was developed to
simulate phonon dispersion and transport and the anharmonic
strain parameters were optimized to reproduce the Griineisen
parameters y; = —(V/®;)(dw;/3V), which are a measure of the de-
pendence of the phonon mode frequencies on strain. Simulating
the strain in quantum dots with the original anharmonic strain
parameters produces inaccurate results.

In addition, simulating strain in quantum wells with these pa-
rameters gives strain tensor components that do not match the
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analytical solution of the strain in quantum wells as shown in
Table 1. The parameters of the model have been tuned to repro-
duce the biaxial strain ratio ¢ of InAs in order to capture the
strain distribution in quantum wells and quantum dots made
from InAs. The biaxial strain ratio ¢ of InAs is 1.053 [23]. Only
the parameter o has been tuned to 19.35 Nm™! while keeping
the rest of the strain parameters as reported in [7]. Table 1
shows the atomistic strain calculated for InAs/GaAs quantum
well, as shown in Figure 4, before and after tuning. The analyti-
cal expressions for the strain components in quantum wells are
€| = (aGaAs — AInAs)/amas and & =—og)[24], where a is the
lattice constant.

Table 1: Strain calculated for the InAs/GaAs quantum well. Tuning has
improved the anharmonic strain results in the quantum well.

method g €1
analytical -6.68% 7.04%
anharmonic before tuning -6.68% 8.9%
anharmonic after tuning -6.68% 7.04%
GaAs
GaAs

Figure 4: An InAs/GaAs quantum well of thickness 3 nm used for the
optimization of the anharmonic strain model.

Electronic structure and absorption

The eigenstates of the system were calculated with a Hamil-
tonian constructed from semi-empirical tight-binding
sp3d5s*_SO basis. The Slater—Koster tight-binding [25] param-
eters for InAs, GaAs and AlAs are taken from [26,27]. Boykin
et al. show the effect of including strain on the tight-binding
Hamiltonian [10]. These parameters are well established and
previously verified with experimental measurements of quan-
tum dots [28-31].

For the absorption coefficient o, Fermi’s golden rule has been
used to calculate the absorption coefficient [32,33],

o) =

2mndotsz‘df 8(Ey~E;—ho)(F~Fy), 3)

negc

Beilstein J. Nanotechnol. 2018, 9, 1075-1084.

where 144 1S the number of quantum dots per unit volume, ®
is the photon angular frequency, E; and Ey are initial and
final energies of the transition, F; and Fare occupation proba-
bility of the initial and final states, 11 is the refractive index of
the material, ¢ is the speed of light in free space, g is the
free space permittivity, e is the polarization of the incident
light, and d; is the first-order dipole moment that is given by
dp= q(\yfTK |v;), where ¢ is the electron charge.

For transitions between bound states in valence and conduction
bands, F; =
Normally, quantum dots are occupied by a number of electrons

1, while Frdepends on the energy level and doping.

equal to the average number of dopants per dot [34]. This ap-
proach is reasonable for quantum dots that are far from heavily
doped regions. However, it is not appropriate for quantum dots
adjacent to heavily doped regions, such as contacts. In addition,
to calculate optical transitions of doped quantum dots, the
many-particle states of the quantum dot are evaluated using
atomistic configuration interaction [35]. The method accurately
captures the electron—electron interactions in electrons bound to
dopant atoms in silicon. The single-particle states of the quan-
tum dot are obtained from atomistic tight-binding calculations
in NEMOS5. These single-electron and hole states are used to
construct many-particle Slater determinants, of all possible con-
figurations. Using a full configuration interaction method [36],
a many-particle Hamiltonian is constructed and diagonalized in
the basis of Slater determinants to obtain the many-particle

energies and wavefunctions.

Results and Discussion
Simulation versus experimental results

The model is validated with the measured absorption spectrum
[11] of the QD system. Figure 5 shows the calculated and
measured absorption spectrum of the device. The simulation
result matches very well with the measured absorption and the
error in estimating the energy of the absorption peak is less than
3%. This small error can be attributed to idealizing the quan-
tum dot shape, ignoring the slight uncertainty in the material
compositions and the variations in the quantum dot dimensions.
The doping is 1.5 electrons per dot. The inclusion of many-par-
ticle configuration interaction (CI) in calculating the energy
transitions significantly improves the agreement between simu-
lations and experiment for the doped quantum dot system. The
larger peak in the simulated absorption both with and without
CI corresponds to quantum dots occupying one electron (le)
transitioning to an excited state of two electrons and one hole
(2elh), while the lower peak corresponds to the portion of
quantum dots occupying two electrons (2e) transitioning to an
excited state of three electrons and one hole (3elh). Including
the CI in the simulation results in a reduction in the absorption

wavelength due to the repulsive nature of the interaction that in-
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Figure 5: The simulated and the measured absorption spectrum of the
QD system. The quantum dot is sample D from [11], which is a dome-
shaped QD with a base diameter of 20 nm and height of 5 nm. The
doping is 1-2 electrons per dot, which is assumed to be 1.5 here. The
inclusion of many-particle configuration interaction (Cl) to calculate the
energy transitions significantly improves the agreement of the simula-
tion and the experimental measurements. The higher peak corre-
sponds to quantum dots occupying one electron (1e) transitioning to
an excited state of two electrons and one hole (2e1h), while the lower
peak corresponds to quantum dots occupying two electrons (2e) tran-
sitioning to an excited state of three electrons and one hole (3e1h).
The error is less than 3% in calculating the absorption peak photon
energy.

creases the transition energy. Additional comparisons with ex-
perimental measurements are provided in the discussion of the
effect of alloy mole fraction on the strain-controlling layer.

Band structure and states

Figure 6 shows the wavefunction probability density of the first
eight non-degenerate states of both electrons and holes. It is
worth noting that the hole ground state has an s-orbital-like
shape.

QDs have a complicated band profile since multiple effects
such as geometric confinement, strain and alloy disorder, can
cause major changes in the band edges of the bulk material. It is
important to know where the wavefunctions of the electrons and
holes are localized due to these disordered band edges, as the
spatial overlap between the states determines the optical absorp-
tion spectrum. Hence, one can look at the conduction and
valence band edges along arbitrary lines passing through the
quantum dot. This can be done using deformation potential
theory, which gives the shift of band edges due to small lattice
deformations. The shift in the band edges due to lattice strain
for zincblende materials is given by [37]:

Beilstein J. Nanotechnol. 2018, 9, 1075-1084.

Electron Hole
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1.218eV 0.2871 eV
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Figure 6: The magnitude square of the wave functions of the electron
and hole states. Only the first eight electron and hole states are

plotted.

AEC =dacEy,

b
AEVHH =ayey +58B,

“4)

b
AE 1 p = ayey ~7%B

where AE( is the shift in the conduction band edge, AE,yy and
AFE, g are the shifts in the heavy and light hole band edges, re-
spectively. a., ay, and b are the deformation potential coeffi-
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cients of the material. In these simulations, the parameters
recommended for III-V materials by [38] are used. ey and e
are the hydrostatic and biaxial strain components, which
are linear combinations of the atomistic strain components:
EH = & T &)y + &;; and € = &,y T &)~ 2¢,; [37], where z is the
growth direction. Figure 7 shows the band edges along two
lines through the middle of the quantum dot along the [001] and
[110] directions. The unstrained band edges show a significant

effect of strain on the band edges.

1.6 T T T T T
1.4F v . [ 7
1.2+ \ 135? b
1+ 1.3 4
S 1.25F
L 0.8+ ]
>
=
2 0.6f Band Edges along [001] 1
w ----unstrained Band Edges 0.28+-
0.4+ ]
0.2F T 0.26 ]
o- . Nop— B
05 10 20 30 40 50 60
L (nm)
1.6 T T T T T T T T
B u
1.4F m || —
1.2F
1 L\—\M/-J
<
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'0'20 10 20 30 40 50 60 70 80
L (nm)

Figure 7: The conduction and valence band edges (solid lines) along a
line through the middle of the quantum dot in the (A) [001] and

(B) [110] directions. The dashed lines are the band edges of the
unstrained bulk materials, drawn to show the significant effect of strain
on deforming the band structure. The solid horizontal lines in the quan-
tum dots are plotted at the energies corresponding to electron and hole
confined states. The noisy red lines in (B) indicate the local band
edges in the explicitly represented atomistic alloy. In an atomistic
representation of an alloy one obtains an explicitly fluctuating band
edge [26].

Effect of quantum dot dimensions

Figure 8 shows the effect of variations in quantum dot diameter
and height on the in-plane polarized absorption spectrum. An
increasing dot diameter results in a red-shift of the absorption
peaks, while increasing the dot height does not have a signifi-
cant effect on the absorption wavelength. In contrast to the

Beilstein J. Nanotechnol. 2018, 9, 1075-1084.

simple particle-in-a-box problem, which predicts a stronger
sensitivity to the smaller dimension (the height), our simula-
tions show that absorption wavelength is much more sensitive

to changing the dot diameter than to changing the height.
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Figure 8: The in-plane polarized absorption spectrum calculated for
(A) different diameters and (B) different heights of the quantum dot. In-
creasing the dot diameter results in a shift of the peaks towards longer
wavelengths, while increasing the dot height does not have a signifi-
cant effect on the wavelength.

The effects of changing dimensions on the energy transition AE
between the hole and electron ground states can be understood
with a simple analytical model. This transition has two contri-
butions: strain and confinement. The strain shifts the band edges
and affects the energy gap Eg, while the confinement increases
the minimum allowed energy of electron Ej. and hole E} e
with respect to the band edges. Let Epox = Eelec T Ehole> then the
transition energy E is

AE = Eg + Epox - 5)

Due to the sign of the deformation potential and strain, the
valence band edge inside the quantum dot is of a heavy hole,
from Equation 4
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b
Eg = Eg,bulk +(ac —aV)SH _ESB. (6)

Figure 9 shows the effect of changing diameter and height on
the hydrostatic and biaxial strain. The magnitude of the biaxial
strain increases with increasing diameter and decreases with in-
creasing height, while the magnitude of the hydrostatic strain
changes slightly in the direction opposite to the biaxial strain.
Increasing the height is equivalent to the decreasing diameter in
terms of changing the strain in the quantum dot since it depends
almost entirely on the aspect ratio not on the individual dimen-
sions [39]. Increasing the diameter reduces the energy gap,
which further reduces the optical transition energy, while in-
creasing the height increases the energy gap, which works
against the reduction in confinement energy. In the case of
varying height, this compensation results in almost the same
optical transition energy. Although the variations in the hydro-
static strain are smaller than variations in the biaxial strain, as
shown in Figure 9, the hydrostatic strain variations cannot be
neglected. This is due to the stronger weight of deformation
potential for hydrostatic strain. For example, a. — ay, = -6 eV is
six times higher than /2 = —1 eV for InAs. Also, changing one

-0.05} ]
w
01" D=20nm i ]
-0.15/--H=5.5nm 15 H
—H=5nm %’J |
% H=a5m R
0 10 20 30 40 50 6l

L (nm)
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of the dimensions either increases or decreases the hydrostatic
strain, and it has the opposite effect on biaxial strain (decreases
or increases), but the hydrostatic and biaxial strain work
together in the same direction on the energy gap since they have
opposite signs in Equation 6.

To get an expression for £y, the dome-shaped quantum dot is
approximated to be a disc of cylinder radius R and height H.
One can easily obtain Eyqx by solving an effective-mass Hamil-
tonian in the cylindrical coordinates,

i1 1)« X
Epox =5~ + St

2 o (N

where m, my, are the effective masses of electron and the heavy
hole, and Xj;; = 2.405 is the Bessel function of the first kind
with order zero. Note that effective masses for the electron and

heavy hole under strain are different from that in the bulk, and

the effective masses of InAs are m, = 0.1mg and my = 0.48m
[26].

-0.05 1
0.1t .
H=5nm
-0.15--D=18nm D
—D=20nm -4
0.2 A 1
--D=22nm| " ‘ ‘
0 10 20 30 40 50 60

L (nm)

Figure 9: Hydrostatic ey and biaxial g strain with different dimensions along a line through the middle of the quantum dot in the [001] direction. (A) €4
as a function of different dot diameters; (B) ey as a function of different dot heights; (C) is €g as a function of different dot diameters; (D) eg as a func-
tion of different dot heights. The magnitude of the biaxial strain increases with increasing diameter and decreases with increasing height, while the

hydrostatic strain evolves in the opposite direction.
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For a quantum dot of D =20 nm and H = 5 nm, the sensitivity  increase in the magnitude of the biaxial strain and a decrease in

of the confinement energy to the dot radius is the magnitude of the hydrostatic strain. This leads to a lower
energy gap and larger absorption wavelength, as shown in
OF 1 1 1 i
box _ _hZXgl LI — ~—5meV/nm, Figure 10.
3R mg,  my ) R3
2000 ; : . :
and the sensitivity of the energy gap to the dot radius is 1900 e
OF, Seyy b de S0 B e - ]
—g=(a —-a )—H———Bz—17meV/nm, = i
R ¢ VSR 28R 3
£ 1700} --- Old Anharmonic 1
g -=-Experimental set 1
c 1600} _,. - i
. . P . .. 3 =-Experimental set 2
which give a total sensitivity of the optical transition S o0 Experimental set 3
(BAE)/6R = —22 meV/nm. 2 —~New Anharmonic

Similarly for variations in height, RN Sm—— |
SE 1 1)1 1200 0.1 02 03 04
“Tbox _ —h2n2 — 4+ — |—~—-68meV/nm, In Mole Fraction : x

8H mg  my ) H?
Figure 10: Experimental and simulation results of the optical transition
of the QD system reported in [9]. Increasing the In mole fraction in-
6Eg _ (a a ) SSH b SSB ~ 65meV/nm creases the transition wavelength. The optimization of the anharmonic
SH c v SH 2 SH ’ strain model has greatly improved the simulation results.

which give (8AE)/6H = —3 meV/nm. Increasing the dot radius

causes both contributions to reduce the transition energy. In- ﬁ
creasing the dot height causes both contributions to work
against each other, which reduces the sensitivity of the transi-
tion energy to dot height. -0.05} In:0.45
In:0.4
Strain controlling layer oF }258-%2
Changing the mole fraction of In in the InGaAs strain control- In:0.12
ling layer (capping layer) is a convenient way to tune the 011 In:0
absorption peak. The effect of mole fraction has been studied on In
a slightly different system, reported in [9], which helps us
further validate the results of the simulations. The system re- 015
ported in [9] is almost the same as in [11] except for two differ- 0.1
ences: (i) it is not doped and, (ii) it uses GaAs instead of 0.05
AlGaAs. Figure 10 shows the experimental and simulation
results of the optical transitions of the QD systems reported in o
[9]. Unlike the earlier discussed experiments, quantum dots in -0.05
[9] are undoped and have been measured at various strain o g
controlling layer compositions. The optimization of the anhar- w ’ In
monic strain model greatly improves the simulation results. In- -0.15 - I281 2
creasing the mole fraction of In increases the transition wave- 02 — | lIP]%%g
length. This is further explained by examining the effect of ~—— In:0.4
changing the mole fraction on hydrostatic and biaxial strain and 023 v In:0.45
the band edges. Figure 11 shows the hydrostatic and biaxial -0.3 . .
strain along a lines passing through the middle of the quantum 25 30 35 40 45
dot in the [001] direction for different mole fractions of In. As L (mm)
shown in these figures, the hydrostatic and biaxial strain change Figure 11: Hydrostatic and biaxial strain with different mole fractions of
with the In mole fraction in the same way they change with di- In along a line passing through the middle of the quantum dot in the

. . . . [001] direction.
ameter. That is, increasing the In mole fraction results in an
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Conclusion

In this paper, a detailed theoretical study of the optical absorp-
tion and strain behavior in self-assembled quantum dots has
been presented. Self-assembled quantum dots are highly
strained heterostructures and a rigorous atomistic strain model
is needed to accurately calculate the electronic states in the
system. In addition, many-particle configuration interaction has
been accounted for, to properly simulate doped quantum dots.
The models accurately describe the complex coupled under-
lying physics. This improvement is shown by the closer agree-
ment with experimental data. The simulations reproduce the ex-
perimental results with an error below 3%. The model was
implemented in NEMOS and used to simulate characteristics of
an InAs/GaAs/AlAs quantum dot systems. Increasing the dot
diameter results in a shift of the absorption peaks towards
longer wavelengths, while increasing the dot height does not
have a significant effect on wavelength. When the diameter is
changed, the band gap and confinement energies work with
each other, whereas when the height is changed, the band gap
and confinement energies work against each other. Increasing
the mole fraction if In in the strain controlling layer works in
the same way as increasing the dot diameter and changes the
strain leading to longer absorption wavelengths.

In conclusion, the method presented here provides a way to in-
corporate the inhomogeneous environment of QDs in simula-
tions by taking into account device geometry and quantum
confinement, alloy disorder, electrostatics, many-particle inter-
actions, and spatially varying strain distribution. Such details
are needed to interpret and guide experimental measurements
and device design with quantitative accuracy.
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We present a new universal method to accelerate calculations of transmission function and electrical conductance of 2D materials,

the supercell of which may contain hundreds or thousands of atoms. The verification of the proposed method is carried out by

exemplarily calculating the electrical characteristics of graphene and graphane films. For the first time, we calculated the transmis-

sion function and electrical conductance of pillared graphene, composite film of carbon nanotubes (CNTs)/graphene. The electrical

conductance of different models of this material was calculated in two mutually perpendicular directions. Regularities in resistance

values were found.

Introduction

The development of technologies for the synthesis of graphene
nanomaterials has led to an expansion of the scope of their ap-
plication. One of the graphene composites that have been
actively studied in the last few years is pillared graphene [1]. It
is a graphene layer, connected seamlessly by single-walled car-
bon nanotubes (SWCNTs). One of the advantages of this mate-
rial is its high strength and resistance to mechanical stress [2-4].
In combination with high electrical capacity and efficient elec-

tronic transfer between graphene sheets, this nanomaterial has

already been recognized as promising as an electrode for
storage batteries and supercapacitors [5-7]. There remain many
questions about the conductive properties of pillared graphene
and their dependence on the length and diameter of the nano-
tubes. At the moment, there is no experimental data on the
conductivity of pillared graphene, so the theoretical prediction
of the transmission regularities in this material is relevant. How-
ever, the calculation of the electrical conductance of pillared

graphene by quantum mechanical methods is difficult due to its
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large supercell. These calculations require too much time, even

when using modern computing tools.

The non-equilibrium Green function (NEGF) method with den-
sity functional tight-binding (DFTB) scheme or density func-
tional theory (DFT) scheme is used to calculate the electrical
conductance of molecular structures consisting of atoms of
various elements with high accuracy [8]. Within the NEGF
formalism, each system represents left and right electrodes and
the molecules between them. The probability that an electron
will transmit from the left to the right electrode is described by
the transmission function 7(E). The dependence of the transmis-
sion function on the energy of the electron in the system is char-
acteristic for each point of the reciprocal lattice. The final form
of T(E) depends on the number of k-points in the reciprocal
lattice, because T(F) average over these lattice points. Using the
convergent transmission function it is possible to find the elec-
trical conductance of the nanostructure. However, in order to
obtain a converged form of the averaged transmission function,
it may be necessary to calculate it in a set of points in the recip-
rocal lattice, which is unattainable for a large number of atoms
in the considered system. In this connection, the development of
methods for accelerating the calculation of the transmission
function without a significant loss in the accuracy of calcula-
tions has particular relevance and significance for research of
the electrical conductive properties of new composite materials.
At present, such accelerating techniques are practically absent.
We found only one work [9] in which the authors attempted to
propose an algorithm that accelerates the calculations of the
transmission function of large systems. However, the solution
proposed in above mentioned paper did not significantly
increase the computational speed, which is especially critical at
considering new carbon composite materials such as pillared
graphene and other varieties of graphene—nanotube structures.
The purpose of this work is to propose an alternative approach
to the calculation of transmission function and electrical
conductance of composite nanomaterials, which allows us to in-
vestigate the electrophysical properties of atomic structures
with hundreds and thousands of atoms in the supercell. The
verification of the proposed approach is carried out by the ex-
ample of calculations of the transmission function and elec-
trical conductance of perspective 2D carbon materials, namely
graphene, graphane and a graphene—carbon nanotube hybrid

composite.

Computational Details

In order to calculate the electrical conductance we use the
Green—Keldysh functions and the Landauer—Biittiker formalism
[8]. The calculation of energy and band structure is carried out
by the DFT method in the tight-binding approximation [10-12]
within the Kvazar software package [13]; the parametrization

Beilstein J. Nanotechnol. 2018, 9, 1254—1262.

pbc-0-3 was used [14-16]. The electrical conductance is de-

scribed by the expression:

62

__7

[ T(E)Fp (E-u)dE, )

where 7(FE) is the transmission function characterizing the quan-
tum mechanical transparency of the conducting channel as a
function of the energy of the electron moving along it, p is the
Fermi energy of the electrode, e is the charge of the electron,
and / is the Planck constant. The thermal broadening function
F1(E) is calculated by the formula:

sech? E , )

Fr(E)= T
B

4kB

where kg is the Boltzmann constant, and 7 is the temperature.

The transmission function is given by:

N
T(E) =%ZTr[FS (E)GE (BT (B)GR(B)], @3)
k=1

where Gé (E) and Gg (E) are, respectively, the advanced and
retarded Green matrices (describing the contact with the elec-
trodes), I's(E) and I'p(E) are, respectively, the level broadening
matrices for source and drain. The function 7(F) is found by
summation over the entire Brillouin zone (BZ) and N is the
number of points in the reciprocal space. The accuracy of calcu-
lating 7(E) is determined by the segmentation of the reciprocal
space and the considered number of energies values. The calcu-
lation will be reliable when the function 7(£) does not change
with decreasing pitch of the change in the wave number £. For
example, for finitely segmented BZ with limits a and b, the
function T(E) converges to its true form for N > 103. For materi-
als in which the cell contains of the order of several hundreds or
thousands of atoms, the calculation of T(E) at a single point (for
a fixed k) takes a rather long time, thus making 103 calculations
impossible. For example, for a 2D crystal cell with 472 atoms,
the calculation of the transmission function averaged over 288
points of the reciprocal space takes almost four days for the
parallel calculation in 24 processes (Intel® Xeon® CPU
E5-2660 v2 with a frequency of 2.2 GHz). If the BZ is not a
segment, but a 2D or 3D figure, the number N increases by
orders of magnitude. In the next section, a method will be de-
scribed to reduce the number of reciprocal space points and
energy values for which a transmission function calculation is

required, without substantially losing accuracy of the shape of

T(E).
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Results and Discussion
Description and verification of the method for
accelerating transmission-function

calculations

Let us demonstrate the proposed method for calculating 7(E)
for two different N by using the example of a graphene mono-
layer. Figure la shows the considered system, that is, the unit
cell connected to the electrodes. Since we calculated the
conductance of this material (graphene), the same cells act as
electrodes. Electrodes are translated to infinity along the
Y-direction, and they are semi-infinite along X. The central cell
is also translated to infinity over Y. Thus, the wave number &,
varies within (—7/a; /ay), where ay, is the unit cell size along
the Y-direction (as shown in Figure 1a, the software VMD [17]
was used for visualization). The calculated functions 7(E) from
Equations 1-3 with different values of N are shown in
Figure 1b. For a small step of the decomposition dk = 0.1 1/A
(N = 15), the function has a step-like form. When the step of the
decomposition is reduced to dk = 0.0015 1/A (N = 984), the
curve takes the correct well-known form for a graphene mono-
layer. The transmission function is represented in conductance
quanta e?/h.

For each point of the reciprocal lattice, the calculated 7(E) func-

tion is additionally processed. The values of 7(E) near the tran-
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sition area between the steps are refined to make them more
abrupt. In many cases, this procedure allows us to eliminate the
need for a more detailed decomposition of the energy interval.
For this, within transmission-function calculations we used an
interval-halving technique, which allows one to obtain a
16-times more accurate boundary value between the steps for
four iterations. Each iteration reduces the difference between
the energies £ and E, by a factor of two (£ is the last energy
value for a certain k-point at which T = T(E1), E; is the first
energy value for the same k-point at which 7'= T(E,) and T(E>)
# T(E))), since the value of the transmission function at the
midpoint E3 = 0.5(E; + Ej), which is either 7(E) or T(E»),
is determined. Then, the interval (£, E3) is considered if
T(E3) = T(Ey), or the interval (E3, Ep) if T(E3) = T(E}). There-
fore, four similar iterations yield a 16-fold reduction of the
energy difference between two adjacent steps of the transmis-
sion function.

To eliminate the step-like form of the averaged transmission
function, we interpolate the function 7(£) between two neigh-
bouring points of the reciprocal lattice. Figure 2a shows step
plots of 7(E) for three different numbers £, In general, indepen-
dently of k,, interpolation for each point of the polygonal chain
determines the nearest points with energy having the same
value of the function 7(E) and belonging to the neighbouring

polyline. The picture of the distribution of points in this case

E, eV
b

Figure 1: Graphene: a) unit cell with electrodes; b) transmission function (green: dk = 0.1 1/A, blue: dk = 0.0015 1/A).

0.15
<0.10
3
3,
~0.05 \ /
0.00 1 ..........................................................
4 3 2 1 0 1 2 3 4

Figure 2: Transmission function: a) T(E) for three different ky; b) the distribution of points of the transmission function for different energies and quan-

tities ky, for a fixed value of T(E) = 2.
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has the form shown in Figure 2b, when one value of 7(£) =2 is
fixed. Thus, all the points of neighbouring polygonal lines
having the same value of T(£) are first found, and then the
nearest ones are selected from the energy difference. If a poly-
line has two adjacent lines, then each point of this polyline can
have no more than one near point on each of them. Similarly, in
the case of a single neighbouring polyline, there will not be
more than one near point for each point on the polygonal chain.
If the difference in the values of the transmission function
exceeds one, additional points are added. For example, if for
some value of k), the transmission function undergoes a jump on
passing from a point with energy E; to a point with energy E;1,
with T — 7; = 2, then an additional point will be added to this
polygonal chain. This point is characterized by an energy value
of 0.5 (E;+1 + E;) and the transmission function at this point is
equal to 7; +1. This is necessary in order to find the nearest
point with the value of the transmission function 7; + 1.

Next, the nearest points found are used to add additional points
between them, lying on the segment connecting these points.

All additional points have the same value of T(E) as the nearest

Beilstein J. Nanotechnol. 2018, 9, 1254—1262.

points. The number of points added depends on the length of the
segment connecting the nearest points on different polygonal
chains. The longer the lengths of the segment, the more addi-
tional points are added. If an additional point has not been used
to form the connecting segment, it is not used to construct an
interpolating function. The starting points and the remaining
added points are used to construct the interpolating function.

The interpolating two-dimensional function 77(E, ky) makes it
possible to realize a detailed decomposition over &, values,
ensuring smoothing of the initial roughness. Figure 3a shows
maps of the transmission function 7(E): Figure 3a, top — before
the interpolation procedure (there are additional points obtained
by interval-halving technique); Figure 3a, bottom — after
applying the constructed interpolating function 7(E, ky). The
step-like behaviour of the function 7(£) has disappeared every-
where, except for the region near the Fermi level (0.0 eV here).
Indeed, there may exist “special regions” for which the original
partitioning by k, was too coarse. Special regions are deter-
mined by the researcher in the gradient of the image. Areas of

smooth colour change indicate the lack of partitioning for this
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_05 .
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=>—0.3 0.8
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Figure 3: Graphene transmission function: a) a map of T(E) for the initial partitioning over kj, (from above) and after applying the interpolating function
T4(E, ky); b) a map of T(E) after applying the interpolating function T(E, ky); c) averaged T(E) over all k;, (green: interpolated, red: converged).
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area. Calculations with a more particular partition are addition-
ally carried out for this area, but already in a narrow range of
values: from 0 to 0.2 1/A for ky, and from —0.3 to 0.3 eV for E.
The next step is the construction of a new interpolating func-
tion T»(E, ky). Figure 3b shows the map of the transmission
function after applying 7»(E, ky), Figure 3¢ show the function
T(E) averaged over all k,. The solid curve shows the calcula-
tion with the distance between two neighbouring points in reci-
procal lattice of 0.0015 1/A, the dotted line shows the result of
applying the developed method. The norm of the difference be-
tween the interpolated and the converged values is 0.68%. Time
taken to obtain the average transmission function (with parallel
calculation using eight processes on the Intel Xeon CPU
E5-2690 v4 CPU with a frequency of 2.6 GHz) varies:
34 minutes, 2 seconds per accurate calculation and 2 minutes,
22 seconds to obtain the final values of the interpolated graph.
Note that, in general, the time taken to add points depends on
the amount of input data, and not on the number of atoms in the
considered structure.

The proposed method for calculating the transmission function
was also tested with the example of graphane. Figure 4 present
the results of the study of a graphane fragment using the pro-

X
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posed method. The number of points for accurate calculation is
720, for the rough approximation it is 24. The calculation times
for the transmission function (for parallel calculation using
eight processes on the Intel Xeon E5-2690 v4 CPU with a fre-
quency of 2.6 GHz) for accurate calculation and interpolation
are 146 minutes, 29 seconds and 7 minutes, 21 seconds, respec-
tively. The norm of the difference between the interpolated
values and the ones obtained from the direct calculation is
1.79%.

The results of solving the test problems show that the transmis-
sion function calculations were accelerated by factor of 14.38
for graphene and of 19.92 for graphane by using the method de-
veloped here. Nevertheless, the speed of calculations is limited
by the complexity of the dependence of the transmission func-
tion on energy and the considered point of the reciprocal lattice.
The higher the rate of change in the transmission function, the
more detailed calculations are needed.

The accuracy of the results of the transmission function calcula-
tions obtained using the proposed method depends on the size
of the unit cell and the chosen reciprocal lattice vector k. The
test problems solved for graphene and graphane show that the

SO COC0 e O1O

S0 000

000

SO GG = O
OO O

5
4
g?)
)
1
910 -5 0 5 10
E, eV
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Figure 4: Graphane transmission function: a) a map of T(E) for the initial partitioning over ki, (top) and (bottom) after applying the interpolating func-
tion T(E, ky); b) averaged T(E) over all ky, (blue: interpolated, red: converged).
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discrepancy between the values of the transmission function
calculated without the developed method and with its applica-
tion was about 1-2%.

Transmission function and conductance of
2D graphene/CNT composites

Using the developed method for calculating the transmission
function we investigated the transmission functions and elec-
trical conductance of 2D graphene/CNT composites. The inves-
tigated film was modelled by two layers of graphene connected
by single-layer armchair tubes (9,9) with a diameter of 1.23 nm
(tubes of diameter 1-1.5 nm are typical for such composite ma-
terials). The distance between the tubes was equal to 2.1 nm, the
length of the tubes (i.e., the distance between the layers of
graphene) ranged from 1.1 to 2.4 nm. The graphene sheet had a
length of 2.45 nm along the X-axis and 2.13 nm along the Y-axis
for each unit cell. Figure Sa shows the atomic structure of a
pillared graphene film with an inter-tube distance of 2.1 nm.

Ey=—481

=5.0 —4.9 —4.8

Beilstein J. Nanotechnol. 2018, 9, 1254-1262.

The tubes are connected seamlessly with graphene, i.e., the
CNT smoothly passes into the graphene sheet, and the junction
contains not only hexagons, but also defects in the form of
pentagons, heptagons and octagons. In order to calculate the
electrical conductance in the X- and Y-directions, as in the case
of the graphene monolayer, a central supercell and supercell
electrodes are separated (see Figure 5b). The conductance
calculation scheme corresponds to the electronic transport along
X (along the zigzag edge) in the left figure, and along Y (along
the armchair edge) in the right figure. In this case the supercell
consists of 580 atoms with a distance between the graphene
layers of 2.4 nm. The conductance was calculated using the de-
veloped method because of the large number of atoms. The
plots of the function 7(E) averaged over all & in the case of elec-
tron transport in the X-and Y-directions are shown in Figure 5c.

Similarly, the transmission functions 7(E) were calculated for
all models of supercells of a composite on the basis of CNT

ay =21.305 A

06 E;=—481
05
804
0.3
0.2
0.1
0.0
—=5.1 5.0 —4.9 —48 —47 —4.6
E, eV

Figure 5: 2D composite of pillared graphene based on CNT (9,9) with a length of 2.4 nm: a) atomic structure; b) schematic representation of the cell
of the composite and electrodes in the case of electron transport along X (left) and Y (right); c) transmission functions along the X- (left) and Y- (right)

directions.
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(9,9) at the same distance between tubes of 2.1 nm. The conduc-
tance and resistance of the pillared graphene film were calcu-
lated based on the calculated 7(F). Table 1 shows the corre-
sponding data: tube length, number of atoms in the transmitted
cell, calculated Fermi level, conductance and resistance. The
Fermi level is in the interval (—4.88 e¢V; —4.73 ¢V), that is, it is
shifted downward compared to ideal CNTs of the same diame-
ter (—4.66 eV). Conductance and resistance behave non-monot-
onically. It can be said that the resistance oscillates around a
value of 12 kQ in the Y-direction for single-layer composites,
and around a value of 90 kQ in the X-direction only with larger
amplitude.

Similar investigations were carried out for two-layer pillared
graphene (Figure 6). The graphene sheet length was 4.8 nm
along the X-axis and 4.12 nm along the Y-axis for each unit cell.

The resistance for two-layer composites averages 10.2 kQ in the
Y-direction and 29.32 kQ in the X-direction. The difference be-
tween the resistance in the X- and Y-directions is significantly
lower for two-layer composite in comparison with single-layer
composite. The conductivity in the Y-direction has increased for
all the considered situations (see Table 2), while the conduc-
tance value decreased in the X-direction for a composite with
nanotube lengths of 1.1 and 1.84 nm.

A comparison of the plots of the transmission functions for
single-layer and two-layer composite is shown in Figure 7.

Based on obtained results, we can conclude that for the single-
layer pillared graphene film, the resistance in the direction of
the Y-axis (zigzag edge of the graphene sheet) varies insignifi-
cantly and does not depend on the distance between the
graphene layers. For a two-layer composite, the average resis-
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tance depends on the axis direction. This can be explained by
the high electrical conductance of graphene nanostructures with
a zigzag edge. The conductance of these ribbons does not
depend on the width of the ribbon and weakly depends on its
topology. In the direction of the X-axis (armchair edge of
graphene sheet), the electrical conductance of single- and two-
layer composites depends significantly on the topology of the
film. The resistance changes drastically with the increase in the
CNT length.

Conclusion

We created a new universal method for calculating the electron-
transmission function and electrical conductance at quantum
transport in composite nanomaterials. This method allows us to
investigate the electrophysical properties of atomic structures,
which contain hundreds and thousands of atoms in the trans-
mitted supercell. By the example of monolayer graphene and
graphane it was shown that the developed method significantly
reduces the calculation time of the transmission function. The
error of the calculation was equal to 0.68% and 1.79% for
graphene and graphane, respectively. A number of competitive
advantages of the proposed approach compared to other
methods in the literature are: Our approach does not use the
Dijkstra method used in [9]. There is no need to construct a dis-
tance matrix and to find the shortest path in the plot. Also, the
program implementation of our approach is simpler. Besides,
our approach ensures a higher acceleration rate in calculations
of the transmission functions of polyatomic structures. In partic-
ular, by the example of the graphene fragment, it was shown
that the calculation speed of transmission function using our ap-
proach is three times higher than the calculation speed in the
method proposed in [9]. Also, we introduce an additional part in
the runtime of calculations, not only at the post-processing
stage. The limitations of our method are that a too coarse

Table 1: Data of investigated single-layer composite films and the results of modelling.

length of the tube, nm  number of atoms in the direction of Fermi energy, eV  conductivity, yS resistance, kQ
supercell of the composite translation
0.60 400 X -4.74 135.93 7.35
Y 11.03 90.65
0.85 436 X -4.88 32.48 30.79
Y 8.32 120.12
1.10 472 X -4.85 92.21 10.85
Y 24.89 40.18
1.34 508 X -4.73 142.96 6.99
Y 10.41 96.05
1.59 544 X -4.85 72.26 13.65
Y 13.19 75.78
1.84 580 X -4.81 122.08 8.19
Y 19.8 50.5
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Figure 6: Two-layer 2D composite of pillared graphene based on CNT (9,9) with a length of 2.4 nm: a) atomic structure; b) schematic representation
of the cell of the composite and electrodes in electronic transport along X (left) and along Y (right); c) transmission functions along the X- (left) and Y-

(right) directions.

Table 2: Data of investigated two-layer composite films and the results of modeling.

length of the tube, nm  number of atoms in the direction of Fermi energy, eV  conductance, uS resistance, kQ
supercell of the composite translation
0.60 2400 X -4.712 141.26 7.08
Y 41.66 24.00
1.10 2544 X -4.798 84.82 11.79
Y 30.30 33.00
1.84 2760 X -4.781 86.06 11.62
Y 32.31 30.95

k-point sampling or a too coarse energy sampling will lead
unrealistic results, in spite of any post-processing scheme.

Using developed method we obtained new knowledge about the
electrical conductive properties of a new composite material,
namely pillared graphene. The calculated electrical conduc-
tance and resistance of the pillared graphene film showed that
the current flow is more preferable along the zigzag edge of the

graphene sheet both for single-layer and two-layer composites.
The average resistance value in this direction was 12 kQ for the
single-layer composite. This value is close to the resistance
value of an ideal nanotube. For the two-layer composite, the av-
erage resistance was 10.2-29.3 kQ depending on the direction.
This can be explained by the high electrical conductance of
graphene nanostructures with a zigzag edge. The conductance
of these ribbons does not depend on the width of the ribbon and
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Figure 7: Plots of the transmission functions for two-layer (blue) and
single-layer (red) composites (the tube length in the composite was
equal to 1.84 nm): a) in the direction of the X-axis, along the zigzag
edge; b) in the direction of the Y-axis, along the armchair edge. In ad-
dition, the values of the Fermi energy for composites are shown by
short lines of the corresponding color.

weakly depends on its topology. In the direction of the arm-
chair edge of the graphene sheet, the electrical conductance
depends significantly on the topology of the film. The resis-
tance changes drastically with the increase in CNT length.
Using the analogy with graphene nanoribbons, it can be seen
that the regularities in the electronic transport along the arm-
chair edge are determined by the width of the ribbon and its
morphology. In summary, we can conclude that the pillared
graphene films with nanotubes having a diameter of 1.23 nm
are characterized by a relatively high electrical conductivity.
Due to high strength and conductivity, these films, provided a
developed surface and pores for filling with the necessary
connections, could be successfully applied in electronic devices
and as electrodes of storage batteries.

Acknowledgements

The research described in this paper was supported by the grant
of the Russian Science Foundation #15-29-01025 and by the
Russian Presidential scholarship 2018-2020 #SP-892.2018.1.

ORCID® iDs

Olga E. Glukhova - https://orcid.org/0000-0002-5670-2058
Dmitriy S. Shmygin - https://orcid.org/0000-0002-7216-275X

Beilstein J. Nanotechnol. 2018, 9, 1254—1262.

References

1.

10.

1

-

12.

13.

14.

15.

16.

17.

Sasaki, R.; Shintani, K. MRS Adv. 2017, 2, 45-50.
doi:10.1557/adv.2016.634

. Wang, C.-H.; Fang, T.-H.; Sun, W.-L. J. Phys. D: Appl. Phys. 2014, 47,

405302. doi:10.1088/0022-3727/47/40/405302

. Wang, Y.; Zhu, Y.; Wang, F.; Liu, X.; Wu, H. Carbon 2017, 118,

588-596. doi:10.1016/j.carbon.2017.03.092

. Shahsavari, R.; Sakhavand, N. Carbon 2015, 95, 699-709.

doi:10.1016/j.carbon.2015.08.106

. Jiang, L.; Sheng, L.; Long, C.; Wei, T.; Fan, Z. Adv. Energy Mater.

2015, 5, 1500771. doi:10.1002/aenm.201500771

. Lin, J.; Zhong, J.; Bao, D.; Reiber-Kyle, J.; Wang, W.

J. Nanosci. Nanotechnol. 2012, 12, 1770-1775.
doi:10.1166/jnn.2012.5198

. Wang, Q.; Dong, Z,; Qu, L.; Yan, J.; Fan, Z. Energy Storage Mater.

2015, 1, 42-50. doi:10.1016/j.ensm.2015.09.001

. Datta, S. Quantum Transport: Atom to Transistor; Cambridge

University Press: New York, NY, U.S.A., 2005.
doi:10.1017/CB0O9781139164313

. Falkenberg, J. T.; Brandbyge, M. Beilstein J. Nanotechnol. 2015, 6,

1603-1608. doi:10.3762/bjnano.6.164

Elstner, M.; Seifert, G. Philos. Trans. R. Soc., A 2014, 372, 20120483.
doi:10.1098/rsta.2012.0483

.Elstner, M.; Porezag, D.; Jungnickel, G.; Elsner, J.; Haugk, M.;
Frauenheim, T.; Suhai, S.; Seifert, G. Phys. Rev. B 1998, 58,
7260-7268. doi:10.1103/PhysRevB.58.7260

Pecchia, A.; Penazzi, G.; Salvucci, L.; Di Carlo, A. New J. Phys. 2008,
10, 065022. doi:10.1088/1367-2630/10/6/065022

Open multiprocessor software package for molecular modelling
"KVAZAR". http://nanokvazar.ru/ (accessed Oct 31, 2017).

Kohler, C.; Seifert, G.; Frauenheim, T. Chem. Phys. 2005, 309, 23-31.
doi:10.1016/j.chemphys.2004.03.034

Aradi, B.; Hourahine, B.; Frauenheim, T. J. Phys. Chem. A 2007, 111,
5678-5684. doi:10.1021/jp070186p

Humphrey, W.; Dalke, A.; Schulten, K. J. Mol. Graphics 1996, 14,
33-38. doi:10.1016/0263-7855(96)00018-5

VMD - Visual Molecular Dynamics, molecular graphics software for
MacOS X, Unix, and Windows. http://www.ks.uiuc.edu/Research/vmd/
(accessed Oct 31, 2017).

License and Terms

This is an Open Access article under the terms of the
Creative Commons Attribution License
(http://creativecommons.org/licenses/by/4.0), which

permits unrestricted use, distribution, and reproduction in
any medium, provided the original work is properly cited.

The license is subject to the Beilstein Journal of
Nanotechnology terms and conditions:
(https://www.beilstein-journals.org/bjnano)

The definitive version of this article is the electronic one
which can be found at:
doi:10.3762/bjnano.9.117

1262


https://orcid.org/0000-0002-5670-2058
https://orcid.org/0000-0002-7216-275X
https://doi.org/10.1557%2Fadv.2016.634
https://doi.org/10.1088%2F0022-3727%2F47%2F40%2F405302
https://doi.org/10.1016%2Fj.carbon.2017.03.092
https://doi.org/10.1016%2Fj.carbon.2015.08.106
https://doi.org/10.1002%2Faenm.201500771
https://doi.org/10.1166%2Fjnn.2012.5198
https://doi.org/10.1016%2Fj.ensm.2015.09.001
https://doi.org/10.1017%2FCBO9781139164313
https://doi.org/10.3762%2Fbjnano.6.164
https://doi.org/10.1098%2Frsta.2012.0483
https://doi.org/10.1103%2FPhysRevB.58.7260
https://doi.org/10.1088%2F1367-2630%2F10%2F6%2F065022
http://nanokvazar.ru/
https://doi.org/10.1016%2Fj.chemphys.2004.03.034
https://doi.org/10.1021%2Fjp070186p
https://doi.org/10.1016%2F0263-7855%2896%2900018-5
http://www.ks.uiuc.edu/Research/vmd/
http://creativecommons.org/licenses/by/4.0
https://www.beilstein-journals.org/bjnano
https://doi.org/10.3762%2Fbjnano.9.117

( J BEILSTEIN JOURNAL OF NANOTECHNOLOGY

New 2D graphene hybrid composites
as an effective base element of optical nanodevices

Olga E. Glukhova'', Igor S. Nefedov23, Alexander S. Shalin?
and Michael M. Slepchenkov’

Letter

Address: Beilstein J. Nanotechnol. 2018, 9, 1321-1327.

Department of Physics, Saratov State University, Astrakhanskaya doi:10.3762/bjnano.9.125

street 83, 410012 Saratov, Russia, 2Laboratory Nanooptomechanics,

ITMO University, St. Petersburg, 197101, Russia and 3Aalto Received: 01 November 2017

University, School of Electrical Engineering, P.O. Box 13000, 00076 Accepted: 29 March 2018

Aalto, Finland Published: 30 April 2018

Email: This article is part of the Thematic Series "Light-Matter interactions on the

Olga E. Glukhova” - glukhovace@info.sgu.ru; Igor S. Nefedov - nanoscale".

igor.nefedov@aalto.fi; Alexander S. Shalin - alexandesh@gmail.com;

Michael M. Slepchenkov - slepchenkovm@mail.ru Guest Editor: M. Rahmani

* Corresponding author © 2018 Glukhova et al.; licensee Beilstein-Institut.
License and terms: see end of document.

Keywords:

absorption coefficient; 2D CNT—graphene hybrid nanocomposite;
optical conductivity; optical nanodevices; topological models

Abstract

For the first time, we estimated perspectives for using a new 2D carbon nanotube (CNT)—graphene hybrid nanocomposite as a base
element of a new generation o optical nanodevices. The 2D CNT—graphene hybrid nanocomposite was modelled by two graphene
monolayers between which single-walled CNTs with different diameters were regularly arranged at different distances from each
other. Spectra of the real and imaginary parts of the diagonal elements of the surface conductivity tensor for four topological
models of the hybrid nanocomposite have been obtained. The absorption coefficient for p-polarized and s-polarized radiation was
calculated for different topological models of the hybrid nanocomposite. It was found that the characteristic peaks with high intensi-
ty appear in the UV region at wavelengths from 150 to 350 nm (related to graphene) and in the optical range from 380 to 740 nm ir-
respective of the diameter of the tubes and the distance between them. For waves corresponding to the most intense peaks, the
absorption coefficient as a function of the angle of incidence was calculated. It was shown that the optical properties of the hybrid

nanocomposite were approximately equal for both metallic and semiconductor nanotubes.

Findings
The applicability of graphene hybrid nanocomposites in the these hybrid nanocomposites as electro-optic materials for
field of optical communications has been hinted to by the active  optical modulators of different types has been demonstrated

research for the last six years, in which the unique properties of  [1-4]. One of the newest and hitherto only little investigated
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modifications of graphene is a 2D-hybrid composite composed
of graphene monolayers and CNTs covalently bonded to them
[5-8]. The hybrid 2D film exhibits high performance as photo-
sensitive element of photodetectors in the range of 100-700 nm.
It was found that a single photon absorbed by the film induces
electron transport of 10° electrons, and the response time
amounts to ca. 100 microseconds [9]. It should be noted that
modern synthesis technologies for such composites have
allowed us to provide “cross-linking” between CNTs and
graphene during synthesis without further scattering of charge
carriers by defects [10,11].

The purpose of this work is the evaluation of perspectives for
using the new 2D CNT-graphene hybrid nanocomposite as a
base element of new optical nanodevices. Predictive in silico in-
vestigations were carried out using the popular and reliable
quantum-mechanical SCC DFTB method [12,13]

The 2D CNT—graphene hybrid film was modelled by two
graphene monolayers between which single-walled CNTs with
different diameters were regularly arranged at different dis-
tances from each other. As was shown earlier [14], the compos-
ites with zigzag tubes (n, 0) (n = 10, 12, 14, 16, 18, 20) at a dis-
tance of 9—15 hexagons (with the step equal to unity) between
them are thermodynamically stable. In this work, two compos-
ite models for the tubes (12,0) and (18,0) with metallic conduc-
tivity, and two models of semiconducting tubes (14,0) and
(16,0) have been considered. These topological forms were pre-
viously discovered by experimental investigations [11]. The
atomistic model of the composite unit cell was obtained by
means of the original “method of magnifying glass” described
in detail in [14] using the SCC DFTB method. Figure 1 shows a
general view of the composite fragment with its unit cell. Blue
balls mark atoms of CNT, black balls mark atoms of graphene.

Investigation of the interaction with the incident electromag-
netic waves (EMW) in the optical, UV, and IR ranges was per-

formed based on Maxwell's equations. Figure 2 shows one of

Beilstein J. Nanotechnol. 2018, 9, 1321-1327.

the configurations for the wave vector of the incident wave with
respect to the atomic cell of the hybrid nanocomposite. In this
case a plane electromagnetic wave with the wave vector & falls
on the composite, which lies in the XZ-plane. The angle 0 is the
angle of incidence, the vectors E and H correspond to the elec-
tric field strength and magnetic field strength, respectively. The
host medium is vacuum. In this configuration the wave is

p-polarized (or E-wave).

E-wave
(p-polarized)

plane XZ

\\
—

Figure 2: A fragment of the 2D CNT—graphene hybrid nanocomposite
and configuration of an incident electromagnetic wave.

To determine the coefficient of reflection, transmission and
absorption, Maxwell's equations for the electric and magnetic
fields in a vacuum with the 2D CNT—graphene composite as an
interface have been considered. Assuming a plane-wave solu-

tion, Maxwell's equations can be written in the form

kxE =oH,

1
kxH =-oE, M

where E and H are the electric and the magnetic field strength,

respectively, Kk is the wave vector and o is the frequency of the

unit cell

Figure 1: Topological model of 2D CNT-graphene hybrid nanocomposite.
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incident electromagnetic radiation. The following boundary

conditions were specified at the interface:

nX(El—Ez)ZO,

@
nx(H;-H,)=j,

where j = oy, Ey + 0,,E), is the surface current density in the
hybrid nanocomposite, induced by the incident radiation, o,
and o), are the components of the 2D surface conductivity
tensor. The indices 1 and 2 refer to the fields in the half-spaces
z>0and z < 0, respectively, n is a normal vector to the surface.
In future, we intend to solve the boundary-value problem for the
two separate cases of the polarization of the incident radiation,
either parallel to the plane of the incident radiation (p-polariza-
tion) or normal (s-polarization). A well-known scheme for ob-
taining the relations between the amplitudes of the incident,
refracted and reflected s- and p-polarized waves when passing
through the interface based on Maxwell's equations was used
[15]. Assuming a value of the amplitude of the electric field
equal to 1, one can write for the case of a p-polarized wave:

E' =1+R,

3)
E} =T,

where R and T are the reflection and the transmission coeffi-
cient, respectively. Due to continuity of the tangent compo-
nents of the electric field at the composite surface one can write:

1+R=T. 4)

For the tangent components of the magnetic field at the com-

posite surface one can write:

1-R-T
——=J,=0,(+R), )
Zy

where Zj is the characteristic impedance of free space and J, is
the x-component of the surface current density vector. The final
expression obtained for the reflection and transmission coeffi-
cients, R and 7, in the case of a p-polarized incident wave takes

the following form:

_ _GxeO
2+6, 7
_ 2
2 + GXXZO

(6)
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and in the case of s-polarization

_ 6,2
2+ nyZO
_ 2
2+ nyZO

0

where Zg is defined for the p-polarized wave as
Zy = Ex/H, = n-cosf, and for the s-polarized wave as
Zy = —E,/H, = n/cos0, where 0 is the angle of incidence
n = 120% Q is the input impedance of vacuum. Taking into
account expressions for the reflection and transmission coeffi-
cients, is it possible to find the absorption coefficient by the

following formula

A=1-|RP? -T2 ®)

To calculate the elements of the complex optical conductivity
tensor, the Kubo—Greenwood formula [16] that determines the
conductivity as a function of photon energy Q was used. It can
be written as [17]:

N B (1) B (k)

28%h 1 3y
imgscell Ny keBZm,n E, (k) - E, (K)+Q+ in

ol 00 -u]- [ £, (0 -p]
E,(k)-E,, (k)

GOLB (Q) =
©)

s

where f3(x) = 1/{1 + exp[B(x — w)]} is the Fermi-Dirac function
of the chemical potential p with the inverse of the thermal
energy B = 1/kgT; Sceil is the area of the supercell; Ny is the
number of k-points needed to sample the Brillouin zone (BZ);
f’;’" and 13[3'”” are the matrix elements corresponding to the a-
and B-components of the momentum operator vector; m, and e
are the free-electron mass and electron charge; £,(k) and E,,(k)
and are the sub-band energies of, respectively, valence band and
conductivity band. The spin degeneracy is already taken into
account in the above equations by the factor 2, 1 is a phenome-
nological parameter characterizing electron scattering pro-

CEsses.

To calculate the elements of the impulse matrix ﬁ(:'m (k), the
known substitution P(k)— (m, /h)VkI:I(k) was used, where
H (k) is the Hamiltonian. The detailed description for the calcu-
lation of the matrix elements of the momentum operator is
given in [18]. The Hamiltonian was constructed within the SCC
DFTB2 method. Figure 3 and Figure 4 show the spectra of the
real and imaginary parts of the diagonal elements of the surface

conductivity tensor for four topological models of 2D
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Figure 3: The optical conductivity of 2D CNT—graphene hybrid nanocomposites with an intertube distance of 13 hexagons in the direction perpendicu-
lar to the nanotube axis. The insets on the right side show the graphs of optical conductivity for the wavelength range of 190-260 nm.

0.2 1
0.28 5 i (12,0)
. ~ 0.
Q
0.24 — &
] >
Y
0.2 —
5 | E
% . 0.2 0.25
g 0.16 o3l XS 2 0225 0.
> 1 0 04 08 1.2 1.6 2 (28— Wave length, um
b>‘0.12 = Wave length, um '
P i & 0.24
& %
0.08 — E 0.2
| 20.16
0.04 — <)
] & 0.12
0 LA L L N L L L L B LI L | 008 T T T T I
0 02040608 1 12 14 16 1.8 2 02 0225 (5

Wave length, um

Wave length, um

Figure 4: The optical conductivity of 2D CNT—graphene hybrid nanocomposites with an intertube distance of 13 hexagons along the nanotube axis.
The insets on the right side show the graphs of optical conductivity for the wavelength range of 190-260 nm.

CNT-graphene hybrid nanocomposites with an intertube dis-
tance of 13 hexagons and four types of CNTs. An analysis of
the spectrum profile for both tensor elements indicates the pres-
ence of prominent peaks in the wavelength range from 190 to
260 nm. The appearance of these peaks is due to the manifesta-
tion of pure graphene in the 2D CNT—graphene hybrid nano-
composite, so these peaks have a greater intensity for all the

considered topological models hybrid nanocomposites. At the
same time the spectrum profile of o, is similar to the spectrum
of graphene, while the spectrum of o,, has complex and
multiple peaks. As previously shown [14], a complex profile of
the conductivity spectrum along the nanotube axis is due to the
influence of nanotubes. The appeared multiple peaks are char-

acteristic for the conductivity spectrum of isolated individual
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CNTs. It should also be noted that the intensity of the maximum
peak, observed at a frequency of 6 eV (206.6 nm) for pure free
graphene, is reduced with the appearance of graphene ripple
during the formation of the hybrid nanocomposite. As a result,
the intensity of the peaks of the CNT—graphene film is higher
than that of pure graphene and individual nanotubes (for details
see Figure 6 in [14]).

Special attention should be paid to the peak of great intensity
observed in the wavelength range of 800—830 nm for models
with tube (16,0) (Figure 4). One can expect unusual properties
of the hybrid nanocomposite when interacting with an incident
electromagnetic wave in this range, in particular for reflected
and absorbed waves. For other intertube distances the spectra

are similar with only minor changes.

The calculation results of the absorption of electromagnetic
waves of the CNT—graphene hybrid nanocomposite are
presented in Figure 5 and Figure 6. These figures show two
cases of the polarization for different topological models of the
hybrid nanocomposite. Figure 5 shows the profile of the absorp-
tion coefficient (4) for four types of the tubes with an intertube
distance of 13 hexagons, and Figure 6 presents the models of
CNT-graphene hybrid nanocomposites with tube (18,0) at four
intertube distances: 9, 11, 13 and 15 hexagons.

The analysis of the diagrams in Figure 5 and Figure 6, and also
analysis of the calculated data for other models of the compos-
ite indicate characteristic peaks with high intensity for all topo-
logical models of CNT—graphene hybrid nanocomposites in the

Beilstein J. Nanotechnol. 2018, 9, 1321-1327.

UV region at wavelengths from 150 to 350 nm (due to the
graphene) and in the optical range from 380 to 740 nm. Intense
peaks are absent in the IR region. The presence of the peaks
with high intensity is typical for graphene at wavelengths from
150 to 250 nm, so the presence of peaks in the UV region is
inevitable in this range. However, the maximum absorption of
graphene is less than that of the CNT—graphene hybrid nano-
composite by almost 100%, i.e., the composite is more promis-

ing for the use in optical nanodevices than pure graphene.

For wavelengths corresponding to the most intense peaks, a
diagram of the dependence of absorption coefficient
(Equation 8) on the angle of incidence was calculated for two
cases: 1) the wave vector lies in the XZ-plane; 2) the wave
vector lies in the YZ-plane. Figure 7 shows the change in the
absorption coefficient for two types of polarized waves inci-
dent at different angles on the film of tubes (18,0) between the
graphene sheets at a distance of 13 hexagons from each other.
Diagrams for wavelengths of 250, 388, 454, 524 and 637 nm
were calculated. These values were chosen in accordance with
the calculated graphs, similar to Figure 5 and Figure 6. This
choice was due to perspectives for using the investigated
CNT-graphene hybrid nanocomposite film as a working part of
optical antennas or polarizers. According to Figure 7 for all
wavelengths the maximum absorption is observed for a p-wave
at incidence angles of 85—87° for the irradiation in the YZ-plane,
and at angles of 85-90° for the irradiation in the XZ-plane. The
absorption reaches values of 45-50% at these angles of inci-
dence. Thus, one can say that the optical properties of the com-
posite do not explicitly depend on the type of the tubes.
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4 o T ©
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Figure 5: The absorption coefficient of 2D CNT—graphene hybrid nanocomposites with an intertube distance of 13 hexagons. The insets on the right
side show the absorption coefficient for the wavelength range of 190-260 nm.
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insets on the right side show the absorption coefficient for the wavelength

range of 190-260 nm.
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Figure 7: Absorption coefficient of a 2D CNT—graphene hybrid nanocomposite (tube (18,0), 13 hexagons intertube distance) as a function of the

angle of incidence at different wavelengths.

In summary, it can be concluded that the new 2D
CNT-graphene hybrid nanocomposite is very promising for
optoelectronic devices. In particular, the established regularities
of change in absorbance as a function of the angle of incidence
of the electromagnetic wave allows us to suggest the possibility
of using the CNT—graphene film as a polarizer for electro-
optical and magneto-optical thin film modulators. The

advantages of such polarizers are a wide spectral range and low
loss.
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Abstract

The permittivity and permeability of a cut-wire sandwich structure can be controlled by laterally shifting the upper and lower
layers. The use of this process for designing specific application-oriented devices may lack clear-cut guidelines because the lateral
misalignment will significantly change the permittivity and permeability simultaneously. Therefore, in this work, we designed,
fabricated and characterized a cut-wire sandwich device capable of tailoring the polarization and magnetization separately, thereby
providing a promising recipe for achieving specific application objectives, such as a high-performance absorber. Accumulated
charges effectively provided the polarization at the edge of cut-wires, and the surface current density on the cut-wires at top and
bottom layers effectively generated the magnetization. By controlling and optimizing the geometrical configurations of the entire
sandwich device (without lateral misalignment), the impedance could be matched to that of free space while generating a large
imaginary part in the refractive index. This work characterizes the absorption performance of such sandwich structures in the tera-
hertz regime. This mechanism could be further extended to other metamaterial devices in the terahertz and other frequency ranges
because polarization and magnetization can now be selectively controlled in a straightforward manner.

Introduction

The terahertz spectrum is located between the infrared and research fields such as medical imaging [1-3] and security ap-
microwave spectrum. This part of the spectrum has unique plications [4].
properties, such as being non-ionizing and subject to consider-
ably less Rayleigh scattering than the visible or infrared spec- Optical [5-7] and microwave metamaterials [8-10] have been

trum [1]. The terahertz spectrum has been widely used in intensively investigated in the past decades. Although detecting
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the terahertz wavelengths is somewhat difficult, through the de-
velopment of terahertz detection technology, the study of tera-
hertz metamaterials has been reported as early as 2004 [11],
which is earlier than the study of optical metamaterials.

The materials consist of multiple tiny metallic structures fabri-
cated on dielectric substrates for metamaterial applications. The
length of the tiny metallic structures of terahertz metamaterials
is usually approximately hundreds of micrometers [12-14],
which is much smaller than the wavelength of the terahertz
electromagnetic (EM) wave. Thus, such structures can be
considered a homogeneous medium from the perspective of the
EM wave. The existence of multiple metallic structures in a
device may affect the EM properties, such as permittivity and

permeability.

Several works on metamaterial absorbers have been presented
such as split-ring resonators [15], electric-field-coupled (ELC)
resonators [16], lossy cut-wire bars [17], and donut-type
resonators [18]. Most previous works on the perfect absorber
have been explained by interference theory [19-23], for exam-
ple that presented by Chen [19] who described a perfect meta-
material absorber based on the interference theory. He demon-
strated numerical simulations and analytical calculations of the
metamaterial absorber. The design of the metamaterial absorber
comprised two parts: a metallic plane, which serves as the back-
ground, and the metamaterial structure. The two parts are sepa-
rated by a dielectric spacer. Another necessary condition found
was that absorbers can be achieved by increasing the imaginary
part of the refractive index and matching the impedance of the
metamaterial with air impedance [24,25].

Cut-wire and split-ring structures are often used as electric
resonators that can control the permittivity of a metamaterial
[26-28]. By using a cut-wire sandwich structure, the perme-
ability can be controlled due to the existence of a looping sur-
face current between the cut-wire structures. The cut-wire struc-
ture is sensitive to polarization. Symmetric geometries are re-
quired to produce a metamaterial with arbitrary polarization.
The cross-shaped structure is one example of a symmetric ge-
ometry that is based on the cut-wire structure and has been used
to design terahertz absorbers [29]. The star-shaped structure is
another structure with a symmetric geometry that is based on
the cut-wire structure. One of the unique features of the star-
shaped structure is its capability to exhibit more than one reso-
nance peak [30].

Presently, the permittivity and permeability of the cut-wire
sandwich structure can be adjusted by laterally shifting the
upper and lower layers of the cut-wire structure [27,31,32]. The

symmetric breaking in cut-wire sandwich structures can simul-

Beilstein J. Nanotechnol. 2018, 9, 1437—-1447.

taneously generate negative values for permittivity and perme-
ability [27,32], thereby making a perfect lens [33]. The cut-wire
sandwich structure can be organized to achieve another specific
application objective, that is, a high-performance absorber. By
controlling and optimizing the geometrical configurations of the
entire sandwich device without lateral misalignment, the imped-
ance can be matched to that of free space while generating a

large imaginary part in the refractive index.

In this work, we theoretically and experimentally studied the
absorbance of a thin terahertz metamaterial that was based on
the cut-wire sandwich structure, which was demonstrated to
generate polarization and magnetization simultaneously. By
using cut-wire sandwich structures, we could control the
permittivity and permeability of the metamaterial to match its
impedance to that of free space and realize a high imaginary
refractive index value. Simple cut-wire, cross-shaped and star-
shaped sandwich structures, composed of one, two, and four
metallic cut-wire bars, respectively, are presented in this paper.
By arranging the cut-wire structure on a unit cell, we could
obtain a metamaterial absorber with a specific polarization
response (arbitrary response or sensitive response) and a specif-

ic resonance feature.

Experimental

Figure 1a illustrates the geometry of the cut-wire sandwich
structure. The width of the gold metallic bar (W), the length of
gold metallic bar (L), the gap size between two unit cells (g),
the thickness of the gold metallic bar (Z), the thickness of
the dielectric (polyimide (PI)) (Z4), and the lattice constant
(D=L + g)are 20 um, 100 pm, 5 pum, 100 nm, 5 pm and
105 pm, respectively. Gold was selected for the metallic bars to
ensure good conductivity and avoid oxidation in air. We fabri-
cated three samples: cut-wire (Figure 1b), cross-shaped
(Figure 1¢) and star-shaped sandwich structures (Figure 1d). ¢
is the angle that described the EM polarization direction. The
cross-shaped sandwich structure was composed of two cut-
wires that were arranged perpendicular to each other. The star-
shaped sandwich structure was composed of four cut-wires that
were arranged every 45° of ¢.

The impedance (z) and refractive index (n) are the two main pa-
rameters that describe the EM properties of a material and can
be defined as z =/, /e, and n= \/E , respectively, where &;
and , are the relative permittivity, and relative permeability, re-
spectively. The relative permittivity of the material can be
defined as g, =1 + (P / &.E ), and the relative permeability can
be defined as . = 1 + M/ H, where E, H, P, and M are the elec-
tric field, magnetic field, polarization, and magnetization [12],
respectively. Magnetization and polarization are two factors that

can be used to tailor the relative permeability and relative
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Layer 1
Layer 2

Figure 1: a) lllustration of cut-wire sandwich structure. W, L, g, Z4 and Zg are width of cut wire (20 pm), length of cut wire (100 um), the gap size of cut
wire with its neighbor (5 um), polyimide substrate thickness (5 um), and tge cut-wire structure thickness (100 nm), respectively. D is the lattice con-
stant (D = L + g). b) Sample 1: cut-wire sandwich structure, c) Sample 2: cross-shaped sandwich structure, d) Sample 3: star-shaped sandwich struc-

ture.

permittivity, respectively. The important parameters of a cut-
wire sandwich structure are the gap size between two unit cells
and the thickness of the dielectric spacer. Accumulation charge
is located at the edge of the arm and generates a very large elec-
tric dipole moment, which then leads to a large effective permit-
tivity. The effective permittivity increases with a decrease in
gap width [12]. The anti-parallel surface current density on the
gold electrode line at layer 1 and 2 effectively generate magne-
tization, which results in a large effective permeability. Both
cut-wire structures were separated by a thin polyimide (PI)
layer. To match the impedance of the metamaterial to that of
free space, the effective permittivity should be equal to the
effective permeability at the desired frequencies.

Samples with area of 10 x 10 mm were fabricated. First, a PI
layer (Yi Dun New Materials, Suzhou Co., Ltd.) was spin-
coated on a silicon wafer and then baked on a hot plate at 80 °C,
120 °C, 180 °C and 250 °C for 5, 5, 5 and 20 min, respectively.
Then, standard photolithography was performed [34,35], and
another Ti/Au layer (30/100 nm) was deposited onto the PI sub-
strate by electron beam evaporation. A standard lift-off process
was employed to enable the formation of the final metallic
pattern. The second layer was fabricated by repeating the above
processes. The final process involved peeling off the cured PI
layer from the silicon wafer. Figure 2 exhibits microscopy
images of the fabricated samples.

Results and Discussion

The absorbance (4(®)) of the material was calculated from the
reflectance (R(w)) and transmittance (7(®)) by using the
following equation: 4(®) = 1 — R(®) — T(®). Smith et al. [36]
defined transmittance and reflectance as

o) =l (w) <] i
rle)=he) cos(nkod)—(lz+ijsin(nk0d)‘ .
and

’(o)=plof (L Jmtmoa] . @)

Where #(o), r(®), n, ky, d and z are the transmissivity, reflec-
tivity, refractive index, wave number in free space, substrate
thickness and impedance, respectively. In the matching air
impedance condition (i.e., z = 1 + i0), the reflectance would be
zero and Equation 1 is expressed as

i i
1 @

| !
- |cos(nk0d)—isin(nk0d)|

|
- |exp(—i(nr +ini)k0d

T(w)
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Figure 2: Microscopy images of the fabrication samples: a) Cut-wire sandwich structure, b) cross-shaped sandwich structure, and c) star-shaped

sandwich structure.

where n, and n; are the real and imaginary parts of the refrac-
tive index, respectively. Equation 3 can be simplified as

1 1

r(o)-] _
(@) |exp (mikod )exp(—inkod )| exp(2nikod)

Q)

Equation 4 shows that a high imaginary refractive index is re-
quired to achieve zero transmittance. To achieve high absor-
bance, the impedance of the metamaterial should match the air
impedance and the imaginary part of the refractive index value
should be high.

The electrical properties of the thin metallic bar deposited on
the substrate strongly deviated from that of the bulk metallic
[37]. The Drude model [38] was used for calculating the permit-
tivity of thin gold metallic bars in the software CST microwave
studio [39], where

®
_ p,Au
SAu(CO)_l_ 2 . 4

o +10l'y,

with ©p Ay = 1.38 x 1016 rad/s and T, = 0.11 x 1013 57!, @,
®p Au and I'py are the angular frequency, angular plasma fre-
quency of gold, and damping constant of gold, respectively.
Figure 3 presents the reflectance—transmittance—absorbance
(RTA) simulation result of cut-wire (Figure 3a), cross-shaped
(Figure 3b) and star-shaped sandwich structures (Figure 3c).
The simulation results of the cut-wire sandwich structure exhib-
ited a narrow absorbance of 63% at 0.78 THz. The absorbance
of the cross-shaped sandwich structure reached 78% at
0.82 THz. The full width at half maximum absorbance of the
cut-wire sandwich structure and that of the cross-shaped sand-
wich structure are 0.05 and 0.06 THz, respectively. The narrow
absorbance of these structures may due to the conductivity of

the thin metallic bar. The frequency peak of the absorbance of
the cut-wire sandwich structure differed from that of the cross-
shaped sandwich structure, and this discrepancy could be ex-
plained as follows. The existence of the cut-wire width of the
cross-shaped sandwich structure at ¢ = 90° reduced the metallic
bar length parallel to the external electric field by a few
micrometers, thereby, increasing the resonance frequency.
Figure 4 shows the simulation result of the absorbance differ-
ence as the cut-wire width (w1) of the cross-shaped sandwich
structure at ¢ = 90° was varied from 5 pm to 20 pm. The fre-
quency peak of the absorbance of the cross-shaped sandwich
structure decreased to near that of the cut-wire sandwich struc-
ture when the cut-wire width of the cross-shaped sandwich
structure at ¢ = 90° was decreased. This change in cut-wire
width of the cross-shaped sandwich structure at ¢ = 90°
resulted in an alteration of the polarization and magnetization
on the unit cell and thus altered the absorbance magnitude and
location of the frequency peak. The surface current flowed only
on the cut wire that was parallel to the external electric field.
Meanwhile, no surface current flowed along on the cut wire at
¢ = 90° on the cross-shaped sandwich structure. Consequently,
polarization and magnetization were generated only on the cut
wire that was parallel to the external electric field. The star-
shaped sandwich structure had three absorbance peaks: 78% at
0.81 THz, 43% at 1.31 THz and 45% at 1.5 THz. The full width
at half maximum absorbance of the star-shaped sandwich struc-
ture at 0.81 THz was 0.06 THz, which is close to that of the cut-
wire sandwich structure. The direction of the surface current
flow was parallel to the external electric field at 0.81 THz on
the star-shaped sandwich structure, and this pattern was similar
to that of the cross-shaped structure. At 1.31 THz, the surface
current flow was along the cut wire not only at ¢ = 0°, but also
at ¢ = 45°. Magnetization was generated on the cut wire at
¢ = 45° at 1.33 THz because an anti-parallel surface current
existed on both cut-wires at ¢ = 45°. The surface current flow
direction at 1.5 THz was opposite to that at 1.31 THz.
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Figure 3: Reflectance—transmittance—absorbance (RTA) simulation
results: a) Cut-wire sandwich structure, b) cross-shaped sandwich
structure, and c) star-shaped sandwich structure.

The scattering parameters (S-parameters) were used to extract
the EM properties of the proposed absorber [36,40]. The refrac-
tive index and impedance were obtained using Equation 5 and
Equation 6 [40] as
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Figure 4: The simulation result of the absorbance difference for the
cut-wire width of the cross-shaped sandwich structure at ¢ = 90° with
w1 varying from 5 pm to 20 um.

®)

exp(inkgd) = X +iN1- X2, (6)

where X = (1/ 285131 = 8§12 + S212). The metamaterial was
considered a passive medium; hence, the sign in Equation 5 and
Equation 6 was determined according to z, > 0 and n; > 0, where
z; is the real part of the impedance. The refractive index and
impedance are related to permittivity and permeability by the
relations € = n / z and p = nz [36,40]. Figure 5a—c presents the
EM properties of the cut-wire, cross-shaped and star-shaped
sandwich structures, respectively. The narrow band absorbance
was obtained by matching the impedance of the absorber with
the impedance of air, thus realizing a high imaginary part of the
refractive index at absorption frequencies. To achieve an
impedance that was close to that of air, the permeability (i)
value should approach the permittivity (¢) value. The black and
red curves in Figure 5 represent the real and imaginary values,
respectively. Figure 5a shows that the p (real), € (real), u (imag-
inary) and € (imaginary) parts of the cut-wire sandwich struc-
ture at 0.78 THz were —38.62, 12.4, 33.13 and 6.88, respective-
ly. The Z value of the cut-wire sandwich structure at 0.78 THz
was 1.08 +11.55, which was close to the impedance of air, i.e.,
1 +10. The refractive index (n) of the cut-wire sandwich struc-
ture at 0.78 THz was 2.71 + i26.72. The imaginary part of the
refractive index of the cut-wire sandwich structure was high and
could thus yield low transmittance. The Z-value of cross-shaped
structure at 0.82 THz and the star-shaped sandwich structure at
0.81 THz were 1.48 + i1.15 and 1.18 + i0.75, respectively,
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Figure 5: Permeability (u), permittivity (€), refractive index (n), and impedance (Z) properties of: a) Cut-wire sandwich structure, b) cross-shaped
sandwich structure, and c) star-shaped sandwich structure. The black and red curves represent the real and imaginary part of each value, respective-
ly.
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which were also near the air impedance value and thus could
yield a low reflectance. The absolute Z-values of the cut-wire
sandwich structure at 0.78 THz, the cross-shaped sandwich
structure at 0.82 THz and the star-shaped sandwich structure at
0.81 THz were 1.89, 1.87 and 1.4, respectively. The absolute
Z-values of the star-shaped sandwich structure were the closest
to the absolute air impedance value of 1, and thus yielded the
lowest reflectance of all samples. The reflectance of the cut-
wire sandwich structure at 0.78 THz was slightly higher than
that of the cross-shaped sandwich structure at 0.82 THz because
the absolute Z-value of the cross-shaped structure was closer to
the absolute air impedance value as compared to that of the cut-
wire sandwich structure. The n-values of the cross-shaped struc-
ture at 0.82 THz and the star-shaped sandwich structures at
0.81 THz were 8.94 +124.79 and 19.59 + 114.96, respectively.
The imaginary part of the refractive index of the star-shaped
sandwich structure at 0.81 THz is lower than that of the cut-
wire sandwich structure at 0.78 THz and the cross-shaped sand-
wich structure at 0.82 THz. The transmittance of the star-shaped
sandwich structure at 0.81 THz could not reach zero due to the
small value of the imaginary part of the refractive index. The
Z-values of the star-shaped sandwich structure at 1.31 THz and
1.5 THz were 1.01 —i1.51 and 0.87 —10.98, respectively. These
values were close to the impedance of air, and therefore, were
able to achieve a low reflectance. The imaginary parts of the
refractive index of the star-shaped sandwich structure at
1.31 THz and 1.5 THz are 7.99 and 5.64, respectively. These
figures were much lower than the imaginary part of refractive
index of the star-shaped sandwich structure at 0.82 THz. There-
fore, the transmittance of the star-shaped sandwich structure at
1.31 THz and 1.5 THz was higher than that of the star-shaped
sandwich structure at 0.82 THz.

Figure 6a—c presents the peak magnitude of the electric and
magnetic fields of the cut-wire, cross-shaped and star-shaped
sandwich structures, respectively. The frequencies of the peak
values of the electric and magnetic fields were similar to those
of the absorbance peaks. This condition indicated the existence
of a high absorption when the high electric field and magnetic
field are stored on the metamaterial structure. The electric and
magnetic field distributions are presented in the inset of
Figure 6. The electric field distribution showed that the
maximum value of the electric field was at the gap between two
unit cells. The magnetic field distribution showed that the
maximum value of the magnetic field was between layers 1 and
2. The anti-parallel surface in the gold metallic bars on layers 1
and 2 generated magnetization. The maximum value of the elec-
tric and magnetic fields was found here, while the Z-values of
the samples were close to the impedance of air and the imagi-
nary value of the refractive index was high at a similar frequen-

cy (Figure 5). Figure 7a—c presents the simulation results of ab-
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Figure 6: The peak value of electric field and magnetic field of: a) Cut-
wire sandwich structure, b) cross-shaped sandwich structure, and

c) star-shaped sandwich structure. The insets of (a—c) in each panel
show electric and magnetic field distributions of the cut-wire sandwich
structure at 0.78 THz, cross-shaped sandwich structure at 0.82 THz,
and star-shaped sandwich structure at 0.81 THz, respectively.

sorbance with different polarization directions for the cut-wire,
cross-shaped and star-shaped sandwich structures, respectively.
The cut-wire sandwich structure was demonstrated to be a

metamaterial with sensitive polarization. Figure 7a shows that
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Figure 7: The simulation result of the absorbance difference for polarization angles from 0° to 90° of: a) Cut-wire sandwich structure, b) cross-shaped
sandwich structure, and c) star-shaped sandwich structure.
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the absorbance of the cut-wire sandwich structure was zero
when the external electric field was rotated by ¢ = 90°. The EM
wave was fully transmitted through the cut-wire sandwich struc-
ture when the external electric field is rotated by ¢ = 90°
because polarization and magnetization were not generated.
Meanwhile, the cross-shaped and star-shaped sandwich struc-
tures presented metamaterials with arbitrary polarization. The
absorbance of these structures presented an identical perfor-

mance when the external electric field was arbitrarily polarized.

A commercial terahertz time domain spectrometer (Zomega-
Z3), whose available spectrum range was from 0.3 THz to
3.0 THz, was applied to characterize the transmission and
reflection of the designed absorber. All measurements were
conducted in a nitrogen environment (humidity less than 1%) at
25 °C. We first recorded the waveform reflected from an
opaque gold film as reference for the reflection. For the trans-
mission reference, we recorded the waveform transmitted with-
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out any sample. Figure 8a—c presents the measured RTA results
of the cut-wire, cross-shaped and star-shaped sandwich struc-
tures, respectively. The measured absorbance reached the peak
value of 55% at 0.85 THz for the cut-wire sandwich structure,
68% at 0.89 THz for the cross-shaped sandwich structure, and
75% at 0.89 THz for the star-shaped sandwich structure. The
reduction of the measured resonance frequencies and the
slightly reduced absorbance measurement results in all of the
samples were due to fabrication inaccuracies. The corner of the
metallic bar structure was slightly rounded (Figure 2) and the PI
thickness were slightly different than anticipated. The EM prop-
erties of the samples were also altered due to inaccuracies in the
fabrication process. Landy et al. reported similar phenomena
[25]. The authors fabricated an absorber composed of a two-
layer metamaterial. A cross-shaped structure and an electrically
coupled ring resonator (ERR) were separated by a layer of
benzocyclobutane (BCB) as a dielectric substrate. The sample
was fabricated on a high-resistivity thick silicon substrate with
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Figure 9: Measured absorbance results for polarization angles from 0° to 90° for: a) Cut-wire sandwich structure, b) cross-shaped sandwich structure,

and c) star-shaped sandwich structure.
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1 mm thickness. Their simulation results showed that a peak
absorptivity of 95% at 1.13 THz was reached and the fabricated
structure reached a measured absorptivity of 65% at 1.145 THz.
Moreover, the authors found that the metallic bar in the fabrica-
tion structure was slightly rounded and the thickness of the
BCB layer deviated from that predicted. Figure 9a—c presents
the measured absorbance with different polarization directions
for the cut-wire, cross-shaped and star-shaped sandwich struc-
tures, respectively. Figure 9 shows good agreement with the
simulation results shown in Figure 7.

Conclusion

We theoretically and experimentally presented a thin terahertz
metamaterial absorber that is based on the cut-wire sandwich
structure. The gap between two unit cells and the anti-parallel
surface current on the metallic bars yielded polarization and
magnetization, respectively. The cut-wire sandwich structure
was shown to be a metamaterial with sensitive polarization,
whereas the cross-shaped and star-shaped sandwich structures
were found to be metamaterials with arbitrary polarization. The
star-shaped sandwich structure generated triple-peak absor-
bance in the simulation. However, the measured results showed
a dual-peak absorbance spectrum. A high absorbance perfor-
mance was obtained in the simulation. The slightly reduced
measurement results were mainly due to inaccuracies in the fab-
rication process. Overall, the trend of the measured absorbance

agreed well with the trend of the simulated absorbance.
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Nonradiating current configurations have been drawing the attention of the physics community for many years. It has been demon-

strated recently that dielectric nanoparticles provide a unique platform to host such nonradiating modes, called “anapoles”. Here we

study theoretically the excitation of such exotic anapole modes in silicon nanoparticles using structured light. Alternative illumina-

tion configurations, properly designed, are able to unlock hidden behavior of scatterers. Particularly, azimuthally polarized focused

beams enable us to excite ideal anapole modes of magnetic type in dielectric nanoparticles. Firstly, we perform the decomposition

of this type of excitation into its multipolar content and then we employ the T-matrix method to calculate the far-field scattering

properties of nanoparticles illuminated by such beams. We propose several configuration schemes where magnetic anapole modes

of simple or hybrid nature can be detected in silicon nanospheres, nanodisks and nanopillars.

Introduction

The triumph of Maxwell’s equations is associated with the
unification of electric and magnetic phenomena on the same
footing, which has led to the prediction of existence of an elec-
tromagnetic radiation, which can carry energy and momentum.
As it is explained in all classical textbooks [1], any accelerated
motion of a charged particle should result in the excitation of
electromagnetic waves propagating away from the source,
leading to radiative decay. Despite the success at the macro-

scopic scale, it fails when one tries to apply it at the micro-

scopic level and attempts to explain the stability of an atom,
where the electrons are confined and in constant motion, so they
are inevitably accelerated. In quantum mechanics it was postu-
lated that electrons live at certain orbits, which do not radiate.
And this postulate was taken for granted, since it does not
contradict any experimental observation at the microscale. But
still, there were numerous attempts to find confined classical
trajectories of charged particles that do not produce far-field ra-

diation, and many interesting examples are known by now
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[2-6]. The key ingredient in their explanation is destructive
interference in the far-field.

Despite the purely fundamental aspect of them, nonradiating
sources have attracted a great deal of attention in various nano-
scale structures. Recently, it was suggested that silicon nano-
disks can support a nonradiating excitation known as anapole
[7], literary meaning “without poles”, in which the electric
dipole radiation vanishes completely. It was demonstrated that
such states can be explained by the co-existence of electric and
toroidal dipole moments, simultaneously excited inside dielec-
tric nanoparticles. Despite their different near-field configura-
tions both dipole moments emit with the same radiation
pattern allowing for the complete destructive interference in
the far-field. Toroidal dipole moments became extremely
popular in the metamaterial community [8,9], which focused on
designing optimal structures for their strong excitation. It
turns out that the superposition of comparable toroidal and elec-
tric dipoles might result in nonradiating anapole excitation [10-
14]. It has a number of interesting features and can be used to
design near-field laser [15], to obtain high-efficiency harmonic
generation [16], to achieve pure magnetic dipole scattering
without admixture of other components under plane-wave illu-
mination [17] as well as for a variety of other promising appli-
cations [18,19].

One may wonder now: Can nanostructures be a platform of
hosting such nonradiating current configurations? The answer is
yes. Actually, particular designs have been proposed and fabri-
cated that experimentally verified the excitation of anapole
states either in microwaves [20,21] or at optical frequencies
[7,22]. One convenient way of approach is to analyze the scat-
tered field into a superposition of vector spherical harmonics
(VSHs). Due to their completeness and orthogonality any radia-
tion profile can be uniquely decomposed in a series of such
partial waves. It turns out, that high-index dielectric particles
can exhibit infinite number of conditions where the scattering
contribution of any such partial wave vanishes. As was
mentioned above, the first zero of the electric dipole scattering,
for example, can be explained in terms of destructive interfer-
ence of Cartesian electric and toroidal dipoles. But for higher-
order zeros additional terms are required and currently there is
an effort to identify them all [23]. As highlighted in [24], ac-
cording to the reciprocity theorem, a nonradiating anapole cur-
rent configuration implies a poloidal current distribution that is
orthogonal, in an integral manner, to the incident E-field distri-
bution inside the volume of the particle. Moreover, it has also
been proved that a nonradiating current configuration will bear
no spatial frequencies that are able to be coupled with free
space radiation [25]. In that sense, a multipolar anapole condi-

tion corresponds to a current configuration that has a spatial fre-
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quency spectrum on the spherical cell of radius k¢, that is or-
thogonal to the far field radiation of that particular multipolar
partial wave. Recently, the excitation of anapole states in pure
dielectric nanoparticles was studied under the prism of a Weier-
strass-type product expansion in terms of the resonant-state
frequencies that correspond to zeros of the elements of the
S-matrix of the particle in the complex frequency plane [26].
Moreover, excitation of anapole states has also been examined
under a projection scheme on Fano—Feshbach resonances [27].
For our purposes, we associate any zeros of the partial scattered
power of spherical harmonics with the potential of nonradiating
anapole excitation.

Importantly, high-index dielectric nanoparticles, in addition to
multipolar modes of electric type, also support magnetic ones.
In analogy with anapole excitations of electric type, one might
also expect the existence of magnetic anapoles, associated with
the vanishing scattering contribution of the magnetic dipole
term. It now raises the question of how such conditions can be
experimentally observed. The problem is that under plane-wave
illumination such vanishing partial wave scattering will usually
be overshadowed by stronger contributions of other modes. The
answer to this question was recently suggested by a number of
groups and incorporates the use of so-called structured-light ex-
citations. Lately, vector beams generally attracted lots of scien-
tific attention since they can have various interesting applica-
tions [28-31]. With such illumination schemes we are able to
shape the multipolar content of the incident field. For example,
by using a radially polarized focused beam, only spherical
harmonics of electric type will be present at the focal point of
the beam, without any magnetic. It was suggested that such a
type of illumination offers an ideal condition for the electric
anapole excitation, which can be tested experimentally [24,32].
It turns out, that if we change the polarization from radial to
azimuthal, then, only magnetic harmonics will be present. Thus,
using such an illumination scheme will be ideal to test the pos-
sibility of the magnetic anapole excitation. An excited magnet-
ic anapole is expected to have useful applications in biosensing,
i.e., in the detection of molecules that interact strongly once
exposed to magnetic field hotspots, which nanoparticles in a
magnetic anapole state can offer in their near field. Moreover,
the signal-to-noise ratio of an MRI machine, that is defined as
the ratio of the local magnetic to electric field intensity, could
be significantly improved by employing these nano-optical

properties that a magnetic anapole can offer.

In this paper we discuss in detail the possibility of magnetic
anapole excitation under various configurations and suggest
how they can be tested experimentally. We begin with a general
multipolar analysis in vector spherical harmonics of arbitrary

focused beams. We generalize the results of [33,34] for arbi-

1479



trary focused beams under 2n- or 4n-illumination schemes and
for arbitrarily translated frames of reference compared to the
coordinate system of the beam. Next, we describe the T-matrix
method that we use to treat the scattering process of nanoparti-
cles under arbitrary illumination schemes and we highlight im-
portant properties of the T-matrix under several symmetry
conditions. We also discuss the implications that an anapole ex-
citation condition would have on the coupling of the external
field with the natural modes of the nanoparticle under the prism
of the singular value decomposition of its T-matrix. Last, we
present our results on the excitation of magnetic anapole states
under various illumination schemes and various geometries of
hosting nanoparticles.

Multipolar Decomposition of Focused
Beams

Physicists have been lately concerned with the multipolar de-
composition of various types of structured light, in order to
study its interaction with particles [33-37]. Here, we consider a
focused beam propagating along +z, with xOy being its focal
plane. An arbitrary paraxial beam, with sufficiently large waist
in order to neglect its longitudial z-component, can be consid-
ered as a superposition of one radially (p) and one azimuthally
(&)) polarized beam with different complex transverse profiles
for each one of this parts. According to [38], such a beam, after
being focused by a lens, has an electric field intensity that is
given near its focal point, with respect to the O(r) coordinate

system, by the following formula:

Einc (r)
27 8 ~ ikoi(y.8)r .
=4 ;&))J‘o nJ.OO Jeosd 1 (v,8)ep (1,8) M0 Ging 45 dy, M
p=(5.

where Ay =—jF /L is a constant, with F being the focal
length of the objective and A the free-space wavelength. kg is
the correspondent wavevector. § is the angle of the marginal
ray that passes through the entrance pupil of the objective,
which has a numerical aperture of NA. So, 8y = sin"}(NA). The
term m derives from the conservation of the energy flux of
each ray that is refracted through the Gaussian reference sphere
of the objective. The indicator p stands either for the radial (p)
or the azimuthal (&)) part of the input beam. The field at the
focal plane of the objective is a kind of 2D inverse Fourier
transform of the input to the lens field. So, in that sense, it is
expressed as a superposition of plane waves propagating in
angles v,0, with y being the azimuthal and J the polar angle of
the direction of the propagation vector of each plane wave.
Each pixel of the input to the objective field with cylindrical co-
ordinates (pg,¢y,—F ) gives birth to a plane wave that propa-
gates along the direction
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5(7,6) = i(n+ (g, tan"! [po/}'J)

= xsindcosy + ysindsiny + Zcosd.

The radial part of the E-field of such a pixel gives birth to a
plane wave in the image space that is polarized along

éﬁ (v,8)= é(y,S) =(%cosy+ ysiny)cosd—Zsind,

whereas the azimuthal part of the E-field of such a pixel gives
birth to a plane wave polarized along

é&> (v.8)= &)(%6) =—xsiny+ pcosy.

I5,1 b are the correspondent complex transverse profiles of the
input beam that impinges on the objective.

Next, we decompose the E-field of such a focused beam into
an expansion of vector spherical harmonics with respect to
a coordinate system O(r}), the natural frame of the scatterer,
that is translated and parallel to the coordinate system
O(r) of the focused beam. The position vector of its center
0}, in spherical coordinates, with respect to the coordinate
system of the focused beam, is given by the vector
d(R,0,®) = r— rjy.

1
Einc (rl ) = z Au,uv (d)F(g,);w (kOrl )’ Q)
VL0
where FY. are the VSHs. The indicator o acquires the names

oLuY

M,N for the TE (magnetic) and TM (electric) VSHs respective-
ly, the index v stands for the angular momentum quantum num-
ber, which takes the values 1, 2, ... and corresponds to dipoles,
quadrupoles, etc. The index p stands for the azimuthal quantum
5>=2,-1,0,1,2, ..., v.
The exponent (1) refers to the correspondent Bessel (1 =1, 2)

number, which takes the values —v, ..

and Hankel (1 = 3, 4) functions of first and second kind, respec-
tively. For the incident field, being a standing wave, we make
use of the Bessel functions. The VSHs are given by the
formulas below [39]:

K2 (kor) = jzity (Kor) fag (v), 3)

FI(\;’)HV (kol‘) B ; V(IZO-:—I) zl(vll),v (kor)tuPV“ (COS e)ej”¢ @
+Z§\}?v (kof)fN,uV <;)3
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where

fMaHV (;) = va |:9T(1) (9) + ](i)’lf(z) (e):| eJu¢ )

LAY (r) = Vv [91(2) (0)+ J(I)‘C(l) (e)} o ©

and Zl(\}l),v(kor) is a spherical Bessel (1 = 1) or Hankel (1 = 3)
function of the first kind and

1 d 0
Kor d(Kor) [Korzity (ko)

Z%\?v (kor) =

is the corresponding Riccati function. P} (cos0) is the associat-
ed Legendre function of the 1st kind, with

1‘71/l (COS 9) )

dP 0
0 (0) - R0 ) dR (c0s0)
sin©

do

being the generalized Legendre functions.

B (2v+1)(v—u)!
T = 4nv(v+1)(v+u)!

is a normalization factor for the Legendre functions and plays
an important role for the numerical calculation of the elements
of the T-matrix that will follow later.

Au’w(d) are the correspondent spherical amplitudes of the
multipolar expansion of the incident field with respect to the co-
ordinate system O;(ry). In order to calculate them we make use
of the above plane wave spectrum representation of such an ex-
citation field. In our case they are straightforwardly given by
the formula:

218y A
Ag (@ =4y > j I Veos 3, (1,8)lk0i(r-0)d
p=(5.9) 0 0 @)
XAuu ( ép)smESdey,

where we substituted

ep (1.5) Kol > A (irep ) E (kom)- ®)

VL0

It is proven (see Supporting Information File 1) that the spheri-
cal amplitudes of the multipolar expansion of each component
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of the plane wave spectrum of the incident field, denoted as
Au e (1 ep) are given by the formula below:

V*Opp yfwr(}“—vA) (r=8)e M, (9)

Ag e (iep ) = 4mj

where A= 6aN5p$ +8,Mm8pp and Jqp is the Kronecker delta,
which yields 1 for a = B, or 0 for a # f.

By integrating the flux of the Poynting vector of the incident
field over an infinite plane, oriented transverse to the optical
axis, we can calculate the total power that such a focused beam

carries. It is given by the formula below:

By = %J‘ 7J‘ R {Emc x Hmc} Zdxdy
P (10
= I (y,S) sin 286 dd dy,
G 5o

where Z; is the wave impedance of free space.

At this point, we would also like to consider the case of
two counterpropagating focused beams that constitute a
standing wave excitation. For simplicity, without loss of
generality, we consider that both beams are focused by
the same optical system. The newly introduced beam travels
towards the —z direction and is described by the coordinate
system O'(r',0,¢') =O(r,n—0,—¢). By applying the same
rotation transformation to the natural frame of the scatterer
and making use of properties of the Legendre functions, we
have

kor/)=(=D"F . (kony),

Rl
where, again, the rotated system attached to the natural frame of
the scatterer is denoted with a prime. We end up with the
following expression for the spherical amplitudes A&iﬁv that
correspond to the multipolar decomposition of the superim-
posed counterpropagating beams around the natural frame of
the scatterer O;(ry):

2n 8
(s)
o (d) = AOZI I\/cos I(S) (v,8)e ikoi(r.6)d"
P50 0 an

xAL), (1.¢, )sin5dsdy,
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where

p 2 A ~V+3,5 _
A (l’ep) =4nj " Py G (n-8) (12)
w05 (v,

The indicator s stands for the propagating direction of the two
beams and takes the values + and — for the beam that propa-
gates along the +Z and —Z direction, respectively. The complex
transverse profile of the first beam with respect to the O(r) co-

ordinate system is denoted as

Igr) (v,8) = Ig“) (713 +dp, tan”! [po/]:})

and the complex transverse profile of the second beam with
respect to the O'(r’) coordinate system is denoted as

1) (1:3) =157 (5 tan ™ [0/ ).

Moreover, the spherical coordinates of the position vector with
respect to the O(r) coordinate system for the two cases are
d® = (R, ©, ®) and d) = (R, n — ©, —®), respectively.

To access some of the properties of the above multipole expan-
sion of the excitation field, we further simplify the formula by
expanding the complex transverse profiles of the beams into
Fourier series with respect to the azimuthal angle y. So, due to
its 2n-periodicity, we have: Il(os)(y,S) = Zmlg,)n (8)e’™ , which
is an expansion into modes with different orbital angular
momentum m. Then, we can also perform the integration over
the azimuthal angle analytically. This yields the simplified
formula of Equation 13 where J,(x) is the cylindrical Bessel
function of first kind.

+ 24 v —jud
(:zv (d)=8rn"A,j Ve ¥ Vv
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We can observe that in the case of sin® = 0, which means that
the natural frame of the scatterer is located along the optical
axis of the two beams, the argument of the Bessel function
becomes zero, and therefore we end up with the condition
w= m(—l)F’S-. This implies that the orbital angular momentum
m of the input beams before their focusing is bequeathed to the
azimuthal quantum number of the multipolar expansion of the
focused beams with respect to such a reference frame. This
would mean, for example, that a focused beam with m = 3
would bear only multipoles of orders higher than v = 2. It would
lack a dipolar and quadrupolar content.

We conclude this section by considering the particular
case of rotationally symmetric (Iggn = 0 for m # 0) focused
beams with the natural frame of the scatterer being along
the optical axis (sin® = 0). The spherical amplitudes of
the field that corresponds to such a case are given by
Equation 14.

In Equation 14 we want to place emphasis on the following ob-

servations:

(1) The radial part of the beams bears a multipolar content of
purely electric type, whereas the azimuthal part bears a multi-
polar content of purely magnetic type.

(2) Due to the mirror symmetry with respect to the focal plane,
if the two counterpropagating beams have the same complex
I(+)
p,0

the scatterer placed at their common focal point (R = 0), the ex-

transverse profile, 11(0_3(8) = (), then, for a natural frame of
citation field has a multipolar content of purely even order v. In
contrast, if the two counterpropagating beams are out of phase,
I;&(S) = —Ig&(S), then the excitation field has a multipolar
content of purely odd order v, for a natural frame of the scat-
terer placed at the focal point (R = 0).

Z jépﬁ (_1)(V+A)65_

p,s
K. im(~1)%s-
xj ijejm(b -1 Jm—u(—l)ss‘ (kORsinSSin(B)Igzn (8) (13)
oL m
. 5y
xfcos delkoR cosdeosOEDRTL22) (7 g) in 5.3,
m=0
+ 2, . UM S
{A((QBV (d)}51n®=0 = _8}10 STC AO-]VYOVZ<60.N8p[3 +8(XM8P(T))J PP (_l)v s
p.s
3 . (14)
x J' Ig()) (8)/cos SelkoR cosdeos O™ P! (cos8)sin 5ds,

0
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To sum up, in this section we began with the plane-wave repre-
sentation of a focused beam, which is the decomposition of its
field into the Cartesian eigenfunctions of the Helmholtz equa-
tion of free space. Based on this, we derived formulas for its
multipolar decomposition in VSHs, which is the decomposition
of its field into the spherical eigenfunctions of the Helmholtz
equation of free space. This second expansion, as we will see in
the next section, is of crucial importance in studying the far-
field scattering properties of particles illuminated by such an
excitation field.

T-Matrix Method for Far-Field
Scattering Calculations

The T-matrix formulation is a general method of dealing
with far-field scattering phenomena. It is based on decom-
posing both the incident and the scattered field into the
basis of the eigenfunctions of the Helmholtz equation of
free space. So, both fields can be represented by vectors
containing their correspondent expansion amplitudes.
Thinking in terms of a multichannel system where the input is
the incident field and the output is the scattered field, the scat-
tering process is a linear process that can be described by a
square matrix, called the T-matrix, which takes as an input the
amplitudes of the incident field and gives as an output the
amplitudes of the scattered field. The decomposition of the
fields could be performed either on a Cartesian eigenfunction
basis, that is in plane waves, or in a spherical eigenfunction
basis, that is in VSHs. The plane-wave spectrum is a continu-
ous spectrum that needs to be discretized, whereas the VSHs
spectrum is a discrete but infinite spectrum. The great advan-
tage of using VSHs as the basis of those decompositions is that
the rows and columns with significant elements of the T-matrix
are boiled down to the first fundamental multipolar terms. This
means that the infinite T-matrix can be truncated early without
loss of accuracy. We end up fully describing the phenomenon
of the EM-scattering just by a N X N matrix, where N =
2Vimax(Vmax T 2), with vpay being the maximum order of the
multipolar decomposition of the fields that we will take under
consideration. For subwavelength particles, vih,x can take
values, for example, from 2 or 3 up to 15 or 20. This depends
on (1) the size of the particle: small particles can be sufficiently
described by just using the very first orders; (2) the geometrical
complexity of the particle, that is, to which extent the particle
is aspherical; and also (3) the degree of accuracy that we want
to achieve. The absolute values of the elements of the T-matrix
range from 0 to 1 and usually they decrease while the order of
the multipoles they refer to increases. So, practically, the
particle can only interact with incoming multipoles of the
order of up to vy« For higher-order multipoles it behaves as
if it was transparent and this fact enables us to truncate the
matrix.

Beilstein J. Nanotechnol. 2018, 9, 1478-1490.

One other significant feature of the T-matrix is that it is charac-
teristic of the particle in the particular wavelength and it is irrel-
evant to the incident field. Once computed it can be straightfor-
wardly used for scattering calculations from arbitrary excitation.
Hence, one can understand that the T-matrix method plays a
key role in capitalizing on the results of the previous section.
The spherical amplitudes .Aa’uv (d) of the multipolar decompo-
sition of the excitation field will compose the input vector of the
multichannel system with a transfer function given by the
T-matrix and the output being the vector of the spherical ampli-
tudes of the multipolar decomposition of the scattered field,
which will be denoted as By v (d)- Shaping the light that is
incident to the particle, that is, acting on the input vector of the
system, instead of acting upon the inner dynamics of the
system, i.e., its transfer function, the geometry of the particle, is
an alternative way of designing the output of the system, i.e.,
the scattering response of the particle. The T-matrix method
reveals the inner dynamics of the scattering system. By deter-
mining the multipolar content of the field scattered by the parti-
cle one has immediate knowledge of its far-field radiation
pattern as well. This means that one readily knows its behavior
as a nanoantenna. Hence, apart from being useful for analytical
purposes, it is also a powerful synthetical tool when it comes to
designing the scattering response of a particle. And this is a
very special and valuable feature, that other methods of

approaching scattering problems rarely offer.

The multipolar expansion of the scattered field with respect to
the natural frame of the scatterer is given by:

Esca (rl ) = Z Ba,p.v (d)FSEW (kOrl )’

VU,0

(15)

where we make use of the Hankel instead of the Bessel func-
tions for the VSHs since the scattered field is a radiating field.
The series of this formula is considered to converge only
outside of the circumscription of the particle sphere, and this is
known as the Rayleigh hypothesis [40,41]. The spherical ampli-
tudes of the scattered field will be given in the T-matrix formu-

lation by the following expression:

— o,V
By = 2, TohAg v
V'],J.,,(l,

(16)

or in matrix formulation: B =T- A.

Not only the spherical amplitudes of the input vector, but also
the elements of the T-matrix, as well as the values of the output
vector of the scattered spherical amplitudes, do depend on the
choice of the reference frame of the scatterer, i.c., the coordi-

nate system that we will employ for the multipolar decomposi-
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tion of the fields. There are analytical formulas to obtain a new
version of the T-matrix of a particle that corresponds to a

rotated or translated system of coordinates [39,42].

The total power that is scattered by the particle is given by inte-
grating the flux of the Poynting vector of the scattered field
over a spherical surface of infinite radius and is given by the
formula:

Psca = % ” m{Esca x H:ca} : ;lds
s

) amn

1 Z ‘Boc,uv

- 2
2ZOk0 VU0

There are several methods in order to calculate the elements
TRV

o/,u'v'
semi-analytical extended boundary condition method (EBCM)
[39,46], also known as null-field method [42], which was origi-
nally introduced by Waterman in 1965 [47]. This method best

applies for cases of homogeneous, isotropic, star-shaped parti-

of the T-matrix [43-45]. We are going to employ the

cles. The elements of the matrix end up being given by
Stratton—Chu type integrals, with the Dyadic Green functions
being expanded in dyadic products of VSHs, over the surface of
the particle that match the boundary conditions of the multi-
polar field representations inside and outside of the particle.
This method is highly efficient for the cases of rotationally sym-
metric particles, such as cylinders, since the integration over the
azimuthal angle can be performed analytically leading to
simplified expressions of single integrals over the polar angle
(see Supporting Information File 1). One needs to pay special
attention on the fact that the EBCM method becomes numeri-
cally unstable for particles with extreme aspect ratios, due to
numerical calculations with limited digits of precision [48,49].
This is mainly a problem because in these integrals Hankel
functions with small arguments are involved, which give
outputs that go to infinity and spoil the integration. Limited
precision accuracy plagues also the inversion process of a
matrix (see Supporting Information File 1) that is usually close
to being singular and is needed for the calculation of the
T-matrix.

The T-matrix has some important symmetry properties that
need to be taken under consideration [39,42]:

(1) A particle that is rotationally symmetric with respect to the
zy-axis of its natural frame has a T-matrix that is diagonal over
the index p, which means that the azimuthal quantum number of
the scattered field is inherited by that of the incident field:

Beilstein J. Nanotechnol. 2018, 9, 1478-1490.

rs
[TO‘,’“Y } = 8, TEHY

o'y o' u'v

(2) A particle with N-fold symmetry with respect to the z-axis
of the natural frame of the scatterer has the following property:

[T%“Y ,}Nfs —0,

o/,u'v

for |p — | # kN, with k = 0, 1, ... This means that a particle of
small size can practically exhibit diagonality over the azimuthal
index, which means behave like a rotationally symmetric parti-
cle, if it has a N-fold symmetry with N being greater than twice
the maximum index vy,,x Where we truncate the T-matrix. For
example, for a particle small enough, so that it practically inter-
acts only with dipole fields (dipole approximation, vy,.x = 1), a
three-fold symmetry is enough for it to behave as a rotationally
symmetric particle in terms of its far-field scattering [50].

(3) A particle that is rotationally symmetric with respect to the
z1-axis of its natural frame has a T-matrix with also the
following property:

|:T(x,—uv j|rs _ (_I)OLHX’ |:T(x,pv :|rs

(X,,—},l\/' a',pv’

which gives

|:Tcx,0v :|rs _o,

o',0v'

for a # o'. This means that for a rotationally symmetric excita-
tion, with p’ = 0, the electric multipoles of the incident
field give birth only to scattered multipoles of electric type,
and the magnetic multipoles give birth only to magnetic multi-
poles.

(4) A particle with mirror symmetry with respect to the z; = 0

plane of its natural frame has a T-matrix with the following

property:

ms + /+ + r+ +v Zl>0
[T%Hy,] 1 (cpyero ey [TO‘,’“Y,] ,
o',u'v

o',u'v

where with the last notation, integration over only half of the
surface of the particle with z; > 0 is implied. If the particle is
rotationally symmetric as well, we have that

apy S
[T [ =0,
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when o = a' and v + v’ is an odd number, or when o # o' and
v + v’ is an even number. This means that for a rotationally
symmetric excitation (' = 0), the incident multipoles of even
order give birth only to scattered multipoles of even order, and,
similarly, the incident ones of odd order, only to scattered ones
of odd order.

(5) A particle with spherical symmetry has a T-matrix that is di-

agonal over all its indices a, |, v:

SS
AT _
[Ta',u'v'} =840/ 0 dvvba,y

where b, are the well-known Mie scattering coefficients,

which in the case of homogeneous spheres are given by the

formula:
1 1
ZZS,L ()24 (x )—Z—Oz& (x0)zo% (%)
av =7 1 - (18)
Zzgfi(xo)zé{i(x )=z (%) 2% (3

The indices o, p acquire the names M and N with o # . The
abbreviations xg = koo and x1 = n1kgog are used, with o being
the sphere radius and n its refractive index. Z; is the wave
impedance inside the particle and x is called the size parame-
ter of the sphere.

We will close this section by unveiling the property that the
T-matrix of one particle should have in order to be able to host
a nonradiating anapole state. For this, we need to perform a

singular value decomposition (SVD) of the T-matrix [51]:

T=UszV’, (19)
where X is a diagonal matrix with real, positive elements o;
sorted in descending order, U and V are unitary matrices with
columns of the vectors u; and v;, respectively, and both form a
different orthonormal basis in N-space. Those vectors are called
the left- and right-singular vectors of the T-matrix and form
pairs of vectors that correspond to the singular values o; of the
matrix. They have the property T- v; = o,u;.

An ideal anapole state, corresponding to zero scattered power,
can only be hosted by a particle whose T-matrix has at least one
singular value equal to zero. If this condition is satisfied,
then the ideal anapole can be excited by illuminating it by
a field that has a spherical wave amplitude vector A that
can be written as a linear combination of the null-space

vectors of the T-matrix, that is as a linear combination of
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the right-singular vectors that correspond to singular values
equal to zero: Aj= Zi:{cl-:O}aivi' Then we would have
B=T Ag= ZHGFO} a;0;u; = 0. So, this is the ideal condition
of the T-matrix that would indicate the ability of the particle to
host an ideal non-radiating anapole state. In order to have
access to such kind of excitation we need to shape the multi-
polar content of the illumination field. The result is that the par-
ticle is critically coupled with the excitation field inside of
which electromagnetic energy is stored without a scattered field
needed to fulfill the boundary conditions on its surface. Further-
more, we should also denote that those right-singular vectors of
the null-field space should describe nontrivial excitations, that
is excitations with significant multipolar content for multipoles
of the first order, since, for higher-order multipoles, a nanoparti-
cle is actually behaving as if it was transparent. The incident
field in the vicinity of the center of the coordinate system at-
tached to the particle is mainly described by the first few multi-
polar terms.

However, in practice, when exciting an anapole state, we just
aim to minimize, not to eliminate, the norm of the vector B. If
we define the quality factor of the anapole excitation as Q =
(4Pinc/Psca) — 1, then, by expanding the output vector again on
the basis of the left-singular vectors, finally we have:

2
2 _ 8ZOkOPinc ) (20)
0+1

Z|“i"i|
i

It becomes obvious now that the ability of a particle to host a
nonradiating anapole state with high Q, in terms of its T-matrix,
means the correspondence of sufficiently small coupling coeffi-
cients a; to the first singular values o;, which take the largest
values, since they are sorted in descending order. So, in order to
achieve a nonradiating state, the key lies in illuminating the par-
ticle with a field, the multipolar decomposition of which, will
be well described by a linear combination of those right-
singular vectors that correspond to small enough singular
values. We need to avoid using, for our input, the right-singular
basis vectors that are not enough scaled down in magnitude by
the T-matrix transformation.

Results and Discussion

We can use the results and conclusions of the previous sections
in order to design the scattering response of a nanoparticle at
will. We want to achieve a purely magnetic response by the par-
ticle, the scattered power of which, will be suppressed for some
particular frequency. We will properly design its geometry and,
also, its excitation field, in order to achieve the desired scat-

tering response.
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In the former sections, we proved that an azimuthally polarized
focused beam that is rotationally symmetric, i.e., that has a zero
orbital angular momentum: m = 0, bears only multipoles of
magnetic type for particles that are located over the optical axis.
Moreover, it was also proven that if this particle has a rota-
tional symmetry as well, it will only scatter multipoles of mag-
netic type. So, it will have a purely magnetic response. More
specifically, the scattered field would be a superposition of
VSHs of type Fﬁ,)O\z’ with the magnetic dipole, Fﬁ’)m, corre-
sponding to a dipole moment along the z-axis, m,, and the
magnetic quadrupole, Fﬁ,)oz’ corresponding to a Cartesian
quadrupole moment QJ, =-QY, —Qg,ny, and so on. So, for
demonstration purposes, we are going to use an azimuthally
polarized, rotationally symmetric, focused vector beam with a

Bessel-Gauss transverse profile given by

BG Bz{siné}2 5
—p3| Smo .
{Iészn} (8)=5,,08 4¢ NAL | 28 {&} ;

with a ratio of pupil radius to beam waist By = 1.5 and a numeri-
cal aperture of NA = 0.85. The multipolar decomposition of
such an excitation in VSHs is given by Equation 14.

In Figure 1a we plot the normalized total scattered power, (Pgca/
Pj,.), at a wavelength of Ay = 500 nm, for golden spheres of
various sizes, placed at the focal point of a vector beam like the
one described above. As shown there, in such a way, we can
even achieve a purely magnetic response by a plasmonic nano-
particle at optical frequencies. Of course, gold has a poor per-
formance in optical frequencies, since it suffers from severe
thermal losses, and as a result, the resonances of the particle
correspond to Mie scattering coefficients, the amplitudes of
which, are usually significantly less than one, and the quality
factor of the supported anti-resonances is quite low as well. A
plasmonic nanoparticle can only provide us with a very poor
(anti-)resonant spectrum to work with.

So, we resort to high-index silicon nanoparticles as a platform
to excite a nonradiating anapole state of magnetic type. Silicon
nanoparticles suffer negligible losses at infrared light. Due to
their high refractive index, they constitute also a good platform
to host Mie resonances of magnetic type, since they can confine
light and support circulating current loops inside. Now, we
replace the golden sphere with a one of silicon and in Figure 1b,
we plot the normalized total scattered power (Pgca/Pinc) at a
wavelength of Ay = 1550 nm, for spheres of various sizes. As
we can see, its resonant multipolar content is much richer than
the previous case of the plasmonic nanoparticle. We can
observe a steep dip of the scattered power for a sphere of size
parameter xo = 1.62, which belongs to a sphere of a radius of
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Figure 1: Plots of the normalized scattered power (Psca/Pinc) in dB,
decomposed into its multipolar contributions, as a function of the size
parameter of the particle, xg. a) Golden sphere at the focal point of an
azimuthally polarized, rotationally symmetric beam at Ag = 500 nm.

b) Silicon sphere at the focal point of an azimuthally polarized, rotation-
ally symmetric beam at Ag = 1550 nm. c) Silicon sphere at the focal
point of two counterpropagating, out of phase, azimuthally polarized,
rotationally symmetric beams, modulated by the proposed phase
mask, at Ap = 1550 nm. Purple dotted lines indicate the first anapole
condition for a sphere of size xo = 1.62. On the right-hand side, there
are illustrations of the actual E-field intensity of the excitation over a
window of 2 x 4 wavelengths at the focal region, on the pOz plane,
with a sphere of size xg = 1.62 placed at the focal point.

ag = 400 nm. We have already avoided any interference by the
electric modes and this sphere could be a promising candidate
to host a magnetic anapole state, if it were not, as we can see,
for the overlapping magnetic quadrupole and octupole
that interfere and spoil the anapole condition of the magnetic
dipole.

To overcome this, we take the following two actions: First, we
employ a second, similar, counterpropagating beam and illumi-
nate the silicon particle under a standing-wave configuration.
As proven in the previous section, if the second counterpropa-

gating beam has the same transverse profile and is out of phase
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with the first beam, there would be no excitation of multipoles
of even order for a scatterer located at their common focal
point. And, since the T-matrix of a spherical particle is diago-
nal over v, the scattered multipoles of even order are canceled
out. Therefore, there will be no spurious interference by the
magnetic quadrupole any more. But we still need to get rid of
the octupolar interference. For this, we apply a phase mask to
the two beams before their focusing by the objective. The
simplest phase mask that we can come up with is introducing a
n phase difference inside a circular disk with a radius that corre-
sponds to the angle 6 where the cumulative value of the inte-
gral of Equation 14 corresponding to the magnetic octupole
term takes half of its final value. In our case, this happens for
4 =29.225°. In this way, the octupolar content of the beam is
eliminated, finally leading to the excitation of a nearly ideal
magnetic anapole state that has a dynamic range of more than
three orders of magnitude (Figure 1c). Only spherical particles
with perfect dielectric behavior or of perfect conductivity can
exhibit truly ideal multipolar dips to zero. We should also note
the fact that any silicon nanosphere placed at the focal point of
such illumination scheme will exhibit purely magnetic dipole

response. However, as one can observe, there is also a price to

(a)

aspect ratio A of the disk (dB)

300 400

200

500
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pay for the phase mask that we introduced: the field intensity at
the vicinity of the focal spot drops to less than a third. Nonethe-
less, one could potentially come up with more efficient ways of
shaping the multipolar content of the excitation, i.e., more com-
plex illumination schemes that can also include amplitude
modulation or multiple-beam configurations. Alternatively,
avoiding the use of such a phase mask, we can observe that one
can obtain another anapole corresponding to the magnetic
quadrupole of a sphere of size xy = 1.96. Under illumination of
two in phase beams the interfering magnetic dipole and octu-
pole will be diminished, leading to a scattering dip of less than
—30 dB between two, hexadecapolar and quadrupolar, reso-
nances. In Supporting Information File 1, one can find a plot
with the proposed phase-modulation mask, together with some
electric and magnetic field plots that correspond to the illumina-
tion of a silicon sphere, with the size of this anapole case, under
illumination of both one single and two out of phase beams,
with and without the phase mask applied.

Next, we will shift our attention to silicon disks since they
represent, in terms of fabrication, experimental verification and

applications, more realistic cases. We use the T-matrix theory

normalized scattered power (dB)

-20
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Figure 2: a) 2D plot of the normalized scattered power (Psca/Pinc) in dB as a function of the cubic root of the volume V, of the disks and the aspect
ratio A, of the disks. Isoheight (dashed) and isowidth (dotted) contour lines in terms of the dimensions of the disks (in nm) are plotted as well. The
silicon disks are located at the focal point of a rotationally symmetric, azimuthally polarized vector beam at Ag = 1550nm. Three cases of excited
anapole states are highlighted with A, B and C, the multipolar decomposition of the scattering spectrum of which, is depicted in subfigures b-d respec-
tively. On the right side of them, there are illustrations of the actual E-field intensity of the excitation over a window of 2x4 wavelengths at the focal

region, with a disk of the corresponding dimensions placed at the focal point.
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described before in order to study numerically the interaction of
an azimuthally polarized cylindrical vector beam with the cylin-
ders. As one can see in Figure 2a, we scan the aspect ratio,
Ay = d/h, and the volume ¥, :(7:/4)Afh3 of various cases
disks , with diameter d and height 4, located in free space illu-
minated by a single azimuthally polarized, cylindrically sym-
metric, focused vector beam at fixed wavelength Ay = 1550 nm,
plotting the normalized total scattered power (Pgc,/Pinc) on a
logarithmic scale in search of dips that would indicate the pres-
ence of some anapole states. The disks are aligned along the
optical axis.

The particular design of the excitation is essential in obtaining
nonradiating behavior of the cylinders. Again, we want to em-
phasize that the symmetries of the cylinder are of crucial impor-
tance. Such a particle is rotationally symmetric, which means
that it will provide the diagonality identity over the index p,
which is zero due to the cylindrical symmetry of the excitation.
This will result in the scattered field being of purely magnetic
type. In addition, a cylinder exhibits a mirror symmetry with
respect to the z = 0 plane. This property, as we have shown
earlier, will cancel out all scattered multipoles of even order
when using the same standing-wave configuration that was em-
ployed before for the silicon sphere. This is the case even if the
T-matrix of a cylinder disk does not have this diagonality over
the index v that spherical particles have. However, as we can
see in Figure 2a, there are several anapole instances already
accessible by the single beam illumination scheme. In
Figure 2b—d, we focus our attention on three of these cases. The
first anapole case is hosted in an oblate disk of small volume,
Vo073 = 526 nm, but with high aspect ratio, 4, o = 4.98. It is
a magnetic anapole that exhibits a single dip of the magnetic
dipole. The two other cases, that appear in larger disks of bigger
volumes, Vol,B(m) =718 nm and Vol,C(m) =904 nm, but with
smaller aspect ratios, 4, g = 0.905 and 4, ¢ = 0.45, respectively,
exhibit magnetic anapole states of higher order. There is a
hybrid condition where, simultaneously with the magnetic
dipole dip, we also have dips of the magnetic quadrupole and of
the magnetic octupole. In Supporting Information File 1, there
are 2D maps of the multipolar decomposition that corresponds
to Figure 2a.

Last, we compare the properties of the T-matrix of the cylinder
for which the second anapole case was highlighted previously,
with the properties of the T-matrix of a cylinder that has the
same aspect ratio, 4, g = A; g = 0.905, but a larger volume,
VoB’ = 759 nm, and yields resonant scattering. We perform a
singular value decomposition of the p = 0 T-submatrices for
each of those two cylinders and calculate their singular values
o;. We also expand the input vector A, with the spherical ampli-

tudes of the excitation field, over the basis of the right-singular
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vectors of each matrix, calculating the coupling coefficients a;
for both of the two cases. We show the corresponding results

for multipoles up to the fifth order.

In Figure 3a,b we plot the quantities 6,-2 and | g; \2 /Z[\ a; |2, as
well as their product | ;0; |2 /zi| a; |2 for the two cylinders. As
we mentioned above, the sum of the last quantity over the index
i is proportional to the total scattered power. Therefore its mini-
mization would lead to an anapole state. We can observe that
for the cylinder that hosts an anapole state, there is weak cou-
pling of the excitation field with the right-singular vectors that
correspond to the first, largest, singular values of the matrix.
The result is suppressed scattering leading to an anapole state.
This does not happen in the case of the resonant cylinder. For
the anapole case, the strongest part of the scattered power
derives from the part of the incident field that corresponds to
the sixth right singular vector, and is more than three orders of
magnitude weaker than the prevailing scattered power that
belongs to the first right singular vector of the T-submatrix of
the disk in the resonant case.

(a) anapole case (b) resonant case
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10 3
*
10 2
* (on
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Figure 3: Comparison of the scattering behavior of two disks of the
same aspect ratio but of different size under the prism of the singular
value decomposition of their y = 0 T-submatrices. One of them corre-
sponds to an anapole case (a,c) and the other to a resonant case
(b,d). In (a,b) we plot the singular values g; of the T-submatrices
(yellow stars), together with the coupling coefficients a; of the excita-
tion field with the corresponding right singular vectors (red stars), as
well as the final contribution of the correspondent singular mode to the
total scattered power (blue stars). In (c,d) the multipolar content of
each right singular vector v; of the two T-submatrices is plotted. Weak
coupling of the external field with the first right singular vectors of the
T-submatrix, that correspond to high singular values, leads to the exci-
tation of the anapole state.
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Figure 3c,d depicts the multipolar content of the right singular
vectors of the T-submatrices that belong to each of those two
cylinders. As one can see, there is absolutely no coupling at all
with the right singular vectors that have a multipolar content of
electric type. In both cases there are no right singular vectors of
mixed type multipolar content since for u = 0 the T-submatrix
of a rotationally symmetric particle is diagonal over the indi-
cator o, which represents the type of the multipoles. Further-
more, due to the mirror symmetry of the particles, we can
also observe that the right singular vectors are separated
into vectors with either purely even or purely odd multipolar
content.

Hence, we can claim that the key for the excitation of this par-
ticular nonradiating anapole state is connencted to the suppres-
sion of the coupling of the external field that we apply, with the
first, third and fourth right singular vectors of the T-submatrix
of the particle, which have electric multipolar content that is not
supported by an azimuthally polarized focused beam. In addi-
tion, it is connected with the coincidence of the weak coupling
of the excitation with the second right singular vector, which
has a multipolar content of magnetic type and corresponds to a
significantly large singular value that could potentially spoil the
excitation of the anapole state.

Conclusion

In this paper we describe the so-called magnetic anapole modes
and discuss various experimental setups of how they can be ob-
tained. Such modes are associated with the complete suppres-
sion of magnetic dipole scattering. In order to be able to obtain
anapole states experimentally, we employed structured-light ex-
citation of a particular configuration. Usually we use illumina-
tion with a plane wave at normal incidence. Such an excitation
carries a multipolar content of p = £1 angular momentum and
acts on the correspondent T-submatrices when it comes to scat-
tering by rotationally symmetric particles. By using a rotation-
ally symmetric excitation, instead, we have access to the p =0
T-submatrix of these particles, which constitutes a whole new
scattering system, a whole new field to work with where new
interesting phenomena may wait to be unveiled. It turns out that
azimuthally polarized beams contain only spherical harmonics
of magnetic type in the focal region. Depending on the size of
the particle compared to the incident wavelength it can couple
to dipole and/or higher-order harmonics. By using two counter-
propagating out of phase beams it is possible to cancel out all
harmonics of even order because of symmetry properties.
Together with a phase mask applied to the beams, designated to
suppress the interfering octupolar content, this provides an ideal
condition for the excitation of a magnetic anapole state in a
silicon nanosphere. We also discussed realistic setups, based on

silicon nanodisks and nanopillars, which can be used for the ex-
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perimental detection of magnetic anapole states. We also ex-
plained, under the T-matrix formalism, the physical mechanism
of their excitation in the hosting nanoparticles, by means of a
singular value decomposition of their T-matrices.

Supporting Information

Supporting Information features the proof for the
multipolar decomposition of an arbitrary plane wave and
the formulas with which the elements of the T-matrix are
calculated based on the EBCM method. It also includes a
plot of the proposed phase mask for Figure 1c, electric and
magnetic field plots corresponding to the anapole condition
discussed in Figure 1b and Figure 1c, and some extra 2D
plots of the multipolar decomposition of the scattered field
of cylinders of various geometries illuminated by an
azimuthally polarized, rotationally symmetric, focused

beam.

Supporting Information File 1

Additional computational data.
[https://www.beilstein-journals.org/bjnano/content/
supplementary/2190-4286-9-139-S1.pdf]
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Here we present the results of an investigation of resonances of azimuthal trimer arrangements of rectangular slots in a gold film on

a glass substrate using cathodoluminescence (CL) as a probe. The variation in the CL signal collected from specific locations on the

sample as a function of wavelength and the spatial dependence of emission into different wavelength bands provides considerable

insight into the resonant modes, particularly sub-radiant modes, of these apertures. By comparing our experimental results with

electromagnetic simulations we are able to identify a Fabry—Pérot mode of these cavities as well as resonances associated with the

excitation of surface plasmon polaritons on the air—gold boundary. We obtain evidence for the excitation of dark (also known as

sub-radiant) modes of apertures and aperture ensembles.

Introduction

The study of the interaction of electromagnetic waves with
apertures in metallic films has been the subject of ongoing
research following early investigations motivated by advances
in radar and microwave technologies. In 1944 Bethe studied
diffraction by small circular apertures in an infinitesimally thin,

perfectly conducting film [1]. According to this theory, the

transmission through an aperture in the limit where the wave-
length (X) is much smaller than the radius b (b << A) varies as
(Wb)*. Subsequently, Bouwkamp extended Bethe's result adding
further terms in a series expansion [2] and Roberts [3] de-
veloped a modal method to accommodate apertures in finite

thickness films. A broad range of other apertures have been in-
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vestigated including rectangular slots [4,5] and circular aper-
tures [3,6] as well as more complex shapes such as cross-shaped
[7-9], and coaxial apertures [10,11]. Interest in sub-wavelength
metallic apertures increased significantly after Ebbesen et al. re-
ported optical transmission, enhanced relative to an equivalent
hole—area fraction of randomly arranged apertures, through
periodic arrangements of holes in a silver film [12]. This en-
hancement is strongly associated with the ordered arrangement
of the apertures. Theoretical and experimental research into iso-
lated rectangular slots [4,5] and coaxial apertures [10,11], how-
ever, has shown that these cavities exhibit distinct localized
resonances that have a strong dependence on the geometry of
the holes including the thickness of the metal film [13]. Other
than the excitations discussed above, sharp Fano resonances
arising from the interference of two modes [14] have promising
applications in sensing, switching and lasing. These resonances
have been investigated in various structures such as thin film
nanogratings [15], plasmonic oligomers [16], dolmen arrange-
ments of nanorods [17] and ring—disk dimers [18]. Fano reso-
nances have also been observed in nanoholes such as coaxial
apertures [19] and dolmen nanocavities [18]. The performance
of an array of double split-ring cavities [20] as biosensors using
Fano resonances in the terahertz regime has been demonstrated.
As is the case with nanoparticles, nanoholes play an important
role as basic building blocks in a range of nanophotonic
devices, including colour filters [21-24] and compact polarizers
[25], exploiting resonant properties of the subwavelength aper-
tures. The high sensitivity of the resonant modes of the aper-
tures to the refractive index of the surrounding media underpins
significant potential in realizing highly efficient ultra-compact
biological and chemical sensors [26-31], plasmonic electro-
chemical sensors [32] and as SERS sensors [33]. Furthermore,
by varying the geometry of the apertures across a surface, it is
possible to introduce specific amplitude and phase profiles to
the transmitted optical field [27]. This underpins the develop-
ment of ultra-compact, planar, alternatives to conventional
lenses [34]. Far-field optical investigations of isolated holes are,
however, challenging since the throughput and reflectance are
low despite the enhanced localized fields. Furthermore, plas-
monic cavities exhibit a wide range of modes, many of which
are “dark” to normally incident plane waves and challenging to
excite using other optical methods. These modes are of intrinsic
interest, however, and have also attracted attention due to their
relatively high quality factor and long lifetimes that may
underpin new optical sensors with a higher sensitivity and
figure-of-merit than devices utilising “bright” dipole modes
[35] and enhanced coupling to plasmonic cavities by emitters
such as quantum dots [36]. One way to enhance the signal-to-
noise ratio of transmission measurements is to study the collec-
tive optical properties of an array of apertures, choosing the

periodicity to minimize both the effects of diffraction and cou-
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pling between unit cells [7]. Near field optical microscopy is
another method that has been used to probe optical resonances
of various nanostructures. Although the technique provides
better-than-diffraction-limited resolution, image interpretation
is complex due to the interaction between the tip and the sam-
ple. Nevertheless, progress has been made into the use of scan-
ning probe methods for analysing modes of optical antennas
[37].

Electron microscopy systems can also be used to probe various
modes of optical nanostructures. Electrons in motion are
accompanied by an electric field that varies in space and time
[38], and hence, an electron beam can induce a time-varying po-
larization in an adjacent material leading to optical excitation.
Optical resonances can be probed by studying either the loss in
the energy of the electrons (through electron energy loss spec-
troscopy, EELS) [38,39] or the radiation emitted in the visible
part of the electromagnetic spectrum through cathodolumines-
cence (CL) [38]. The relationship between the information ob-
tained using EELS and CL has been studied theoretically [40].
CL is an established technique which is widely used in various
fields to characterize a range of inorganic compounds such as
ceramics, minerals and semiconductors [41-43]. CL has also
been shown to be an invaluable tool in the investigation of
optical modes of nanostructures [44]. These include character-
ising the plasmonic modes of silver nanoparticles [45] and reso-
nant modes of single GaAs nanowires [46], modes of single and
pairs of AlGaAs disks [47], the optical properties of quantum
discs of GaN/AIN in GaN nanowires [48] and various modes of
gold nanodecahedra [49]. The potential of CL used in transmis-
sion to observe various colour centres in nanodiamonds has also
been demonstrated [50]. The spectral properties of core—shell
CdSe/CdS quantum dots have also been studied using CL in a
transmission electron microscope [51]. The same technique has
been used to generate single photons and to characterize quan-
tum states and the nature of the emitted beam with subwave-
length resolution [52]. Dichroic-sensitive cathodoluminescence
imaging has also been used to study the chiral nature of the gold
split-ring resonators on a TiO; substrate [53]. Most studies have
focused on nanoparticles on silicon substrates that can have a
significant impact on the optical resonances of plasmonic and
other nanophotonic systems. Despite the significant body of
work looking at the use of CL in characterising nanoparticles,
there has been less attention directed at complementary
nanoholes in metallic films. Coenen and Polman [54] investi-
gated the properties of simple circular apertures in a 80 nm
thick gold film on a silicon substrate. They showed that there
was excitation of a magnetic mode of the aperture when excited
near the edge of the aperture. Van de Haar et al. [55] also inves-
tigated a metamaterial consisting of a periodic array of

metal-insulator—metal coaxial waveguides filled with Si and the
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subradiant, whispering gallery modes of circular grooves of
various depths milled into a gold film have also been previ-
ously studied [56,57]. Symmetric and anti-symmetric modes of
nanopore pairs in thin AIN/Au/AIN films [58] have been inves-
tigated using CL. Through the use of colloidal lithography, the
authors [58] of were able to efficiently investigate a range of
hole separations, but were restricted to weakly resonant circular
apertures and pairs of holes.

Here we investigate the resonances of small groups of apertures
in gold films on a glass substrate. Specifically, we study ensem-
bles of three slot apertures using CL. It is well-known that
simple slots in a metal film exhibit resonances, but there is a
growing interest in the excitation of apertures complementary to
resonant particles. Here we investigate ensembles of three
simple slots arranged in the form of a triangle. This structure is
complementary to a trimer consisting of three rods with the
lowest energy magnetic dipole mode being dark and the next
highest energy modes being degenerate orthogonal dipole
modes (see Supporting Information File 1). The dominant
modes of this structure are a dark mode with radial symmetry
where the electric field in each aperture is radially directed from
the centroid of the configuration and another, almost degen-
erate, radiant mode with a net dipole moment (see Supporting
Information File 1). In both cases the electric fields in each
aperture are similar to the dipole mode of a single slot, but the
relative phase between the modes differs between the excita-
tions in each aperture. Insight into our results is obtained
through modelling the radiation emitted by a point dipole in
close proximity to the air—gold surface using the finite element
method.

Experimental

A gold film of nominally 100 nm thickness is deposited using
electron beam evaporation (Intvac Nanochrome I) onto a high
quality borosilicate glass slide with 5 nm of chromium as an

(@)
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adhesive layer. The rate of deposition of the gold was set to
0.3 A/s. High quality azimuthal arrangements of three slot aper-
tures with different transverse parameters were milled using a
helium ion microscope (Nanofab Orion, Zeiss) operating at an
accelerating voltage of 30 kV and a beam current of 0.1 to
100 pA. A Fibics NPVE pattern generator was used to control
the milling parameters such as dose, beam step size and dwell
time. Test writing was performed on a 100 nm thick Au film on
a borosilicate glass substrate. Initial exposures indicated a dose
of 15 nC/cm? as the optimal initial setting for the ion beam with
a 1 ps dwell time and 50% beam overlap. The optimised ion
beam current selected for milling was 1.5-2.4 pA, producing
the highest quality apertures which typically required approxi-
mately 15 minutes of mill time. Slot trimers composed of slots
of length L and width W arranged azimuthally in a triangle with
a distance from the centre of each slot to the centroid of the
configuration of S were fabricated. Scanning electron micro-
graphs of the apertures investigated here are shown in Figure 1
along with a schematic illustrating the relevant parameters.

CL results were obtained using a scanning electron microscope
(FEI NOVA Nano SEM 450) fitted with a Delmic SPARC CL
system comprising an aluminium parabolic mirror with a
moving stage to position the sample at the focus of the mirror
[59]. A hole of 600 pm diameter is located in the mirror just
above the focal point through which the electron beam passes
and is then incident on the sample. A CL signal is emitted as the
electron beam of 30 keV interacts with the specimen located at
the focal point of the parabolic mirror. The optical CL signal re-
flected from the parabolic mirror is coupled into a 600 um core
diameter multimode optical fibre via an achromatic mirror. The
fibre is connected to a spectrometer (PI Acton SP23001) for CL
spectral analysis. The schematic and details of the experimental
CL set up can be found in various papers [60,61]. The back-
ground spectrum obtained from an adjacent, unpatterned region
of the gold film is subtracted from all data and the result

Figure 1: Scanning electron micrographs aperture structures with dimensions defined in (a). Fabricated slot trimer structures with (b) L = 95 nm,

W =34 nmand S=60nm, and (c) L =150 nm, W =40 and S =100 nm.
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normalized by the system response. The system response func-
tion was found by obtaining the spectrum from an unpatterned
region of gold film and normalizing this to the theoretical result
for gold.

Results

Two different trimeric ensembles of slot apertures shown in
Figure 1b and Figure 1c were investigated. In addition to cavity
resonances associated with the aperture, this structure may also
possess plasmonic resonances in the approximately triangular
region between the apertures. We first consider a trimer
consisting of slots with nominal length 100 nm, width 40 nm
and with a separation of 60 nm as shown in Figure 1b. In the
CL spectra shown in Figure 2a, two maxima are apparent when
the electron beam is incident inside the region defined by the
slots, but only a single, broad peak can be seen when the elec-
tron beam is incident just outside one of the slots.

u
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If we examine the spatial maps of the CL emission in the
wavelength ranges (Figure 2b) 550-560 nm and (Figure 2c¢)
595-605 nm, we see that the strongest signal occurs when the
beam is incident just outside the edges of the slots, in contrast to
the map centred on 615 nm (Figure 2d) where the strongest
emission arises when the beam is centrally incident. Asymme-
tries apparent in Figure 2 arise from defects introduced during
the fabrication process and there is discontinuity in the data re-
sulting from a glitch in the electron beam scan that can be
discerned in the concurrent SEM image.

The results from another structure with a length of 150 nm,
width 65 nm and separation 100 nm with SEM shown in
Figure 1c is shown in Figure 3 with spectra shown in Figure 3a
along with spatial maps of emission in bands from 550—560 nm
(Figure 3b), 575-585 nm (Figure 3¢) and 665-675 nm
(Figure 3d). Again, it is apparent that the CL spectrum obtained

400

Figure 2: (a) CL spectra obtained from trimer slot structures with L = 95 nm, W =40 nm and S = 60 nm obtained at different positions shown in the
inset. The spatial dependence of CL emission in spectral bands (b) 550-560 nm, (c) 595-605 nm and (d) 610—-620 nm are also shown. The scale bar

in (b—d) is 100 nm.

1500

1000

500

CL signal {(a.u)

600
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800 1000

Figure 3: (a) CL spectrum from trimer slot structures with slot length 150 nm, width 65 nm and separation 100 nm obtained at different positions
shown in the inset. Spatial variation of CL emission at wavelength bands (b) 550-560 nm, (c) 575-585 nm and (d) 665—-675 nm. The scale bar in

(bd) is 100 nm.
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depends on the excitation point and that the emission into dif-
ferent wavelength bands depends on the spatial location. At
shorter wavelengths, we see that excitation just outside the slots
produces the strongest CL emission, but when electrons are
incident in the central region, the peak in emission is red-
shifted.

There are clear similarities between the CL responses from the
two structures. Both appear to have two peaks in the CL spec-
trum when the electrons are incident on the centre of the ensem-
ble. In both cases, the shorter wavelength resonance is located
around 550 nm and appears to dominate when electrons are
incident on position (1), that is, on the outer edge of one of the
slots. The longer wavelength peak, however, is more strongly
dependent on the geometry and is red-shifted for the larger

structure.

Simulations

The finite element method implemented in COMSOL Multi-
physics (v 5.3) was used to gain insight into the experimentally
obtained CL results shown in Figure 2 and Figure 3. In the
model, a vertically oriented electric dipole placed at a height of
30 nm above the surface of the film [62] excites different reso-
nances of the structure, leading to spectral variations in the
back-emitted radiation and transmission through the apertures
that depend on the transverse location of the dipole. A second
order scattering boundary condition is used and no backscat-
tering from the boundary into the modelled region was
apparent. The far-field spectrum (which excludes evanescent
contributions) radiated into a range of angles corresponding to a
numerical aperture of 0.95 above the surface of the film is
calculated by integrating |E|2 over the surface of the sphere

-
o
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[e¢]
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600 800
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subtended by this range of angles. Similarly, the far-field trans-
mission through the apertures into a NA 0.95 cone is also calcu-
lated.

Results for trimers with slots of length 100 nm and width 40 nm
arranged with a separation of 60 nm are shown in Figure 4 cor-
responding approximately to the structure of Figure 1b with CL
results shown in Figure 2. We plot both the back-emitted radia-
tion toward the side of the gold film on which the dipole is lo-
cated as well as the power transmitted through the aperture.
Two distinct peaks in the back-emission spectra can be
discerned as is the case with Figure 2a. For a centrally located
dipole, the transmission through the aperture has a distinct
maximum centred on 690 nm. As the dipole is moved to the
outer edge of the ensemble, the transmission through the struc-
ture decreases and a broad peak, possibly associated with two
resonances, located near 580 nm can be seen. This is consistent
with the shorter wavelength maximum seen in the experimental-
ly obtained CL spectrum of Figure 2a. This suggests that the
longer wavelength feature in the back-emission is associated
with strong coupling to the aperture. Looking at the spatial de-
pendence of the backward emission at wavelengths of 580 nm
(Figure 4b), 690 nm (Figure 4c) and 710 nm (Figure 4d), we
can see that at the shorter wavelength, the backward emission at
580 nm is strongest when the dipole is centrally located, where-
as at 690 nm (corresponding to the peak in the transmission
spectrum if Figure 4a), we see strongest backward emission
when the dipole is located over the outside edges of the slots. At
slightly longer wavelengths (Figure 4d), however, we see a de-
crease in transmission and the sensitivity of the upward radi-

ated power to position confined to the central region defined by
the slots.

Figure 4: Simulated power radiated by a vertically oriented point dipole located 30 nm above a 100 nm thick gold film with three slots arranged in a
triangular arrangement with length 100 nm and width 40 nm and separation of 60 nm. The spectra reflected from (solid curves) and transmitted
through (dashed curves) the surface for dipoles located above the centre of the configuration and 5 nm outside the outer edge of one of the slots. The
reflected power as a function of transverse dipole position is shown at wavelengths of (b) 580 nm, (c) 690 nm and (d) 710 nm. Scale bar is 100 nm.
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We can gain further insight by examining the electric field pro-
duced inside the cavities on resonance when excited by a
centred dipole and the accompanying surface charge on the
dielectric—metal or air—dielectric boundary (Figure 5). The
white regions observable in the surface charge distributions cor-
respond to the air-filled holes. Figure 5a shows the magnitude
of the electric field with the arrows showing the direction of the
electric field at a wavelength of 690 nm in a plane just above

the lower surface of the gold film.

The dominant lowest order modes of this cavity ensemble
consist of nearly degenerate “radial” and “dipole” modes. The
dark radial mode has the electric field in each cavity directed
radially from the centroid of the ensemble and has zero net
dipole moment. The degenerate dipole modes, on the other
hand, have orthogonally directed net dipole moments, but, as is
the case with the radial mode, the electric field in each slot is
directed normal to the long axis of slots, but each slot is not
equally excited. An examination of the dispersion relations of a
waveguide consisting of these three slots (see Supporting Infor-
mation File 1) indicates that these radial and dipole modes have
an effective “cut-off” at around 600 nm and a zeroth order
Fabry—Pérot would be expected at a slightly longer wavelength
in an aperture in a metal film with the same geometry. It is
apparent from Figure 5a that the mode excited with a centred
dipole has radial symmetry. Figure 5b shows that at 690 nm,
where there is a maximum in transmission, the electric field
penetrates the cavity. This is accompanied by a substantial in-
duced surface charge on the interior walls of the cavity
(Figure 5d) and the relative uniformity of the field and surface
charge within the cavity as a function of depth (Figure 5b) sug-
gests that this is a zeroth order Fabry—Pérot resonance of a
cavity mode. The electric field (not shown) and induced sur-
face charge at a wavelength of 580 nm (Figure 5¢) correspond-
ing to the shorter wavelength maximum in the back-emission
spectrum are consistent with only weak penetration into the
cavity and the resonance being associated with a resonance of

surface plasmon polaritons (SPPs) of the approximately trian-
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gular region on the surface of the film defined by the apertures.
Although a mode with radially symmetry is apparent, it was
difficult to identify the dipole mode, even with off centre exci-

tation.

Comparing the results of these simulations with the CL mea-
surements of Figure 2 suggests that the longer wavelength reso-
nance is associated with coupling into the cavity, which is
consistent with the observation that the spectral location is de-
pendent on geometry. The shorter wavelength resonance, on the
other hand, is only weakly dependent on the aperture geometry
and is likely to be more strongly related to the surface geome-
try defined by the inner edges of the apertures.

The results of simulations of the structure with larger slots
(length 150 nm, width 65 nm and separation 100 nm) corre-
sponding approximately to the structure discussed in Figure 1c
and the data of Figure 3 are shown in Figure 6. If we look at the
emission spectrum (Figure 6a) obtained when the dipole is
centrally located above the centre of the ensemble, we again see
two distinct peaks in the back-radiated spectrum. Furthermore,
two distinct, but close, resonances appear in the transmission
spectrum. Moving the dipole to a location sitting above a point
close to the inner edge of one of the slots produces both
stronger back-radiation and transmission through the apertures.
Comparing the spectra to those of the ensemble investigated in
Figure 4, we see that the shorter wavelength resonance remains
at approximately 600 nm, but the longer wavelength back-emis-
sion maximum has red-shifted to around 860 nm. Furthermore,
the increased separation of the slots is accompanied by clear ev-
idence for the excitation of a higher order SPP resonance on the
gold—air boundary in the region between the slots (Figure 6b) at
600 m with a characteristic modal sensitivity to dipole position.
At 790 nm (Figure 6¢), corresponding to the longer wavelength
maximum in the transmission spectra, we see a spatial depen-
dence of emission with strong enhancement near the edges of
the apertures consistent with the excitation of cavity modes. At

a wavelength of 860 nm (Figure 6d) we see strong emission

() (d)

Figure 5: Electric field inside a trimer of rectangular slots of length 100 nm and width 40 nm in a gold film of thickness 100 nm at a wavelength of

690 nm excited by an electric dipole located 30 nm above the upper surface of the film and centred above the structure. The magnitude of the electric
field (arrows showing direction) a distance of 5 nm above the lower surface of the gold film is shown in (a), while (b) shows the vertical component of
the electric field in a vertical plane with reference to the geometry shown in (a). The (instantaneous) surface charge density on the metal boundary at

a wavelength of (c) 580 nm and (d) 690 nm is also shown.
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Figure 6: Simulated power radiated by a vertically oriented point dipole located 30 nm above a 100 nm thick gold film with three slots arranged in a
triangular arrangement with length 150 nm and width 65 nm and separation of 100 nm. The spectra reflected from (solid curves) and transmitted
through (dashed curves) the surface for dipoles located above the centre of the configuration and 5 nm outside the inner edge of one of the slots. The
reflected power as a function of transverse dipole position is shown at wavelengths of (b) 600 nm, (c) 790 nm and (d) 860 nm. Scale bar is 100 nm.

over the central region suggesting that the excitation of SPPs

dominates the emission process.

Examples of the electric field in the vicinity of the trimer when
excited with an electric dipole sitting close to the inner edge of
one of the slots are shown in Figure 7. The choice of dipole
location was informed by the strong transmission through the
structure for a dipole at this location as shown in Figure 6a and
the fields are plotted at wavelengths of 680 nm and 800 nm,
corresponding to peaks in the transmission (rather than the
back-emission) spectrum. If we look at the electric field in a
plane 5 nm above the bottom surface of the gold film at 680 nm
(Figure 7a) and the surface charge (Figure 7c), we see that there
is a net electric dipole moment associated with this mode. On
the other hand, the electric field in the same plane at 800 nm
(Figure 7b) has a radial symmetry indicating that this is the dark
radial mode. This suggests that the degeneracy of the dipole and
radial modes of the slot structure have been broken due to
coupling between the apertures. This is consistent with the

N

|E| (a.u.)

o

dispersion relation for the corresponding waveguide modes (see
Supporting Information File 1) indicating a zeroth order
Fabry—Pérot resonance for the radial mode at a longer wave-
length than for the dipole mode. This effect is, however, too
subtle to be seen in the CL measurements.

Discussion

It is apparent that irradiation with an electron beam excites
several resonances of these slot aperture structures. Although
quantitative agreement between the CL results and simulations
looking at radiation by a point electric dipole is weak, it appears
that there are two distinct, but potentially coupled, processes
occurring. Firstly, the electrons can excite SPPs on the gold-air
interface and the regions defined by the boundaries of the aper-
tures will support various resonances that depend on the geome-
try of that region. Secondly, modes of the cavities can be
excited that transport energy through the aperture. The latter
depend strongly on the geometry of the aperture configuration.
The FEM simulations suggest that both these types of reso-

Figure 7: Electric field inside a trimer of rectangular slots of length 150 nm and width 65 nm separated by a distance of 100 nm in a gold film of thick-
ness 100 nm excited by an electric dipole located 30 nm above a point on the film 5 nm inside the inner edge of the lower slot. The magnitude of the
electric field (direction shown with arrows) in a plane a distance of 5 nm above the lower surface of the gold film at wavelengths of (a) 680 nm and
(b) 800 nm. The (instantaneous) surface charge densities on the metal—dielectric boundary at wavelengths of (c) 600 nm and (d) 800 nm are also

shown.
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nances are being excited in our experiments and producing
measurable CL emission.

In the case of the rectangular aperture trimers investigated here,
the cavities are only weakly coupled, but some evidence can be
seen in the excitation of both the dipole and radial modes in the
simulations. Angle-resolved CL measurements could be used to
obtain further information to assist in the identification of dif-
ferent modes since the far-field radiation patterns are quite dif-
ferent for radial and dipolar modes. Ongoing work is aimed at
exploring different geometries in gold films of varying thick-
ness. This will provide an opportunity to elucidate the role
played by the thickness of the film, if significant, in various
resonances. Although challenging, studying the optical trans-
mission through these apertures may similarly yield interesting
results.

Conclusion

We have investigated ensembles of rectangular slots in a gold
film on a glass substrate and using CL we have shown that
various modes of the system can be excited. Modelling results
show that these resonances may be accompanied by transmis-
sion through the aperture, suggesting that cavity resonances of
the apertures are being excited. There are however, spectral fea-
tures that are not accompanied by any significant transmission
through the aperture, suggesting that these are more closely as-
sociated with resonances arising from the surface structure on
the air-metal boundary and have more in common with
previous studies on metallic nanoantennas. The existence of
these two different modes within this structure raises the
prospect of designing aperture structures where the transverse
geometry could be tailored to facilitate coupling between cavity
and plasmonic resonances. This could underpin novel ap-
proaches to controlling the emission of molecules and quantum
dots for applications ranging from sensing through to new types
of displays.

Supporting Information

Supporting Information File 1

Additional figures.

Background material relating to the modes of rod and
aperture ensembles.
[https://www.beilstein-journals.org/bjnano/content/
supplementary/2190-4286-9-140-S1.pdf]
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